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FOREWORD 



INTRODUCTION 

This document describes the KAl 1 Processor, which operates as a device on the Unibus data transmission path. 
The KAl 1 Processor is a component of a Programmed Data Processor 1 1 (PDP-1 1) and operates on data supplied 
by other devices (such as core memory) on the Unibus. 

SCOPE 

The information included in this document pertains only to the KAl 1 Processor. Other devices attached to the 
Unibus are covered in similar documents of this series, and the operation of the Unibus is detailed in the Unibus 
Interface Manual The processor is described in terms of the set of instructions that it executes and the machine 
states that implement these instructions. 

Sections of this document describe: 

a. The logical structure of the processor 

b. The theory of operation 

c. The logical implementation 

d. Basic maintenance procedures. 

PURPOSE 

This document provides the reader with the information necessary to understand the normal operation of the 
KAll Processor. The processor is a complex digital device. To fully use its capabilities or to recognize and 
correct the cause of improper operation, the user must understand the normal operation of the processor. This 
document provides the information on processor operation. In addition, the information is organized to serve as 
a reference for specific data on the level of detailed operations and specific circuit implementation. 

ORGANIZATION 

The discussion of the KAll Processor is divided into four sections. Four sections describe the processor as 
follows: 

a. The block diagram 

b. Instruction set 

c. Machine state flow 

d. Module-by-module logic description level. 

The fifth section presents general maintenance information. 

The overall structure of the KAll Processor and the flow of data are presented in a series of block diagrams, 
v^ich also introduce the connection of the processor to the Unibus. The interaction of the processor with 
external devices and with the data from those devices is covered in the discussion of the instruction set. The 
sequence or flow of machine states that determines what operations will occur is detailed in the description of 
the flow charts, while the implementation of this control sequence and of the operations performed on the data 
are shown in the logic descriptions. 



VI 



CHAPTER 1 
BLOCK DIAGRAMS 



This section presents three block diagrams of the KAll Processor to illustrate the overall structure of the 
processor from different viewpoints. The block diagrams also serve to relate the information contained in other 
sections of this document to an overview of the processor. 

The first block diagram concentrates on the flow of data and machine states within the processor and describes 
the control signals that effect the data flow required by the individual machine states. 

The second block diagram is a one-bit slice of the machine; the interconnections of all the data paths in the 
machine are shown for a single bit of the 1 6-bit word. All the control signals required to select a route for each 
data transfer are shown on this diagram. 

A third block diagram breaks the processor down by modules, illustrating the general physical implementation of 
the structure and relating the block diagrams to the module descriptions. 

1.1 BASIC BLOCK DIAGRAM 

Figure 1-1 is a simplified block diagram that shows the relationship of data flow and machine state flow in the 
KAll Processor. In addition, the diagram illustrates the relationship of the processor to the Unibus. All data 
inputs to the processor (such as instructions and data from core memory) are transmitted on the Unibus; 
equally, all outputs, whether to core memory or to I/O devices, are on the Unibus. 

The block diagram divides the processor into four areas: the Bus Interface; the Data Paths; the Register; and the 
Control section. As the other block diagrams show, this breakdown is only basically correct and omits several 
exceptions or qualifications. However, this breakdown is useful to explain the interaction of data and machine 
states to generate new data and new machine states. 

1.1.1 Data Sections 

Three of the processor sections are concerned with the flow of data. The Bus Interface controls the gating of 
information from and to the processor; the Data Paths include aU logic which performs modification on the data; 
and the Register is used for temporary storage within the processor. All data transfers within the processor, that 
is, from the Bus Interface to the Registers or from the Register to the Bus Interface, are through the Data Paths. 
As this structure shows, the KAll Processor is a general register machine; an instruction may use any one of 
eight program-selected registers as data, as an address, or as a pointer to a stack. Stacks can be formed within 
address modes of any instruction. One of the eight registers is also the Program Counter (PC); thus, the address 
calculation to fetch the next instruction uses the same Register-to-Data Paths-to-Bus Interface flow that is used 
to fetch operands. This feature gives a very simple structure a great deal of flexibility and power. 



1.1.2 Control Section 

The fourth section of the block diagram is labeled Control. This section is concerned with the flow of machine 
states, which include the timing states (such as the Major States shown in the diagram), the instruction being 
executed, and various flags and condition code bits. The KAll Processor is a variable state sequence machine; 
unlike computers that step through a fixed sequence of states and are active in only some of these states for each 



instruction, the KAl 1 enters only the states necessary to execute the current instruction. Therefore, the machine 
state flow is not a simple loop but includes many points at which not only the next operation on data, but also 
the next machine state, is selected by the current state and inputs. 

The KAll Processor has five major states: fetch, source, destination, execute, and service. The first four states 
are used during normal processor operation, while the last state (service) is used during special operations, such 
as traps and interrupts. 

The fetch (F) major state locates and decodes an instrucfion. When this major state is completed the 
processor enters another major state, depending on the type of instruction decoded. It is possible to go 
from fetch to any other state, including back to fetch. Every instruction must first enter the fetch maior 
state. 

The source (So) major state decodes the source field of a double-operand group instruction and transfers 
data to appropriate locations. The source major state is entered only if the instruction belongs to the 
double-operand group. 

The destination (D) major state decodes the destination field of the appropriate instruction. Destination 
tields are present m all double-operand, rotate/shift, and subroutine call instructions. 

The execute (E) major state uses the information from previous major states to perform the specified 
operation. During this state arithmetic operations, logic functions, and tests are performed. 

The service (Se) major state is used to execute special operations, such as interrupts, traps, etc. 

Although the major states follow the sequence of fetch, source, destination, execute, and service, not all major 
states are required for every instruction. The minimum sequence is from fetch of one instruction directly to 
fetch of the next instruction. A more normal sequence might be fetch, source, destination, execute and then to 
fetch of the next instruction. Maximum sequence is fetch, source, destination, execute, service, and back to 
fetch. 

The Control section of the processor selects data operations by transmitting control signals to the other three 
sections of the processor. These control signals, which are discussed in more detail in the bit-slice block diagram, 
control the routing of data, which in turn controls the type of modifications performed on the data. 

Inputs to the Control section consist of the present instruction, which is fa-ansferred from the Bus Interface 
section, and data from the Data Paths which generates the condition codes to indicate arithmetic and logical 
values of the data (such as positive or negative and zero or non-zero). These inputs, together with the control 
signals transmitted by the Control section constitute the only communication between the controlling and data 
handling sections of the machine. 

1.1.3 The Unibus 

Communications with external devices (with the exception of the console) is entirely through the Unibus. All 
external data transfers that the processor executes are under the control of the Bus Interface; the data enters and 
leaves the processor through the Bus Interface gating. Inputs to the Control section from the Unibus and the 
console do not transfer data. Their sole function is to determine the next bus master, which may require 
stopping or modifying the machine state flow in the control section. 
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Figure 1-1 can relate the structure of the KAl 1 Processor to the organization of this document. The control 
signals transmitted by the Control section are detailed in the bit slice block diagram, along with the structure of 
the data flow. The structure at the Control section is described in the module block diagram. The machine state 
flow is detailed by the flow charts, which also include sections on the priority transfers which allow the console 
or devices on the Unibus to interrupt or cycle steal from the processor. The logical implementation of the 
structure is presented in the module descriptions. 

1.2 BIT-SLICE BLOCK DIAGRAM 

Figure 1-2 illustrates the data flow structure of the KAl 1 Processor. Only one bit of the 16-bit word is shown, 
because this bit slice is representative of any of the 1 6 similar parallel paths in the processor. The block diagram 
includes the logic that routes and manipulates the data, the interconnection between these elements, and the 
control signals that determine the routing. 

The logic elements appearing on the block diagram also appear on the module schematics, but the block diagram 
illustrates the interconnections more clearly. In some cases, the data pass through additional selection logic 
between the elements shown, as in the inputs to the Processor Status word (STATUS); for clarity, these have 
been omitted. The paths shown represent all the paths on which data, rather than machine states, can flow in the 
processor. 

1.2.1 Control Signals 

The control signals that appear on the block diagram are generated in the Control section of the processor. 
Because the processor uses a variable state sequence, a signal may be asserted at various times during the 
execution of an instruction; many of the signals are generated by combinational logic arrays. 

The inputs to the combinational logic are time states, instructions, flags, and condition codes that are decoded to 
select the specific machine states during which each signal is asserted. 

The bit-slice block diagram illustrates more clearly several of the distinctions made in the discussion of the basic 
block diagram: the only communication with external data is via the Bus Interface to the Unibus; all transfers 
between the Register and the Bus Interface pass through the Data Paths; and the only data inputs to the Control 
section are to the Instruction Register (IR) and, through the codes data logic, to the Processor Status register 
(STATUS). 

The structure of the Control section as related to the generation of the control signals is discussed in the 
description of the module block diagram. 

1.2.2 Structure of the Data Flow 

The heart of the data flow structure is the Data Paths section, where all combination and modification of data 
are performed. The Data Paths are divided into three parts: the input gating, including the latches; the adder; and 
the output, or rotate/shift, gating. 

The input gating consists of two similar structures, the A input and latch and the B input and latch. Each 
structure includes three input gates, each controlled by a gating signal, and a latch input gate. The purpose and 
operation of the latches is discussed first. 

1.2.2.1 Latches - The latches perform two functions. In Register-to-Register or Bus-to-Bus transfers, data are 
stored in a latch during the transition from a read operation to a write operation. In addition, combining two 
variables, by addition or by a logical OR, requires the temporary storage of one variable in the data path while 
the second variable is being fetched from the Register. 

Each input structure (as shown in Figure 1-3) is basically a Set/Reset flip-flop with three gated set inputs and 
one reset input. This structure is better illustrated in Figure 1-4, which is logically identical to Figure 1-3. Note 
that the Latch signal acts as a reset input when it is unasserted, not when it is asserted, and also that the output 
to the adder is asserted when low. 
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Figure 1-2 Processor Block Diagram Showing One-Bit (03) Data Slice 
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Figure 1-3 Latch Input - Logic Diagram 



Figure 1-4 Latch Input - Functional Diagram 



In use, the Latch input is cleared whenever new data are to be gated in (except when these data are to be ORed 
with the data already in the latch) and then reasserted before the gated data are removed. Often the latch is 
cleared (although no input is gated) to ensure that there are no unwanted inputs to the adders. Figure 1-5 
illustrates the timing constraints placed on the input gating, latch, and data signals. 



LATCH I 



GATE 1 



DATA 1 





DATA MUST 
BE CORRECT 
DURING THIS 
TIME 



Figure 1-5 Input Timing Constraints 

Each latch has three inputs. The A latch receives an input from the registers and complemented inputs from both 
the registers and the Bus Interface. The B latch receives inputs from both the Registers and the Bus Interface, 
and a third, special input to generate special trap addresses (this input will not be discussed further here). The 
gating signals, present at different times, are selected by combinational logic and determine the action to be 
taken on the input data. 

The input gating can also be used to generate constants for use in the adder. For instance, a two's complement -1 
can be generated by gating both register data and its complement into Latch A (X + X = 1 ). The constants that 
can be generated include -1, -2, +1 , and +2. 

1.2.2.2 Adders - The KAll Processor uses a standard binary adder. The A, B, and carry inputs, and the sum 
and carry outputs are low when asserted. More information on the circuit of the adder is available in the IC 
circuit schematics (Chapter 4). Often only one input to the adder is used; in this case, the adder does not modify 
the input, but transmits the input unchanged. 

1.2.2.3 Output Gating - The output, or rotate/shift, gating selects the form in which the information from the 
adder outputs is to be transmitted. This information is transmitted to both the Bus Interface and the Register, 
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where other control signals determine the routing (destination) of the information. The shift gating can transmit 
the outputs of the adders unmodified, shifted one bit right or left, or with the 8-bit bytes swapped. The 
unmodified output is the one most commonly used; most data transfers and the results of most summations are 
unshifted. 

The shift and swap outputs are selected by the Rotate/Shift and SWAB instructions, respectively. However, these 
output gates are also used by the processor to perform data conversions necessary in the execution of 
instructions. The offset of a branch instruction is shifted left during the calculation of the relative address; byte 
data from an odd address are swapped into the even byte (D<07:00)) on the data lines before calculations are 
performed and swapped back to the odd byte (D<15:08>) data lines before being retransmitted. (The data also 
appear on the even byte data hnes for condition code sensing.) 

1.2.3 Registers and Bus Interface 

Outputs from the Data Paths are connected to the inputs to the Register and to the Bus Interface. There are 
other destinations, which include the Address decoding logic and the Processor Status word (STATUS), but 
these destinations are not part of the direct flow of data. The Register is used for the temporary storage of data 
that the processor can use in later calculations, or as address data, or to calculate address data. Two of the eight 
program-accessible registers and two that are not accessible to instructions are used by the processor; these 
include the Program Counter (PC) and Stack Pointer (SP), which are Registers 07 and 06 respectively, and two 
inaccessible registers labeled Temp and Source. 

1.2.3.1 Registers— Register selection is a function of logic in the Control section. The register selected is a 
function of the Instruction Register (IR) or of the logic, depending on the machine state. 

The registers are implemented by logic elements that store 16 bits each. These bits are accessible individually, 
not simultaneously, so each logic element contains one bit of each register. There are 16 elements, 1 element for 
each bit of the processor word. The logic element shown on the bit-slice block diagram contains 1 bit of each of 
the 1 registers used by the processor. 

The logic elements of the registers function like Set/Reset flip-flops; thus, gating is provided on the inputs to 
prevent changes in the contents of the addressed register, while the outputs of the Data Paths are routed 
elsewhere. Set/Reset flip-flops do not provide usable outputs while new data is being written, and only one 
register can be addressed at a time, so the latches are used for temporary storage during register-to-register 
transfers. 

1.2.3.2 Bus Interface - Data is received from the Unibus and gated onto the Unibus through the Bus Interface. 
The receivers are ungated, because selection of the input data (and selection of word, low byte, or high byte 
data) is done by the Data Paths input gating; The output gating is controlled by a signal from the Control section 
of the processor. 

The Bus Interface also includes the Bus Address Register (BAR), which selects the bus address that is to respond 
to a transfer. The BAR is loaded from the Data Paths outputs and gated to the bus address lines by two signals 
from the Control section. 



1.3 MODULE BLOCK DIAGRAM 

The KAll Processor is constructed on 14 modules. The logic of the processor has been allocated to these 
modules by function, where possible; this scheme reduces the number of interconnections between modules, 
provides functional sub-units for testing and modification, and facDitates fault isolation to the module level. 



1.3.1 Module Distribution 

Figure 1-6 is a block diagram of the processor that segments the processor logic following the module allocation. 
Several modules that perform functions both of control and of data transmission are divided into more than one 
block. Only the major paths of data flow are illustrated; this data flow structure expands the structure in the 
bit-slice block diagram but is not as detailed. The modules are also interconnected by control signals, which are 



not shown. Two modules that perform control functions for external operations (bus and console data transfers 
and release of control to the bus or the console) appear in the Bus Interface section. These modules are Priority 
(K3) and Bus and Console Control (K13). 

Figure 1-6 includes the console in the block diagram. The console is not discussed in this document, and the 
discussion of that part of the block diagram is limited to mentioning the interconnections between the console 
and the processor. 

1.3.2 Processor Structure 

The processor can be divided into two major sections: the data handling section and the control section. The 
data handling section can be further divided into the three previously mentioned sections: the Bus Interface, the 
Data Paths, and the Register. These sections perform gating, modification, and storage of data respectively. The 
data handling section is discussed in detail in the bit-slice block diagram description. 

1.3.3 Control Section 

The control section can also be divided in three subsections that perform functions of storing machine states, 
controlling transformations from one machine state to another, and generating control signals for the current 
machine state. These three functions can be generalized to the same storage, modification, and gating functions 
described for the data handling section. 



1.3.3.1 Machine State Storage - The KAll Processor performs operations on data; these operations are 
determined by the machine state. This state is defined by the current instruction, the current time state within 
that instruction, and the values of several types of flags and conditions. Information on these state variables is 
stored on several modules as follows: the current instruction is held in the Instruction Register (IR) on module 



K-9; the time states are generated by logic on the Timing and States module, K-1; the condition codes and 
processor priority are stored in the Processor Status word (STATUS) on module K-9; the current operand 
address is stored in the Bus Address Register (BAR) on module K-9; and other flags for asynchronous conditions 
and error conditions are stored on the Flag Control module, K-1 2. The IR, the BAR, and STATUS are connected 
to the data flow structure of the processor. 

1.3.3.2 Machine State Selection - The variable state sequence used by the KAll Processor requires the 
processor to specify the next state explicitly. The new machine state is a function of the current machine state 
and of the data being processed. (If the next state were a function of the current state only, and were not 
influenced by the data, the processor would not be a stored program computer and would be limited to linear 
calculations without decision points or branches.) 

The logic that selects the next machine state by generating new inputs to the state storage logic is contained on 
the following modules: condition codes are generated by the Codes Data module, K-1 1; time states are selected 
by the State Control module, K-2; flags are selected by the Flag Control module, K-1 2, and the Power Fail and 
Control modules, K-1 5 and K-3. The Instruction Register Decode module, K-10, provides signals that are used as 
inputs by the State Control, Codes Data, and Timing and States modules, as well as by the logic that provides 
control signals to the data handling logic. 

1.3.3.3 Control Signal Generation - Four modules contain the logic that generates control signals to the data 
handling logic, the console, and the Unibus. These modules are: Register Control, K-4; Data Paths Control, K-6; 
Bus and Console Control, K-1 3; and Priority, K-3. The functions of each module are indicated by the name; 
Priority controls the release of bus control by the processor to requesting devices of various bus priority levels. 
Combinational logic on the modules selects combinations of inputs from the Instruction Register Decode (IRD) 
and Timing and States modules; these inputs represent specific machine states. For each selected machine state, 
the logic determines the control signals to generate. 
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CHAPTER 2 

THE rNSTRUCTION SET 



The KAll Processor is defined by its instruction set. The sequences of processor operations are selected by 
decoding instructions. A knowledge of the instruction set is basic to understanding what the processor is 
attempting to do during the execution of a program. This chapter describes the KAl 1 instruction set from an 
internal point of view; for further information on the instructions, see description in the PDP-11 Handbook, 
Appendix B, the Unibus Interface Manual (DEC-1 1-HIAA-D), and the Paper Tape Software Manual 
(DEC-11-GGPA-D). 

2.1 PURPOSE 

This chapter treats the instruction set as a description of the processor on a level between that of the block 
diagrams and the more detailed level of the flow charts. For this purpose, each instruction is defined in terms of 
the data manipulations and transfers which are performed to execute that instruction. These definitions illustrate 
the use of the processor data logic and the operations that the processor can perform. 

2.2 SCOPE 

This chapter describes the instruction set in a notation called the Instruction Set Processor (ISP) language. This 
notation is a concise method of describing the operations of any digital computer on a register or data transfer 
level. The ISP notation is described briefly, then the processor state information that affects the execution of the 
instructions is described in ISP notation. The addressing modes used by the instructions to access operands in 
Unibus locations or in processor general registers are listed; all the instructions are given with the ISP 
descriptions. 

The ISP language description of the instruction set omits the processor response to: 

a. Illegal or reserved instructions 

b. Reference to nonexistent bus locations 

c. Internal traps such as stack overflow or power failure 

d. Console operations. 

2.3 ISP NOTATION 

The Instruction Set Processor (ISP) notation is a more concise and more carefully defined form of the common 
method of describing instructions. For each instruction, the operations that take place are illustrated by a string 
of symbols. 

The string of symbols is called an instruction expression. Each expression has two parts: the conditions and the 
action. The expression defines a set of conditions, often a code in the Instruction Register (IR), and the actions 
that take place if those conditions exist. The conditions are followed by a right arrow, which is followed by the 
actions. 



The action sequence, which is usually interpreted as one or more actions taking place simultaneously, consists of 
one or more pairs of destination expressions and data expressions. A destination expression specifies the location 
that will be set equal to the value of the data expression. 

A data expression consists of location expressions combined by operators. The operators include all the standard 
arithmetic and logical operators (+, -, *, /, >, <, >, <, =, i^. A, V, and ®) and a variety of other operators such as 
modulo (ignore carry). Concatenation (consider the combined registers as one, with length equal to the sum of 
the lengths) is indicated by a □. Each location expression defines the address of a register (or Unibus location) 
the contents of which will be operated on in the manner required by the operators. 

The ISP language has several additional features relating to the assignment of names for locations. Each name can 
have several forms (aUases), such as a full spelling and an abbreviation. These forms are presented in sequence, 
separated by slashes (/). 

A name can be followed by one or more array declarations. Each declaration is a pair of numbers, separated by a 
colon, within square brackets, and represents a sequence of numbers from the first to the last, inclusive, to be 
used as addresses with the name. Multiple array declarations signify a multi-dimensioned array. 

Following the array declarations, if any, may be a length declaration. This has the same form as an array 
declaration with angle brackets substituted for the square brackets. The length declaration signifies that the 
name represents bits or characters number d from the first to the last number, inclusive. The examples clarify 
the use of array and length declarations. 

Examples 

A register declaration defines a name and the data format that it represents by giving the array declarations 
and length declarations with the name. 

The declaration: 

R/Registers[0:7] (15:0) 

defines a data structure called Registers (abbreviated R) which consists of 8 words numbered from to 7, 
where each word includes 16 bits numbered from 15 to 0, going from most significant (leftmost) bit to 
least significant (rightmost). 

Similarly, an instruction declaration of the form: 

ADD( :=bop+00 1 0)^(CC,D^D+S) 

defines an ADD instrucdon, where the sum (+) of the Source (S) and Destination (D) operands replaces the 
contents of the Destination operand, and sets the condition codes (CC). The comma signifies that the 
leftmost portion of the memory expression (CC,D) is treated in a manner defined elsewhere. The 
equivalence symbol (:=) signifies that the information following it defines the name (ADD) preceding it. 
The parenthetical statements are added for clarity. 

Table 2- 1 summarizes the information presented in the preceding paragraphs. 
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Table 2-1 
ISP Summary 



a/b 


alias 


- the names may be used interchangeably; a means the same as b. 


a b 


conditional 


- the action sequence b is performed if the condition expression a is 
true. 


a:=b 


equivalence 


- wherever a appears, the value of b may be substituted for it. 


a b 


replacement 


- the value of the data expression b replaces the contents of the 
memory expression a. 


a:b 


length declaration 


- the expression describes a series of bits or characters, numbered 
from a to b inclusive, a is the most significant, b the least 
significant. 


a:b 


array declaration 


- the expression describes a series of words, each of a length 
determined by a following length declaration, numbered from a to 
b inclusive. 


"next" 


sequential execution 


- the action sequence following a "next" is performed after, not 
simultaneous with, the sequence preceding the "next". 


+ /add operators 


used in data expressions to define operations performed on the 


- /subtract 




data which are the contents of the locations represented by the 


* /multiply 




name symbols. 


/ /divide 






A /and 






V/or 






® /exclusive 


or 




»— /not 






= /equal 






^ /not equa 


I 




> /greater than 




< /less than 






> /greater than or equal 




< /less than 


or equal 




a /concatenation 





2.4 PDP-11 DATA STRUCTURE 

The data structure used by the processor is defined as the structure of the processor state (those storage 
locations within the processor that define the current state) and the current instruction, and the structure of the 
Unibus locations used as processor memory. The structure of the processor state and of the memory is described 
by the ISP notation in Table 2-2. Table 2-3 illustrates the instruction format. 

Table 2-2 
Memory and Processor State Structure 



Primary Memory State 




M/Mb/Memory[0:2i*-l]<7:0> 


Byte memory 


Mw[0.2''-l]<15:0>:=M[0:2i^-l]<7:0> 


Word memory mapping 


Processor State (9 words) 




R/Registers[0:7]<15:0> 


Word general registers 


SP(15:0>: = R[6]<15:0> 


Stack pointer 


PC<15:0>: = R[7](15:0> 


Program counter 


PS<15:0> 


Processor state register 


Priority/P<2:0>:=PS<7.5) 


Under program control; priority 




level of the process currently 




being interpreted a higher level 




process may interrupt or trap 




this process 
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Table 2-2 (Cent) 
Memory and Processor State Structure 



CC/Conditioni_iCodes<3:0>: = PS<3:0> 


Under program control; when 
set, each instruction executed 




will trap; used for interpretive 




and breakpoint debugging 


Carry/C: = CC<0> 


A result condition code indica- 
ting an arithmetic carry from bit 




15 of the last operation 


Negative/N: = CC<3> 


A result condition code indica- 
ting last result was negative 


Zero/Z: = CC<2> 


A result condition code in- 
dicating last result was zero 


Overflow/V: ^ CC<1> 


A result condition code in- 
dicating an arithmetic overflow 




of the last operation 


Trace/T: = ST<4) 


Denotes whether instruction 
trace trap is to occur after each 




instruction is executed 


Undefined<7:0>:=PS<15:8> 


Unused 


Run 


Denotes normal execution 


Wait 


Denotes waiting for an interrupt 



Table 2-3 
Instruction Format 



Instruction Format 




(Bit assignments used in the various instruction formats) 




i/instruction<15:0> 




bop<3:0>:=i<15:12> 


Binary operation code 


uop<15:6>:=i<15:6> 


Unary operation code 


brop<15:8>:=i<15:8> 


Branch operation code 


sop<15:6>:=i<15:6> 


Shift operation code 


s/source<5:0>:=i<ll:6> 


Source control byte 


sm<0:l):=s<5:4> 


Source mode control 


sd : = s<3) 


Source defer bit 


sr :=s<2:0> 


Source register 


d/destination<5:0>:=i<5:0> 


Destination control byte 


dm<0:l>: = d<5:4> 




dd : = d<3) 




dr<2:0> : = d<2:0> 




offset<7:0>: = i<7:0> 


Signed 7 bit integer 


addressi_j increment/ai 


Implicit bit derived from i to 




denote byte or word length 




operations 



2.5 ADDRESS MODES 

The data used by an instruction is often determined by a complex address calculation, depending on the address 
modes and registers used in the instruction format. The address modes and the resulting operations are described 
in ISP notation in Table 2-4. 



Table 2-4 
Address Modes 



Source/S and Destination/D Calculation 




S/Source<15:0>:=(— ,sd^( 


Direct access 


(sm = 00)^R[sr]; 


Register 


(sm = 01)A(sr7^7)^(M[R[sr]];nextR[sr] ^R[sr] +ai); 


Auto increment 


(sm = 01 ) A (sr = 7) ^ (M [PC] ; PC ^ PC +2); 


Immediate 


(sm= 10)^(R[sr] ^R[sr] - ai;next M[R[sr]]); 


Auto decrement 


(sm = 1 1) A(sr ^ 7) ^ (M[M[PC] + R[sr] ] ; PC ^PC + 2); 


Indexed 


(sm = 1 1 ) A (sr = 7) ^ (M [M [PC] + PC] ; PC ^ PC + 2)); 


Relative 


sd->( 


Indirect access 


(sm = 00)^M[R[sr]]; 


Indirect via register 


(sm = 01 ) A (sr 7^ 7) ^ (M [M [R [sr] ] ] ; next R [sr] ^ R [sr] + ai); 


Indirect via stack, 




auto decrement 


(sm = 01) A (sr = 7) -* (M [M [PC] ] ; PC ^ PC +2; 


Direct absolute 


(sm = 10) ^ (R[sr] <- R[sr] - ai; next M[R[sr] ] ); 


Indirect via stack, 




auto increment 


(sm = 1 1) A (sr 7^ 7) ^ (M[M[PC] + R[sr] ] ; PC ^PC + 2); 


Indirect, indexed 


(sm=ll)A(sr = 7)^(M[M[M[PC] +PC]] ;PC ^PC +2)) 


Indirect relative 



The operations done for the same address modes in destination operands are identical, except for the JMP and 
JSR instructions, in vi^hich the final data is replaced by the calculated address. 

2.6 INSTRUCTION EXECUTION PROCESS 

Instructions are fetched from memory by the process; 

(i^M[PC];PC^PC + 2 
The instruction is decoded and the operations that are done are illustrated in Table 2-5. 

Table 2-5 
Instruction Execution 



Instructioni i execution: = ( 




MOV(: = bop = 0001) -^ (CC,D <- Sb); 


Move word 


MOVB(: = bop = 1001) -> (CC J)b <- Sb); 


Move byte 


Binary Arithmetic: D ^DbS; 




ADD(: = bop = 01 10) ^ CC J) ^ D + s); 


Add 


SUB(: = bop = 1 1 10) ^ (CC J) ^ D - S); 


Subtract 


CMP(: = bop = 0010) ^ (CC ^ D - S); 


Word compare 


CMPB(: = bop = 1010) ^ (CC ^ Db - Sb); 


Byte compare 


Unary Arithmetic D -^ uS; 




CLR(: = uop = OSOg) ^ (CC JD <- 0); 


Clear word 


CLRB(: = uop = lOSOg) ^ (CC JDb <- 0); 


Clear byte 


COM(; = uop = 05 Ig) -> (CC,D <- — i D); 


Complement word 


COMB(: = uop = lOSlg) -> (CC4)b «- -iDb); 


Complement byte 


INC(: = uop = 0528) -> (CCJ) ^ D + 1); 


Increment word 


INCB(: = uop = 10528) ^ (CCJ^b ^ Db + 1); 


Increment byte 


DEC(: = uop = 0538 ) ^ (CC,D ^ D - 1); 


Decrement word 


DECB(: = uop = lOSSg) ^ (CC J)b ^ Db - 1); 


Decrement byte 


NEG<: = uop = 0548 ) ^ (CC,D ^ - D); 


Negate 


NEGB(: = uop = 10548) -^ (CC J)b <- - Db); 


Negate byte 


ADC(: = uop = 0558) ^ (CC JD ^ D + C); 


Add the carry 


ADCB(: = uop = 10558) ^ (CCJDb ^ Db + C); 


Add to byte the carry 


SBC(: = uop = 0568) ^ (CC J) ^ D - C); 


Subtract the carry 


SBCB(: = uop = 10568) ^ (CC JDb ^ Db - C); 


Subtract from byte the carry 



Table 2-5 (Cont) 
Instruction Execution 



TST(: = uop = 0578) ^ (CC ^ D); 
TSTB(: = uop = 10578) ^ (CC ^ Db); 



Shift operations: D -^ 
ROR(: = sop = 
RORB(: = sop 
ROL(: = sop = 
ROLB(: = sop 
ASR(: = sop = 
ASRB(: = sop 
ASL(: = sop = 
ASLB(: = sop 
ROT(: = sop = 
ROTB(: = sop 
SWAB(: = sop 



Dx2«; 

0608 ) -^ (CaD ^ CdD/2 [rotate] ); 
= 10608) ^ (CDDb ^CnDb/2 [rotate]); 
0618) ^ (CdD ^ CdD X 2[rotate] ); 
= 106l8)->(CnDb^CciDbx2[rotate]: 
0628)^(CCJ)^Dx2); 
= 10628) ^(CC,Db^Db/2); 
0638)->(CCJ)^Dx2); 
= 10638) ^ (CC J)b ^ Db x 2); 
0648)-^(CdD<-Dx2^); 
= 10648)^ (CnDb^Dx 20; 
= 3)-^(CCJD^D<7:0, 15:8>) 



Logical Operations 

BIC(: = bop = 0100) -> (CC,D ^ D ^ D A — i S); 
BICB(: = bop = 1 100) ^ (CC JDb ^ Db A — i Sb); 
BIS(: = bop = 0101) -» (CC JD ^ D V S); 
BISB(: = bop =1101)^ (CC,Db ^ Db V Sb); 
BIT(: = bop=0011)^ (CC ^D A S); 
BITB(: = bop = 101 1) -> (CC <- Db A Sb); 

Branches and Subroutine Calling: PC -«- f ; 
JMP(: = sop = 00018) ^ (PC ^ D'); 
BR(: = brop = 01 , «) ^ (PC ^ PC + offset); 
BEQ(: = brop = OSie) ^ (Z ^ (PC ^PC + offset)); 
BNE(: = brop = 02i e) ^ (— i Z ^ (PC ^ PC + offset)); 
BLT(: = brop = 05 1 5) -> (N e V ^ (PC ^ PC + offset)); 
BGE(: = brop = or j g ) ^ (N = V -> (PC ^ PC + offset)); 
BLE(: = brop = 07, e) ^ (Z V(N © V) ^ (PC <-PC + offset)); 
BGT(: = brop = O61 6 ) -> ( -^ (Z V (N © V)) ^ (PC ^ PC + offset)); 
BCS/BfflS(: = brop = 87 1 5 ) ^ (C ^ (PC ^ PC + offset)); 

BCC/BLO(: = brop = 86, g) ^ (C — 1 C ^ (PC ^ PC + offset)); 
BLOS(: = brop = 83, e) ^ (C A Z ^ (PC ^ PC + offset)); 
BHI(: = brop = 82 , g ) ^ (( — 1 C V Z) ^ (PC ^ PC + offset)); 
BVS(: = brop = 85 , ^ ) ^ (V -> (PC ^ PC + offset)); 
BVC(: = brop = 84, e ) ^ ( -1 V -> (PC ^ PC + offset)); 
BMT(: = brop = 81,6)^(N^(PC^PC + offset)); 
BPL(: = brop = 80,6)-> (— iN ^ (PC ^PC + offset)); 
JSR(:= sop = 00408) ^( 

SP ^ SP - 2; next 

M[SP] ^R[sr]; 

R[sr] ^PC; 

PC^D); 
RTS(:=i = 002003) ^( 

PC^R[dr]; 

R[dr] ^M[SP]; 

SP^SP+2); 

Miscellaneous processor state modification: 
RTI(: = i = 28) ^ (PC ^ M [SP] ; 

SP^SP+2;next 

PS<-M[SP]; 

SP^SP+2); 
HALT(: = i = 0) ^ (Run <- 0); 
WAIT(:=i=l)^(Wait<-l); 
TRAP(: = i = 3) ^ (SP ^ SP + 2; next 

M[SP] <-PS; 



Test 
Test byte 

Rotate right 
Byte rotate right 
Byte rotate left 
Byte rotate left 
Arithmetic shift right 
Byte arithmetic shift right 
Arithmetic shift left 
Byte arithmetic shift left 
Rotate 
Byte rotate 
Swap bytes 

Bit clear 

Byte bit clear 

Bit set 

Byte bit set 

Bit test under mask 

Byte bit test under mask 

Jump unconditional 

Branch unconditional 

Equal to zero 

Not equal to zero 

Less than (zero) 

Greater than or equal (zero) 

Less than or equal (zero) 

Less greater than (zero) 

Carry set; higher or same 

(unsigned) 

Carry clear; lower (unsigned) 

Lower or same (unsigned) 

Higher than (unsigned) 

Overflow 

No overflow 

Minus 

Plus 

Jump to subroutine by putting 

R[sr] , PC on stack and loading 

R[sr] with PC, and going to 

subroutine at D 

Return from subroutine 



Return from interrupt 



Trap to M [343] store status and 
PC 
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Table 2-5 (Cont) 
Instruction Execution 



SP^SP+2;next 




M[SP] ^PC; 




PC^M[348]; 


Enter new process 


PS^M[12]); 




EMT(: = brop-82,6)-^( 


Emulator trap 


SP ^ SP + 2; next 




M[SP] <-PS; 




SP ^ SP + 2; next 




M[SP] ^PC; 




PC^M[308]; 




PS ^M [328]); 




IOT(: = i = 4) ^ (see TRAP) 


I/O trap to M [208 ] 


RESET(: = i = 5) ^ (not described) 


Reset to external devices 


OPERATE(:=i<5:15>=5)^( 


Condition code operate 


i<4>^(CC^CCVi<3:0>); 


Set codes 


— ii<4) ^(CC^CCA-ii<3:0»); 


Clear codes 


end Instruction 1 i execution 
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CHAPTER 3 
MACHINE STATE 
FLOW CHARTS 



The instruction set of the KAl 1 Processor is implemented by control logic that produces a variable sequence of 
states, depending on the instruction and on the previous state of the processor. The structure of the control logic 
is described in the block diagram discussions and detailed in the module descriptions. This section of the 
document describes the machine states in more detail and illustrates the sequences of states that the processor 
follow^s to execute various instructions. The flow charts presented in this section list the machine states, the 
control signals generated in each state, and the transfers from one machine state to the next. 

The flow of data through the processor is implicit in the operation of the control section, because the data flow 
is controlled by the signals generated in each machine state. The flow charts do not explicitly describe the data 
flow, although most data transfers are described in the comments accompanying the line of flow. To follow the 
flow of data through the processor, study the Bit-Slice Block Diagram (see Figure 1-2), and determine the effects 
of the control signals generated during each machine state. 



3. 1 PURPOSE OF THE FLOW CHARTS 

The flow charts provide information for two purposes. First, the reader who is learning the KAl 1 Processor for 
the first time can follow the sequence of control statements and indirectly follow the flow of data to gain an 
understanding of the instruction set and its implementation and to learn more about the interaction of the 
processor with other devices on the Unibus. 

Second, the reader who is familiar with the normal operation of the processor can use the flow charts as a guide 
for troubleshooting when working with a processor. Often a good way to determine the cause of improper 
processor operation is to check the flow charts to determine the signals that should be present during the 
affected portion of the processor sequence. Then, check the particular signals to determine which ones are not 
present. The conditions listed on the flow chart for the generation of the signal will appear on the print set as 
inputs to the combinational logic that generates the signal. These inputs can be tested and the logic traced to 
determine where the failure occurred. 



3.2 INFORMATION IN THE FLOW CHARTS 

The flow charts contain four major classes of information about the processor. The present machine state is 
indicated by the position on the flows; the signals that are generated in each machine state are named; the inputs 
that determine the signals to be generated are shown as conditions; and the selection of the next machine state as 
a function of the inputs (conditions) is shown. 

3.2. 1 Current Machine State 

The machine state represented by any point on the flow charts is determined by the time states entered by the 
line of flow in reaching that point and by the instruction being executed. For brevity and clarity, only a few of 
the components of a machine state are shown at any point on the flow; the reader must keep track of the time 
states and conditions that the flow has entered, as well as the instruction and major state represented by the 
flow. 



3.2.2 Input Information 

At various points in the flow where signals are generated, the flow charts show the conditions required to 
generate each signal. These conditions are composed of groups of input signals. The input signals include both 
parts of the machine state and input information from the data handhng section of the processor. The name 
assigned to a condition on the flow chart represents some specific combination of signals that can often be found 
as physical inputs to the combinational logic that generates the control signal or data handling control signal 
shown. 

3.2.3 Next Machine State 

The control signals generated in a machine state can be divided into two major groups: the signals that generate 
the next machine state and the signals that control the data handling. Each machine state is followed by one or 
more machine states, which are selected by the control signals generated in the machine state. These control 
signals are shown, along with the conditions (inputs) that generate each signal. 

3.2.4 Output Signals 

The remainder of the control signals are outputs to the data handling section; these signals control what 
operations are performed on the data and are shown with the inputs that select the activity to occur. 



3.3 A NOTE ON PROCESSOR DESCRIPTION 

This manual presents the information needed to acquire a practical understanding of the KAl 1 Processor 
operation. However, it is interesting to consider the processor in a more general theoretical manner to enable 
comparisons between the KAl 1 Processor and other machines. This section is presented for information only 
and is not necessary to the discussion of the KAl 1 Processor flow of operation. 

The most general description of an information processing machine considers the machine in terms of an object 
that can be in any one of a finite (for digital devices) number of states. In each state, the machine is subject to 
certain inputs that determine both the next state the machine will be in and the outputs from the machine. One 
way of representing the structure and operation of such a machine is to list each possible combination of 
machine state and inputs, with the corresponding next machine state and outputs. This listing takes the form of 
a series of quadruplets (CS,I,NS,0), where CS is the current machine state, I is the input, NS is the next machine 
state, and O is the output. 

For a digital computer, the number of quadruplets that can be listed is much too large for such a hsting to be 
practical. Therefore, the listing is replaced by a shorthand description (such as the flow charts presented here) 
from which the reader can assemble the information for each quadruplet when he needs it. Each point in the 
flow chart represents a machine state, which is specified by the information about time states, instructions, and 
processor conditions which lead to the selected point. The possible inputs to this machine state are represented 
by the conditions listed at that point; some, or all, of the possible inputs may be present. 
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Each combination of a machine state and possible inputs leads to a next machine state. The possible next states 
for a given state are represented by the branching flow leading from the point on the flow chart that represents 
the present state; often the conditions that select a particular next state are given at the branch point. 

The outputs possible in a given machine state are also a function of the inputs; thus, various outputs are 
presented at the appropriate point on the flow chart with the input conditions that generate them. 

To compile the information corresponding to a given quadruplet, the reader must examine the flow charts to 
determine all the state information that specifies a location on the flow and examine all the inputs or conditions 
at that location to determine the ones that are involved in the specific operation of interest. The signals shown 
with the active inputs are the corresponding outputs; these outputs determine both the next machine state and 
the actual outputs from the control section. 

Note that this discussion is concerned only with the control section of the KAl 1 Processor. Some outputs are 
control signals to the data handling section of the processor. When considering the processor as a whole, the 
inputs and outputs are the data on which the processor operates. However, because the processor operation is 
controlled by the data that pass through the processor only to a very limited extent, it is helpful to consider the 
data handling section as a separate device under the control of the processor. The operations that can be 
performed on the data have been described in the discussion of the instruction set and in the discussion of the 
data flow structure. 



3.4 FLOW CHART ORGANIZATION 

The flow charts are presented on several sheets. Each drawing presents the flow of control for one major state as 
a connected sequence. The transitions from major state to major state are shown by connector symbols that 
contain the initial of the major state the processor is about to enter. Within each major state, the flow of control 
passes through a sequence of Instruction Shift Register (ISR) states. These states are labeled directly on the line 
of flow; in addition, the system clock transitions, which cause the transition between ISR states, are represented 
by the large asterisk symbol drawn on the line. 

Within each ISR state, the processor timing is controlled by the Read/Write Shift Register (R/W) states, which 
are in turn controlled by the system clock. The relationship between signals such as Register Gate, Register 
Latch, and Write, which control the transfer of data internal to the processor, to the system clock is shown on 
the Waveforms print (drawing D-TD-KAl 1-0-WF) in the print set. 

The activities that take place in each ISR state are characterized by a comment that appears to the left of the 
line of flow at that state. To the right of the line of flow are two sets of signals that may be generated in the 
state; the signals opposite the ISR state indicator control the flow of machine states, while the signals below the 
state indicator control the flow of data. Each signal is presented with the conditions necessary to generate that 
signal in a box to the right of the signal. In addition, the signal name begins with a drawing reference number, 
which designates the particular module schematic to study for more information about the generation of each 
signal. The module reference numbers are explained in more detail in the module descriptions. 



3.5 PROCESSOR TIMING 

The processor timing consists of five major processor states (or cycles) during which specific processor 
operations are carried out (such as fetching an instruction from memory). In addition, each major state is divided 
into a number of ISR states during which individual steps of the operation are performed. The ISR states may 
also consist of a number of BSR states which are entered when the processor needs to obtain information from 
the bus. 

The major states are so called because each major state controls the performance of a series of functions that 
result in one overall action; for instance, the Fetch major state controls the transfer of an instruction word from 
memory to the Instruction Register and the decoding of that word to determine the next activity. This action 
requires operations in two ISR states, one of which is divided into several BSR states. 
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The major states are shown in Figure 1-1 and their functions are listed in Table 3-1. 

Table 3-1 
KAll Major States 



State 


Abbreviation 


Function 


Fetch 

Source 

Destination 

Execute 

Service 


F 

So 

D 

E 
Se 


The instruction word is transferred from memory to the Instruction 
Register and decoded to determine the next state to enter. 

This state is used by two address instructions only to perform the same 
function for a first operand that Destination performs for a second. 

The address of an operand is calculated and the operand is transferred 
from a storage location to the processor. 

Manipulates the operands and transfers the results to the storage location 
the address of which was calculated in Destination. 

All trap and interrupt service routines, as well as certain processor 
housekeeping functions, are performed in this state. 



Each major state is divided into several time states by the operations of the Instruction Shift Register. Typically, 
each ISR state results in the execution of a data transfer; the individual steps in the transfer are controlled by the 
detailed timing of the processor. In external transfers over the Unibus, the ISR state is divided into several states 
of the Bus Shift Register (BSR). The BSR is similar in implementation to the ISR and controls the execution of 
detailed address calculations and Unibus control during a data transfer. The detailed timing within BSR states is 
controlled by the Read/Write Shift Register (R/W), in a similar manner as the detailed timing within ISR states. 

The following sections discuss the prints, which contain the flow charts for the various major states of the KAl 1. 
Each section covers one major state, and refers to the prints that illustrate that state. 

First, a basic flow chart of the flow of control among the major states is discussed; then, the execution of the 
external data transfers is discussed by reference to the Bus Operation Flow Charts. The major states are 
described in the order given in Table 3- 1 . 

3.6 MAJOR STATE FLOW 

The major state flow is shown in Figure 3-1, which is an enlarged version of the major state flow portion of 
Figure 1-1. 

3.6.1 Fetch 

At the beginning of the processing of each instruction, the processor enters the Fetch major state, performs a 
DATI bus operation to transfer the new instruction from memory to the Instruction Register (IR), and then 
decodes the contents of the Instruction Register. Depending on the operations required by the current 
instruction, the processor may perform modifications on the processor state or processor data during the current 
major state, or the processor may transfer to any other major state (including entering Fetch again, to get the 
next instruction). 



For the purposes of this discussion, the instructions can be divided into two categories: data manipulation 
instructions, which can access information stored outside the processor, and processor control instructions, 
which generally work on the processor state and information stored in the processor. There is a good deal of 
overiap between the two categories (such as jump and branch instructions). For data manipulation instructions, 
the processor usually enters Source or Destination major state from Fetch, then enters Execute and finally enters 
either Service or Fetch (for the next instruction). Many processor control instructions are completed in Fetch, 
while others are finished in Execute and do not require entry into Source or Destination. In general, instructions 
are completed before the processor enters the Service major state, which is primarily involved in trap and 
interrupt service. 
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Figure 3-1 KAl 1 Major State Flow 



3.6.2 Source and Destination 

Source and Destination are the operand acquisition major states; any necessary address calculation is done in 
these states. Because the KAl 1 Processor uses a variable state sequence that enters only the machine states 
necessary to process the current instruction, the processor skips an operand acquisition state if the corresponding 
address mode is zero (i.e., if the operand is in a processor register and no Unibus transfers are needed). 
Two-address instructions can therefore use any sequence of operand acquisition major states; both Source and 
Destination, Source only. Destination only, or neither state. The last sequence occurs when both operands are in 
processor registers that can be accessed directly in the Execute major state. 

Certain processor control instructions use the Destination major state to calculate addresses and, thereby, replace 
the contents of the Program Counter. These instructions include the JMP and JSR instructions. The Destination 
major state is aborted before the contents of the specified address are transferred. The address contains the next 
instruction, which will be transferred in the next Fetch major state. 

3.6.3 Execute 

The Execute major state controls all manipulation done on data (with the exception of address calculations) and 
controls all transfers of data from the processor to Unibus locations (except during trap and interrupt service). 
Because of the varying sequences of major states which can be used to access operands, Execute can be entered 
from Fetch, Source, or Destination. 



3.6.4 Service 

The final major state of the KAl 1 Processor is called Service. Only a few instructions (e.g., the trap instructions, 
wait, and halt and reset) require entry into the Service state. For all other instructions, Service may be entered if 
bus requests, interrupts, or console switch operations, are present. Some demands are internal to the processor; 
these include traps for illegal or reserved instructions and for conditions such as low power supply voltage. 



3.7 UNIBUS OPERATIONS 

The Unibus executes data transfers in four types of bus operations. These operations are conducted by a Master 
device that controls transfers with a Slave device. The processor is always a Master device in data transfers; it can 
act as a Slave device only during Interrupt bus operations. The direction of a bus data transfer is described in 
terms of the Master device; a data in (DATI) or data in, pause (DATIP) transfers data from the Slave into the 
Master, while a data out (DATO) or data out, byte (DATOB) transfers data out of the Master to the Slave. A 
more detailed discussion of the theory of operation of the Unibus is in the Unihus Interface Manual 
DEC-11-HIAA-D. 

3.7. 1 Processor Control of Data Transfers 

Whenever the processor executes a Unibus data transfer, the processor enters a sequence of machine states in 
which the Bus Shift Register (BSR) controls a series of operations. At all other times, the BSR is in a state 
decoded as BSR state 0. The specific sequence of BSR states depends on which of the four types of transfers is 
being done; normally the BSR state 1 is the initial non-zero state, but the modified DATO cycle, which is used 
following a DATIP transfer, begins in BSR state 12. 

The following discussion refers to the flow diagrams of the KAll Bus Flow (drawing FD-KAll-0-KBF, 2 
sheets). The flow chart illustrates the timing and all the significant signals involved in Unibus transfers and 
processor control; therefore, only a general discussion of the purpose of each operation is given. 

Each data transfer can be divided into three or four major parts. First, the address with which the transfer is to 
be conducted is calculated and stored in the Bus Address Register (BAR). Second, the data are fetched into the 
data paths. Optionally, some manipulation of the data may occur at this time. Finally, the data is transferred 
from the processor data paths to the destination of the transfer. For DATI and DATIP transfers, the destination 
of the transfer is one of the latches on the data paths; thus, no further operations are required. For DATO and 
DATOB transfers, the data is transferred into the data paths from one of the processor general registers, and the 
destination is the bus address specified by the calculated address. 

Address calculation is done in BSR states 1, 3, and 7. Modified DATO and DATOB transfers (DATO#) bypass 
these states, because the address used in the preceding transfer (a DATIP) is still in the BAR and is reused. This 
address calculation should not be confused with the total calculation of operand addresses, which requires the 
use of the Source and Destination major states and sequences of this simpler operation. 

Non-processor requests (NPRs) can occur at the end of any bus cycle. During each bus cycle, the arbitration 
logic first checks for an NPR request (since these requests always take precedence over processor use of the bus). 
If an NPR is present, the logic issues an NPG signal and receives a selection acknowledge (SACK) signal in return 
from the requesting device. This procedure occurs simultaneously with the current data transfer. 

3.7.2 BSRl 

During BSRl, the instruction, major state, and ISR state are decoded by the Register Control module to select a 
processor register that contains the address base of the Unibus location with which the transfer is being done. In 
some cases, the contents of the register are decremented before the BAR is loaded. Decrementing is done by 
loading a constant (-2 for word transfers and for all references to the SP or PC; -1 for byte transfers) into Latch 
A at the same time that the contents of the register are loaded into Latch B. 

The contents of the selected register are gated into Latch B except during a Deposit console function or during 
certain operations of the operand access major states. For the last transfer to access an indirectly addressed 
operand, the address is already in Latch B from the previous transfer, and no register is gated. This occurs in 
ISR3 for address modes 3 and 5, and in ISR7 for address mode 7. In ISR3 with address modes 6 and 7, the 
contents of the selected register are added to the contents of Latch B, which contains an index or offset word 
accessed by the previous transfer. The contents of the register are therefore gated into Latch A. 

3.7.3. BSR3 

At the beginning of BSR3, the output of the adder paths is clocked into the BAR. The processor register 
addressed in BSRl continues to be accessed, and positive constants (1 for a byte address or 2 for a word address) 
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can be added by forcing Latch A and Carry 00 to the adder to the appropriate value. The sum will appear at the 
outputs of the data paths and may be written back into the addressed register during BSR7. If no constant is 
added, the sum is simply the address clocked into the BAR; this may include a negative constant. The only time 
that a value other than +2, +1, 0, -1, or -2 can be added to the contents of a register is during ISR3 of Source or 
Destination with address mode 6 or 7; the contents of the register remain unchanged during such an indexing 
operation, as no write is done during BSR7. 

Also during BSR3, the processor senses the state of the Bus SSYN signal. If SSYN is asserted, the slave device 
from the previous bus transfer is still active, and the bus is not available. Therefore, the processor stops until 
SSYN is cleared and the processor can enter BSR7. If the bus operation that the processor is doing is a DATI or 
DATIP, MSYN is asserted at the beginning of BSR7; the BAR is gated to the bus A lines throughout BSR3 and 7 
for any type of bus operation (provided the processor has bus control). 

From BSR3, the processor shifts to BSR7, unless an odd address error has been detected. An odd address for 
anything other than a byte operand causes the processor to enter BSRO instead of BSR7 and simultaneously 
enter Service major state to execute a trap service sequence. 

3.7.4 BSR7 

The address calculation and setting of the BAR is the same for all types of bus data transfers and is completed in 
BSR 1 and 3. In BSR7, the operations performed depend on the type of transfer. For an input transfer (a DATI 
or a DATIP), MSYN is asserted; the register contents are written into the register; and the processor stops to 
await either a SSYN signal or a timeout restart. For an output transfer (a DATO), the register contents are 
written and the processor enters BSRO. The actual transmission of data on the bus is delayed to allow the 
processor to get the data from a processor register and put it in the data paths. 

After the processor has transmitted an address and MSYN for an input transfer, the processor stops until it 
receives an SSYN signal. If no signal is received for 10 /xs, the processor restarts, enters Service major state, and 
does a trap service sequence for a Timeout Error. Otherwise, the processor receives SSYN, waits 100 ns for the 
data lines to settle, and gates the data in Latch B (except for operands in certain instructions that complement 
the data; these are received in Latch A). 

The processor release function, which allows other devices access to the Unibus, occurs at the end of the bus 
transfer in an input operation as well and, in addition, can occur after the byte swapping operation which 
follows the input of an odd byte of data. 

3.7.5 BSR 15 and 14 

The processor determines whether to use the entire word of data or only one byte; if only the low byte is 
required, the data is handled as a complete word, and the processor must keep track of signs, overflows, and byte 
sums until the data is transferred out of the processor. A byte with an odd address is referred to as a high byte 
and requires special handling to permit the proper operation of the data paths. The byte must be shifted to the 
even, or low, byte half of the data paths for proper operation. This shift is done by passing the data from the 
high byte through the byte swapping gates on the outputs of the data paths, writing the modified word into the 
Temp register, and then reading the word back into the appropriate latch. 

NOTE 
The- following discussion refers only to DATI and DATIP 
operation since output data is not handled under the bus 
cycle. 

The swapping and writing are done in BSR15, the reloading of the latch in BSR14. Following these operations 
the processor enters BSRO, simultaneously shifting to the next ISR state as required by the present machine 
state. The processor release function, which allows other devices access to the Unibus, occurs at the end of the 
bus transfer in an input operation as well and, in addition, can occur after the byte swapping operation that 
follows the input of an odd byte of data. When no byte swapping is done, the processor enters BSRO directly 
from BSR7 for input transfers. 
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3.7.6 BSRO for Output Transfers 

For output transfers, the processor enters BSRO from BSR7. Note that the only time that the processor does 
byte output transfers is for byte operands. Because the DATOB done during execute follows a DATIP, the 
DATOB is modified and the BSR enters BSR 12 directly without entering BSR7. Any justification of odd-byte 
data is done by the rotate/shift gating data paths. In BSRO the contents of the appropriate processor register are 
loaded into Latch B, and Latch A is cleared. The processor then enters BSR 12. This use of BSRO for an output 
transfer does not compromise the use of BSRO as a rest state in other situations. 

3.7.7 BSR12 

When an output transfer follows a DATIP bus operation, the address with which the transfer is done remains the 
same (in the BAR), and the data are supplied directly from the data paths, rather than from a register. Therefore, 
a modified form of the DATO and DATOB operations is possible (this modified form is called DATO#), and the 
variable state sequence used by the processor accomplishes this DATO# output transfer by entering BSR 12 
directly. This occurs only in Execute major state, following the DATIP that terminates the Destination major 
state. The value placed in the BAR during the DATIP is used again, and the data transmitted are the outputs of 
the data paths, which are the result of whatever manipulations of data have occurred. Justification of output 
odd-byte data occurs in the rotate/shift gating of the data paths in the Execute major state. Unlike input 
justification it is not part of the bus cycle. 

For either type of output transfer, the address is in the BAR, and the data are in the data paths at the beginning 
of BSR 12. The processor first determines the state of the SSYN bus line, delaying any operations if SSYN is 
asserted, to allow previous bus operations to be completed. Then the processor gates address, data, and control 
lines to the bus and shifts to BSR8. 

3.7.8 BSR8 

As the processor enters BSR8, MSYN is asserted and the processor stops. The processor clock is restarted by 
either a SSYN signal or, after 10 jus, a Timeout. If the clock is restarted by a SSYN signal, the processor clears 
the bus lines and, if no other device has control of the bus, proceeds with the next machine state. If the restart 
was caused by a timeout trap, the processor enters Service major state to execute the trap service sequence. The 
processor release function, which allows other devices access to the Unibus, occurs at the end of the bus transfer 
in an input operation as well, and in addition can occur after the byte swapping operation which follows the 
input of an odd byte of data. 



3.8 FETCH MAJOR STATE 

Drawing D-FD-KAl 1-0-KIF, Sheet 1 illustrates the Fetch major state. When the processor is first turned on, or 
receives a reset instruction, it is in SERVICE*ISR2. When the start switch is pressed, Fetch and ISRO (also 
BSRl) states are entered. In Fetch and ISRO, the processor does a DATI bus transfer, using the contents of the 
Program Counter (PC) register for the address. The address is incremented by two before being re-written into 
the PC, and the data received from the Unibus are clocked into the Instruction Register (IR) as well as into 
Latch B. 

The processor then shifts to ISRl to decode the contents of the IR. The specific instruction decoded determines 
the next major state and the next ISR state and, in addition, may cause the setting of certain flags and condition 
code bits. The latter are set if the instruction that is decoded is a condition codes operate instruction. Halt and 
reset instructions set the halt flag, while trap instructions set a trap flag. If the trace bit in the processor status 
word (PS) is set, the trace flag is set. 

Branch instructions which have conditions unmet do not enter other states besides Fetch, nor do condition code 
operate instructions. The condition code operate instruction changes the condition code of direct set or clear 
functions. This change in the status word does not require entry into Service and ISR 2. All other instructions 
enter at least one major state besides Fetch. For HALT, WAIT, RESET, EMT and TRAP instructions, the only 
other state entered is Service; the rest of the legal instructions require operations upon data from the Unibus or 
from the IR, and enter either Execute or an operand access major state. 



Note that TRAP instructions include all illegal instructions and reserved instruction codes; the trap vectors for 
these classes of codes are different from the trap vectors for the trap type instructions, but the basic trap service 
sequence in Service major state is the same. 



3.9 OPERAND ACCESS MAJOR STATES 

The operations that are done in the Source and Destination major states are very similar. Therefore, the two 
major states are illustrated by a common flow chart (Drawing D-FD-KAl 1-0-KIF, Sheet 1) and are discussed 
together. 

The operations that transfer an operand from a Unibus location to the central processor are entirely dependent 
on the address mode by which the operand is selected. These major states are the clearest example of the variable 
state sequence by which the processor performs only the operations required and avoids unproductive machine 
states. 



3.9. 1 . Address Modes 

For an instruction that can access data from the Unibus, an operand access major state is entered only if the 
address mode is not zero (data in a general register). As discussed in Paragraph 3.6.2, the processor skips the 
major state if the address mode is zero and gets the operand from the processor register during the Execute 
major state. Address mode zero is illegal for jump instructions. 

If an operand access major state is entered, the processor first calculates the address of the operand and then 
transfers the operand to the processor. In Source major state the processor stores the operand in the Source 
register until the beginning of the Execute major state, when it is transferred to a latch; this frees the data paths 
during the Destination major state. The address calculation that precedes the operand transfer may be as simple 
as loading the BAR from a processor register, or as complex as performing two Unibus transfers, with additional 
address calculation to load the BAR for each one. The following paragraphs discuss the specific operations that 
perform the address calculation for each non-zero address mode; in every case the address calculation is followed 
by the remaining steps of a DATI (or DATIP) bus operation, as described in Paragraph 3.7. 



3.9.1.1 Address Mode 1 — For address mode 1, a single bus operation is done. The address calculation is 
performed by the bus operation in fetching the address from the specified processor register; the data are 
obtained and stored. 

3.9.1.2 Address Mode 2 - Address mode 2 is similar to address mode 1, with the distinction that the bus 
operation increments the contents of the register. The register is incremented by one for a byte operand or by 
two for a word operand; if the register is the PC or the Stack Pointer (SP), the increment is always by two. 

3.9.1.3 Address Mode 3 — Address mode 3 performs a bus operation identical to that performed for address 
mode 2 but does not store the transferred data. Instead, the data are loaded into the BAR, and a second bus 
operation is performed to fetch the data. 

3.9.1.4 Address Mode 4 — Address mode 4 is similar to address mode 2, except that the change in the contents 
of the accessed register is a decrement rather than an increment. 



3.9.1.5 Address Mode 5 

instead of an increment. 



Address mode 5 is the same as address mode 3, except that a decrement is performed 



3.9.1.6 Address Mode 6 - Address mode 6 requires two bus operations. The first is a DATI, which uses the 
same address calculation as the DATI in Fetch major state; the PC is loaded into the BAR, incremented by two, 
and written back into the PC. The second transfer uses a unique address calculation; the contents of the specified 
register is added to the contents of the first word that was transferred, and the sum is loaded into the BAR. The 
word transferred by this DATI is the data. 



3.9.1.7 Address Mode 7 - Address mode 7 uses three bus operations. The first two are the same as the two in 
address mode 6, but the result is not stored as data; instead it is loaded into the BAR, and a third bus operation 
occurs, which transfers the desired operand to the processor. 

3.9.2 Disposition of the Operand 

The major difference between the two operand access major states is the disposition of the data. Where the 
Source major state temporarily stores the operand in a processor register, the Destination major state forces the 
last bus transfer to be a DATIP and leaves the result in a latch (unless the instruction is a JMP or JSR, for which 
a DATI is aborted and the address is stored in the PC or Temp register, respectively). 

3.9.3 Entries to and Exits from Source and Destination 

Both Source and Destination are entered in ISRl. The last ISR state in Fetch is also ISRl; therefore, if the 
processor enters an operand access major state from Fetch the Instruction Shift Register is not changed, and two 
ISRl states are performed in succession. Because both operand access states end in ISRO, the ISR must be 
shifted to a 1 state if the processor enters Destination from Source. The ISR state entered when entering 
Execute major state depends on the instruction to be executed; the exits from the Fetch, Source, and 
Destination major states select the appropriate ISR state (and BSR state) as shown on the flow charts. 

3.10 EXECUTE MAJOR STATE 

The operations that take place in the Fetch major state are generally the same for all instructions; the operations 
done in the operand access major states are controlled by the address mode, not the specific instruction. In the 
Execute major state, the sequence of events that takes place varies for almost every instruction. (See Drawing 
D-FD-KAl 1-0-KIF, Sheets 2 through 4). 

The flow charts for Execute are divided into five major sections. The first section (Sheet 2) illustrates the 
operations done for all data manipulation instructions. The remaining sections illustrate the sequences of 
operations for four types of processor control instructions; Branch, RTI, and RTS instructions, which do not 
require operands transferred from Unibus locations during an operand access state, and JSR instructions, which 
do. 

3. 1 0. 1 Data Manipulation Instructions 

Data manipulation instructions include three groups of instructions and one unique instruction. The three groups 
are: two-operand instructions; one-operand instructions; and rotate/shift instructions. In addition, the SWAB 
instruction is performed by a similar sequence of operations. 

3.10.1.1 Entries into Execute - There are two entries into Execute for data manipulation instructions. If the 
destination operand is specified with an address mode of zero, the entry is in ISRO to perform a transfer from 
the selected register to a latch. The particular latch that the data is gated into is a function of the specific 
instruction, as shown on the flow charts. If the address mode of the Destination operand is not zero, the entry 
into Execute is an entry into ISRl; the destination operand must be in the appropriate Latch as a result of the 
operations conducted in the Destination major state. 

3.10.1.2 The Extra ISR States - For most data manipulation instructions, the data modifications are complete 
when the data have been loaded into the latches through the selected gates; for example, a COM instruction 
loads the operand into Latch A through a complementing set of gates, while the BIS instruction loads both 
operands into Latch B, holding the latch set for both operations, to produce the inclusive OR of the operands. 
The only remaining operation is to store the data in the destination address. 

However, two double-operand instructions (BIT and BIC) and Rotate/Shift Byte instructions operating on an 
odd byte require extra machine states to complete the data manipulations. The BIT and BIC instructions 
perform variations of a logical AND on the operands by complementing the OR of the complements (using de 
Morgan's principal); this procedure requires a second pass through the data paths to perform the final 
complement. Therefore, the partial result must be stored in the Temp register in ISR3 and then gated into Latch 
AinISR7. 
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Normally, the Rotate/Shift instructions use the shift gating on the outputs of the data paths in ISRl 5, when the 
data from the Latches is transmitted through the shift gating to the bus gating or Register input. However, when 
a byte operand with an odd address is manipulated, the swap byte gating must be asserted in ISRl 5; thus, the 
shift gating operation is performed in the two extra states. This situation requires the same operations of writing 
the operand into a register and then reading it back into Latch A that is required for the BIT and BIC 
instructions, but the data manipulation is performed during the write portion, rather than during the read 
portion. 

3.10.1.3 Disposition of the Result - The final ISR state entered for the Execute major state of data 
manipulation instructions is ISRl 5. In ISR 15, the result of the data manipulation is transferred to the 
destination operand address. If this address is external, the processor does a modified DATO or DATOB 
operation. This DATO# operation follows the last transfer in the Destination major state, which was a DATIP 
transfer; therefore, the same address is left in the BAR, and the processor enters BSR12 at the same time it 
enters ISR 15. 

If the destination operand is internal, the processor writes the data into the selected register. For Test 
instructions, which include BIT, CMP, and TST, the only operation done is the loading of the status register 
from the selected source as shown in the flow charts. A DATIP was not the last bus operation and no DATO or 
DATOB is necessary; the Destination data is unchanged. 

The Processor Status word (STATUS) includes the condition codes, which are normally clocked after the 
outputs of the data paths are settled. If the destination operand address is the address of STATUS, the processor 
must enter an additional ISR state in SERVICE to allow the new STATUS to be compared against any previous 
commitment to servicing a BUS REQUEST. This time state is provided by entering ISR2 of the Service major 
state. 

3.10.2 JSR Instructions 

When the processor enters Execute for the JSR instruciton, the address of the destination operand is in the 
Temp register, and the processor is in ISRO and BSRl. A bus operation is done, which is a DATO using the 
decremented Stack Pointer (SP) register for the address, to store the contents of a register (which is selected by 
bits 8 through 6 of the IR) in a bus location that acts as a location on the push down stack. If the transfer is 
successful and the stack pointer does not decrement to a value of less than 400 (the lowest 400 locations of bus 
addresses are reserved for interrupt and trap vectors and are protected from the hardware stack by an overflow 
trap), the processor enters ISRl to load the contents of the PC into Latch B. 

The processor then sequences into ISR3 to write the contents of the data paths into the register, the previous 
contents of which were transferred to the stack. This register is selected by the same bits of the IR that select the 
register used to address source operands. 

The next two ISR states repeat the process of reading a register into Latch B and then writing the contents into a 
register, the previous contents of which have been saved. The contents of the Temp register, which represent the 
address calculated in an aborted Destination major state, are transferred to the PC. This step completes the 
processing for a JSR instruction, and the processor exits from the Execute major state into either Fetch or 
Service; the state entered depends on external requirements for control of the Unibus and on the state of the 
flags in the processor. 

3.10.3 Branch Instructions 

When a branch instruction is unconditional or has conditions that are met by the present state of the processor, 
the sequence of operations transfers directly from Fetch to Execute. The processor reenters ISRl, with the 
instruction word in Latch B. The offset portion of this word is written into the Temp register with one 
modification; it is shifted one bit position left, which is equivalent to multiplying the offset value by two. 

The ISR then shifts to ISR3 state, and the contents of the Temp register are read into Latch B. The offset is a 
two's complement number, but it is only nine bits long, so the sign bit must be extended to the rest of the high 
byte by the sign extension logic. 
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A second read operation occurs in ISR7 to transfer the contents of the PC to Latch A. The sum of the numbers 
in the two latches is written back into the PC in ISR 15. This sum is the offset address at which the next 
instruction to be executed is stored. 

The exit from Execute for a branch instruction is dependent only on the state of the processor flags and on 
requests for control of the Unibus. 

3.10.4 RTS Instruction 

The Return from Subroutine (RTS) instruction is the reverse of the JSR instruction. The order and direction of 
the transfers of data are reversed. The processor enters Execute and ISR 15 directly from the Fetch major state 
and transfers the contents of a register specified by bits 2 through of the IR (the same bits that specify the 
selected register for a Destination operand) to Latch B. 

The processor then shifts to ISR 14 and writes the output of the data paths into the PC, which reverses the 
storing of the PC during the execution of the JSR. The processor continues by entering ISRl 2. 

In ISR 12, the processor does a DATI bus operation, using the contents of the SP register for an address. The SP 
is incremented by 2. When the outputs of the data paths are written into the selected register, this reverses the 
stacking of the contents of the selected register in the JSR instruction. 

3.10.5 RTI Instruction 

The Return from Interrupt (RTI) instruction has the same relationship to the Interrupt and Trap service 
sequence (occurring in the Service major state) that the RTS instruction has to the BSR instruction. The 
transfers of data are made in the opposite order and in the opposite direction from those made in Service. 

The RTI instruction, like the RTS instruction, sequence directly from the Fetch major state to Execute and 
ISR 15. In ISRl 5, a DATI bus operation is done, similar to that in ISR 12 for the RTS instruction, to transfer a 
word from the hardware stack to the processor. In ISR 14, this word is written into the PC, reversing the stacking 
of the PC that occurs in ISR7 of Service. 

The processor continues into ISR 12, where a second unstacking bus transfer occurs. The data are written into 
the processor Status word (STATUS) in ISR8 and in ISR2 of Service, reversing the stacking operation that 
occurs in ISR3 of Service. 



3.11 SERVICE MAJOR STATE 

Service major state is not a part of most instrucrions; with the exception of trap, halt, wait, and reset 
instrucrions. Service is entered only if external BUS REQUESTS for Unibus control or internal processor flags 
require the asynchronous processes that take place in Service. 

The Service major state consists of two parts: the processes that occur in ISR2 and ISRO and the trap and 
interrupt service sequence performed in seven ISR states beginning with ISRl. 

3.11.1 Condition Code Clocking in ISR2 

When the Service major state is entered from Execute with data to be loaded into the Processor Status word 
(STATUS) (This occurs after the execution of an RTI instruction or after any data manipulation instruction that 
addresses STATUS as a destination operand.), the processor enters ISR2 to reclock the priority determination 
circuits for BUS REQUESTS. This is necessary because the processor priority has been altered. 

ISR2 is separate from the rest of the Service major state, because the processor can proceed either to Service and 
ISRO or to Fetch and ISRO. The major state entered is determined by the presence or absence of requirements 
for the granting of BUS requests. 

3.11.2 Priorities for Service in ISRO 

When ISRO is entered, the processor determines what requirements for bus mastership are present and performs 
the operations necessary for the highest priority requirement. The priority is determined by the order in which 



the need for processor action is determined : traps (such as trap instruction, illegal instructions, power fail traps, 
or the halt flag) are serviced first; if there are no traps to be serviced, requests for Unibus control are serviced; if 
there are neither traps nor requests, the wait state can be entered. 

Because the trap service sequence enters other ISR states and the request and wait service sequences normally do 
not, the sequences are discussed in the reverse order from their priority. 

3.11.3 Wait Service 

When a WAIT instruction is decoded in the Fetch major state, the processor enters the Service major state. The 
processor continues to recycle through Service and ISRO until a higher priority requirement for service takes 
precedence. Typically, a program will execute the WAIT instruction after setting up conditions where a device 
will cause a BUS REQUEST; when the BUS REQUEST from the device is received, the processor will release 
control of the bus because the request service sequence has higher priority than the wait service sequence. If the 
BUS REQUEST results in an INTR sequence, the processor leaves the wait loop. 



3. 1 1 .4 Request Service 

At the end of every processor-controlled bus transfer and several times during each major state, the processor 
clocks requests for bus mastership into a set of flip-flops (one for each bus request level). The priority arbitration 
logic in the processor determines whether any request has a higher priority than the processor; if such a request 
exists, an NPR is immediately granted or at the end of an instruction the processor enters the Service major state 
and responds to a BUS REQUEST. 

When the processor services a request, the processor clock stops, the processor clears the BBSY bus line, and the 
highest priority requesting device is granted control of the Unibus. The console has a higher priority than any 
other device. When the SACK and BBSY bus lines are both cleared, the processor clock is restarted. 

3. 1 1 .5 Interrupt Recognition 

If the device which gained control of the Unibus under a BUS REQUEST performs an INT (interrupt) bus 
operation, the processor responds as a Slave device by clocking the contents of the bus D lines into Latch B and 
setting the Interrupt flag (INTRF). When the processor restarts after the peripheral releases control, the 
processor enters the trap and interrupt service sequence. If the device that had control of the bus did not do an 
interrupt operation and the last instruction was a WAIT instruction, the processor continues to cycle through 
Service in a wait service sequence. If neither a wait service sequence nor an interrupt service sequence is required, 
the processor enters the Fetch major state. 

3. 1 1.6 Trap and Interrupt Service 

Either an internal trap (such as a trap instruction or a stack overflow) or an interrupt from a bus device can cause 
the processor to enter the trap and interrupt service sequence. For an interrupt, the vector address is loaded into 
Latch B by the INTR bus operation; for a trap, the vector address is loaded into Latch B during ISRO from the 
Special Trap Markers (STPM) input. The vector address is used to locate two words, which are loaded into 
processor registers to begin a program for servicing the cause of the service requirement. Refer to logic 
descriptions and prints K3-2 (Priority) and K15-2 (Power Fail) for a discussion of power fail servicing. 

3.11.6.1 ISRl - The processor shifts to ISRl, and the contents of the data paths are written into the Temp 
register to be stored until ISR 15. The processor then shifts to ISR3 unless the power up flag (PUPF) is set; for a 
power-up trap, the contents of the registers (particularly the stack pointer) are unknown, so the stacking 
operations must be avoided by transferring directly to ISRl 5. 

3.1 1.6.2 ISR3 - In ISR3 the processor does the first of two stacking operations. The contents of the Processor 
Status word (STATUS) are transferred to a Unibus location, the address of which is the contents of the Stack 
Pointer (SP) decremented by two. This transfer is done by a DATO bus transfer. The contents of the SP are 
loaded into Latch B, and Latch A is loaded with a -2 during BSRl ; the Bus Address Register (BAR) is loaded in 
BSR3; in BSR7 the decremented contents of the SP are written back into that register; in BSRO the contents of 



STATUS are loaded into Latch B; in BSRl 2 the processor transmits the data and address and stops the processor 
clock; and when the clock restarts, the processor enters BSR8 and completes the transfer. 

3.1 1.6.3 ISR7 - The processor shifts to ISR7 and repeats the stacking operation with the contents of the PC as 
data. The data are transferred to a word the address of which is two less than the address of the word storing the 
contents of the PS. 

3.11.6.4 ISR15 and ISR14 — When the processor enters ISRl 5, the contents of the Temp register are loaded 
into the BAR, and the processor does a DATI bus operation to load the contents of the word addressed by the 
BAR into Latch B. The contents of the Temp register are incremented by two after the BAR is loaded. The 
processor shifts to ISR 14, and the contents of the data paths are written into the PC, replacing the previous 
contents with the address of the first instruction of the service routine. 

3.11.6.5 ISR12 and ISR8 - The processor now does a second DATI operation in ISR12, again using the 
contents of the Temp register for an address and reloading Temp with the result of incrementing that address. 
The second word is loaded into the processor status register during ISR8, replacing the old STATUS word which 
includes the processor priority, the contents of the condition codes, and the trace bit. The contents are replaced 
with new values appropriate to the service routine. 

3.1 1.6.6 Exits from the Service Sequence — When the service sequence is done, the processor checks that no 
internal flags have been set during the performance of the sequence. The overflow flag may be set if the trap and 
interrupt service sequence has caused the stack to store words at locations with address below 4008 • If the 
overflow trap or any other flag is present, the processor reenters Service to handle the flag; otherwise, the 
processor enters Fetch to get the first instruction of the program that services the original interrupt or trap. 

3. 1 2 OPERATIONS DONE WHEN THE HALT FLAG IS SET 

The Halt Flag (HALTF) is set by one of three occurrences: a halt instruction, a reset instruction, or a bus error 
(such as an odd address error) occurring before a previous bus error is serviced. If the HALTF is set, the 
processor releases control of the Unibus to the console, thus effectively stopping untU operator intervention can 
be supplied. For a Reset instruction, the halt is accompanied by a 20 ms initialization pulse, which resets the 
processor and all devices on the Unibus to a starting condition; a restart pulse occurs afterward. The processor 
can also be halted with control transferred to the console by the assertion of a Console Bus Request (CBR) or a 
Console Non Processor Request (CNPR), which occurs when the Halt/Enable switch on the console is in the Halt 
position and the Single Instruction/ Single Cycle switch is in the Single Instruction or Single Cycle position, 
respectively; however, these transfers of control occur only if no higher priority (internal) requirements for 
service occur. 
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CHAPTER 4 

KA11 PROCESSOR LOGIC DESCRIPTION 



4.1 INTRODUCTION 

Beyond the theory of machine operation is the actual implementation and associated logic description. The logic 
description consists of those drawings and discussions that relate directly to implementation and hardware. In 
the KAl 1, these discussions and drawings are physically and conceptually integral. The location of text adjacent 
to the logic drawing eases cross-reference, while the previous presentation of operational theory allows the 
discussion to concentrate on implementation. 

A measure of information exists in the mechanics of presentation. Certain conventions in the logic drawings, 
logic usage, and discussions convey information; these are noted below. 

4.2 PRINT ORGANIZATION 

The KAl 1 prints and wire list correlate all signal names and allow the forward or reverse tracing of signals. The 
prints conform, in general, to DEC STD 056, "Distinctive Shape Logic Symbology." The following 
characteristics are important: 

a. The logic drawings comprise individual print sets ordered toward the individual modules. The TIMING 
& STATES print set, for instance, contains four sheets that document the TIMING & STATES module, 
M728. A cover sheet (Kl-1) provides: component reference and placement; supply voltage filter 
capacitors; and notes upon signal and circuit conventions. The remaining sheets (Kl-2, Kl-3, Kl-4) 
provide the logic drawings of the module. Signal names within the logic relate this logic to the' rest of 
the processor. It is this interrelationship between the several modules that allows separate print sets to 
adequately document the processor. 

Signal names contain a print prefix (Kl-2, for instance) and a polarity suffix (H or L). 

The print prefix identifies the logic print from which the signal originated. In the KAll, there are 
fifteen such multipl^page print sets with the print prefix located in each title block. In the print prefix 
the number immediately after the K identifies the print set, while the next number identifies the page 
withm the set. The print prefixes KY and KM refer to the KYI 1-A Console and KMl 1-A Maintenance 
Console, respectively. Signal names beginning with "BUS" are an exception; they represent a "wired-or" 
situation with multiple sources. 

The polarity suffix identifies the logic level at which the named condition is true. Thus for the signal 
Kl-2 DATA CLR H, DATA CLR is true when the signal level is high. Logic gates are enabled by the 
named signal condition when the input signal's polarity suffix coincides with the input state indicator. 
The gate is disabled by the named condition if a conflict occurs. For example, the logic gate below is 
enabled by the named conditions A, B and C, and disabled by the named condition D. 



b. 



KX-XA L 
KX-XB H 
KX-XC L 
KX-XD H 



A«BkC»-D 



Figure 4-1 Typical Gate Showing State Indicators 



d. 



Signal flow, as indicated by gate orientation, is from left to right or from bottom to top. The majority 
of prints flow left to right with all module output signals brought to the extreme right. This technique 
eases the search for a source signal referenced from another module set. For example: on the K6-2 print 
(DATA PATH CNTL) at drawing reference 4C, the signal Kl-2 REG LATCH H is used; the source of 
this signal is easily found on the Kl-2 print (TIMING & STATES) on the extreme right at drawing 
reference IC. If the source signal is within the same print set, it is on the same module and may not have 
a module pin. If no module pin exists, the signal source would be within the drawing and not at the 
extreme right. 

The DATA PATHS prints (K7 and K8) have signal flow from the bottom to the top. Module output 
signals end in vertical lines; input control signals have horizontal lines; input data signals begin in vertical 
lines. 

The wire list supplements the logic drawings and discussions. It lists those module pins under common 
signal name that are wired together, and allows a signal to be traced from its source to all inputs. It is 
also possible to trace from inputs to source, but this is more easily provided for in the print prefix of the 
signal name. 

Each signal name entry in the wire list notes: the signal name (RUN NAME and A/P); the module pin 
for this entry (PIN NAME); the order in which the pin is wire wrapped (BAY ORDER); the level at 
which the wrap is made (Z); and the drawing(s) upon which the module pin appears (DRAW). Since 
multiple prints exist for a given module, a single module pin might appear on several prints; such 
situations are noted by entries under DRAW with comma's separating the sheet numbers (K 1-2,3,4, for 
example). The manufacture process ensures that specific module pins are interconnected; the order or 
level of interconnection is not tested or guaranteed. 

Some differences in nomenclature exist between the prints and the wire list. Most notable are: 

1. The use of leading Os in numerical fields to order signals. The print signal Kl-2 S CLK H 
becomes KOI -2 S CLK H in the wire list. 

2. The wire hst substitutes the letters FM for a left arrow. The print signal K2-2 ISR ^ L 
becomes K02 ISR FM 00 L in the wire list. 

3. Some signal symbols have been changed. For example, the print signal K2-3 DATO# 
ENTRY H becomes K2-3 DATO = ENTRY H in the wire list. 

4.3 LOGIC USAGE 

The logic descriptions assume knowledge of logic conventions (MIL STD 806B, for instance) and usage. The 
majority of logic is combinational with simple NAND and NOR gates; sequential logic, in general, utilizes either 
a simple D-edge flip-flop or a shift register with shift or direct load capabilities. Certain medium scale integration 
(MSI) circuits are used throughout the processor and are noted in the PDP-11 Conventions Manual. 

4.4 LOGIC DISCUSSIONS 

The logic discussions are directed at the module output signals that interconnect the separate modules. A flexible 
format is utilized to present maximum usable information directly adjacent to the prints. The discussion consists 
of a general module description; specific module signal descriptions; and equations of combinational logic 
signals. 
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The general module description provides introductory information and relates the module to processor 
operation. The specific module signal descriptions are concerned with the effect or use of the signal; this section 
is expanded for a sequential logic signal to show derivation. The logic equations provide an economical 
presentation of signal content or what activates the output. The equations' location next to the logic prints is 
most necessary in maintenance situations. 

In presenting the discussions on the logic prints, certain assumptions have been made: 

a. A knowledge of logic circuits and operation is basic. 

b. The use of machine state sequences (as noted in the Flow Diagrams) to enable data and sequence 
alteration is known. Specifically, within the discussions, the uses of the various machine states on the 
TIMING & STATES module are not detailed. 

c. Certain machine procedures are known. Specifically, the clearing of machine states by the INIT signal is 
not noted in each discussion. 

d. The theory of processor operation has been gained from previous sections; these discussions are 
concerned with the implementation. 

4.5 TIMING & STATES 

This module provides: the basic processor clock and its control logic (RWO, RWl, CLK OFF and CLK RUN 
flip-flops); machine states for instruction and bus cycles (Instruction Shift Register and Bus Shift Register); and 
major machine states (STATE SR). Many of the outputs have driving or inverting logic. 

Internal processor timing is synchronous with the major processor clock being the System CLocK (Kl-2 S CLK 
H, Kl-2 S CLK 1); all machine states are based upon this timing interval. This clock is derived from the 
Read/Write shift register (E3) and the basic oscillator (El 2 and associated discrete components). Both phases of 
the basic oscillator (Kl-2 CLK H and Kl-2 CLK L) are used to clock the Read/Write flip-flops (R/WO, R/Wl) 
through their transient-free cycle (00, 01, 11, 10) with one bit change per clock. The outputs provide the noted 
S CLK signals, as well as other clocking signals. A timing diagram in the logic discussion for Print Kl-2 shows the 
relationship of these various signals. 
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Asynchronous processor operation is required for the transfer of data and bus control. This is provided for by 
the CLK RUN and CLK OFF flip-flops (E9) which control the basic oscillator and the gating of basic clocking 
signals, respectively. The basic oscillator and clocking is halted during the R/W2 state for asynchronous transfers. 
Since this state is the fourth quarter of a S CLK period, extended machine states occur upon such transfers. 
Overall machine operation appears as segments of synchronous operation with asynchronous pauses. 

The Instruction Shift Register (ISR), Bus Shift Register (BSR), and State Shift Register (FETCH, SOURCE, 
DEST, EXECUTE and SERVICE) provide the time state signals used throughout the machine to direct and alter 
machine flow. The shift and load input terminals of these shift registers have combinations of time states, 
address mode, and instructions as their input signals; and are clocked at S CLK intervals. The shift register can be 
shifted or loaded according to the enabled input control; the clock is disabled if neither the shift or load inputs 
are enabled. This latter feature allows simplification of the state control logic: an enabling signal is needed only 
when a change in machine state is necessary. Instead of defining the input control signal for all time only the 
boundary (of the state change) need be defined. The ISR utilizes this and remains constant while the BSR cycles 
through data transfers; major states are held in the STATE SR unless a change is needed. The load signals (Kl-4 
FETCH ^ 1 L, for example) provide the data input to the shift register as well as enable the load control input 
on these boundaries. 

The use of shift registers and the proper selection of consecutive machine states can provide transient free 
transitions between machine states. Within the KAll, this technique is utilized only for bus gating signals 
derived from Kl-3 BSR (15 -i- 14 + 12 + 8) H. The other machine states outputs cannot be considered transient 
free near the machine state boundaries effected by the clocking of the S CLK signal. (The use of decoded shift 
register outputs and the usual depth and complexity of the combinational logic contribute to these transients.) 
Various clocking signals against these machine states and signals derived from them eliminate the effects of these 
transients. 

The basic purpose of the processor timing and machine states is to provide a series of discrete machine states that 
control machine operation. To this end, the registers are loaded or shifted to various machine states; no 
particular importance should be attached to the name assigned to an ISR or BSR state (ISR 1 or 3 or 7, for 
instance) or the manner of entry (load or shift). Since the machine states and the clocking signals are used 
throughout the machine, driver gates and inverters are provided. 
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NOTES: 

I. PIN NOTATION THROUGHOUT IS OF?DERED UPON MODULE PLACE- 
MENT IN THE KAII PROCESSOR. MODULE REFERENCE ALONE IS 
OBTAINED BY DELETING THE NUMBER (SLOT LOCATION) AFTER 
THE FIRST LETTER, AND CONVERTING THE FIRST LETTER 
ACCORDING TO THE PIN NOMENCLATURE CHART AT RIGHT 

2. ALL SIGNALS THAT HAVE MODULE PINS ARE SO NOTED: '' 

MULTIPLE NOTATIONS OF THE SAME SIGNALS WITHIN A MOD- 
ULE HAVE THE PIN NOTED ON EACH. AN INPUT SIGNAL IS 
NOTED ONLY ONCE PER SHEET UNLESS SEPERATE PINS ARE 
USED; MULTIPLE INPUTS ARE CONNECTED. MODULE OUTPUT ^ 
SIGNALS ARE BROUGHT TO THE EXTREME RIGHT OF EACH 
SHEET 

3. PROCESSOR SIGNAL SOURCE NOTATION (KIO-2, FOR EXAMPLE) 
IDENTIFIES THE SIGNAL SOURCE (PRINT AND MODULE). THE 
FIRST NUMBER AFTER THE K INDICATES THE MODULE PRINT , 
SET, WHILE THE SECOND INDICATES THE SHEET WITHIN THE 
SET IF ON A PRINT, THE FIRST NUMBER OF THE K PREFIXES 
COINCIDE FOR A SIGNAL NAME AND THE PRINT (SEE TITLE 
BLOCK), THE SIGNAL IS GENERATED ON THE MODULE. A 
DIFFERENCE IN THE FRST NUMBER OF THE K PREFIXES IN- 
DICATES A SIGNAL GENERATED OFF THE MODULE. SIGNALS 
WITH A "BUS" PREFIX REPRESENT A "WIRED OR" SITUATION, 
AND NBJLTPLE SOURCES FOR THE SIGNAL CAN EXIST 

4. DETAILS ON COMPONENTS ARE NOTED IN THE PARTS REFERENCE, 
PLACEMENT IS NOTED IN THE COMPONENT PLACEMENT 
DIAGRAM. 

5.6ND AND+5V ARE USUALLY PIN 7 AND PIN 14, RESPECTIVELY, , 
EXCEPTIONS ARE: 
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Kl-2 DATA CLR H direct clears the MSYN flip-flop (K13-3 MSYN (1)H) and enables the direct clear of 
the processor's BBSYF (K12-3 BBSYF (1)H) for transfer of bus mastership to a requesting peripheral. 

Kl-2 P CLK RESTART L provides a test point for the 100 nanosecond pulse that direct sets the CLK RUN 
flip-flop (E9) to restart the processor's basic oscillator. 

Kl-2 CLK RUN (1)H enables the direct clear of the processor's BBSYF flip-flop (K12-3 BBSYF (1)H) for 
transfer of bus mastership. Primarily the CLK RUN flip-flop controls the processor's basic oscillator (El 2): 
enabling the oscillator when set; and disabling the oscillator when loaded to zero. 



Kl -2 CLK H 
Kl-2 CLK L 



Kl-2 R/W 1 (1) H 



Kl-2 R/W 




BASIC OSCILLATOR OUTPUT 



R/W SHIFT REGISTER 
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Kl-2 R/W 1 H 
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Kl-2 S CLK H provides the basic processor clock. It is derived from the R/W shift register and utilized 
throughout the processor. Its period of 280 nanoseconds is the period of single, synchronous, ISR or BSR 
machine states. See Kl-2 Timing Chart. 

Kl-2 S CLK L provides the inverse phase of Kl-2 S CLK H and is utilized throughout the processor. See 
Kl-2 Timing Chart. 



provide specific timing signals within each S CLK period. These signals are used throughout 
the processor and are derived, transient free, from the R/W shift register (E3). See Kl-2 
Timing Chart. 



Kl-2 R/Wl H 

Kl-2 R/W2 H 

K1-2R/W3L 

Kl-2 R/W3 H 

Kl-2 CLK OFF (1)H is used to enable machine state changes for console functions (K2-3 PARTIAL BSR <- 

1 L). 

The CLK OFF flip-flop (E9) is used to enable console timing when the processor's basic oscillator is 
disabled; it also provides a disable during the first cycle after restart. In both cases, a delay between CLK 
RUN alteration and CLK OFF alteration is desired. When CLK RUN is clocked to zero, CLK OFF is 
clocked to one only after the rest state R/W2 has existed for 50 nanoseconds - this allows completion of 
processor timing. When CLK RUN is direct set and processor clocking begins, the CLK OFF is not direct 
cleared until R/Wl time state - this allows a recycle in SERVICE * ISRO to obtain trap vectors. 

Kl-2 CLK OFF (0) H provides the entry into a DATO bus cycle for the console function, DEP (K13-2 
DATO ENTRY H); the disabling of processor timing inputs to Kl-2 REG LATCH H and Kl-2 REG GATE 
H for console operation; and a restart recycle in SERVICE * ISRO to obtain trap vectors by inhibiting K2-3 
ISR <- 1 L. Details of CLK OFF flip-flop (E9) operation are noted in signal discussion Kl-2 CLK OFF (1 )H. 

Kl-2 REG LATCH provides the LATCH flip-flops of DATA PATH CNTL with a direct set signal for 
non-Unibus data transfers. Both processor basic timing (R/W2 state) and console timing (P3 CSR state) 
contribute. Details of LATCH control are noted in the DATA PATH CNTL discussion. 

Kl-2 REG GATE provides the LATCH flip-flops of DATA PATH CNTL with a clocking signal for a 
conditional load to zero; the signal is also used to enable this module's control signals to the DATA PATHS 
inputs. Both processor basic timing (R/Wl (1) state) and console timing (P2 CSR state) contribute. Details 
of LATCH control are noted in the DATA PATH CNTL discussion. 

Kl-2 WRITE 15/8 H provides the write pulse for bits <15:8> of the processor's internal memory, 
REGISTER. Both processor basic timing (R/W3 state) and console timing (PI CSR state) contribute. 

Kl-2 WRITE 7/0 H provides the write pulse for bits (07:00) of the processor's internal memory, 
REGISTER. Both processor basic timing (R/W3 state) and console timing (PI CSR state) contribute. 

Kl-2 CARRY 00 L provides the timing signal to the carry flip-flop (K6-5 CARRY 00 (DL)), which is set or 
cleared according to enabhng inputs. Both processor basic timing (R/W3 state) and console timing (PI CSR 
state) contribute. 



Figure 4-2 Basic Processor Clock Timing Diagram 



Kl-2 CLK L 



Kl-2 CLK H 



are test points for each phase of the basic oscillator output. 



Kl-2 DATA CLR H = CLK OFF (1) * PROC CNTL * B SSYN * BSR8 + P DATA START 

Kl-2 P CLK RESTART L = -(REG ADRS) * PI CSRO * (EXAM + DEP) + D PERIF RELEASE + P TIME OUT + -(B SSYN) * CLK OFF (1) * BSR 
(3+12) + PROC RELEASE { CLK OFF (1) * PROC CNTL * B SSYN * BSR8 + P DATA START ( + P CLK RESTART 

Kl-2 CLK RUN ^ L = (DATA WAIT ^ 1) + PROC RELEASE + BSR8 + B SSYN (BSR3 + BSR 12) 

Kl-2 WRITE 15/8 H = W/ENABLE 15/8 * (PI CSR + R/W3) 

Kl-2 WRITE 7/0 H = W/ENABLE 7/0 * (PI CSR + R/W3) 

Kl-2 CARRY 00 L = PI CSR + R/W3 
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Both the Bus Shift Register (BSR) and the Instruction Shift Register (ISR) provide numerous machine states 
that are used throughout the processor. Both polarities are usually provided. Since these signals are used as 
conditions in most of the combination logic, no details of usage are presented here; this information is available 
in the flow diagrams. 

Kl-3 ST CLK PTR L provides an additional clocking signal (K2-3 CLK BR L) to the PRIORITY bus 
request buffer and associated PTR flag flip-flops. This clocking occurs prior to machine entry in SERVICE 
* ISRO and accommodates changes in the processor's STATUS word that would affect priority 
determination. 



Kl-3 ST CLK PTR L = (GATE ST ^ D) * - [ SERVICE (ISRO + ISR8)] * R/W3 
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The State Shift Register provides major state information throughout the machine. Since these register states 
exist singularly, they are represented as flip-flop outputs at their respective buffered drive outputs. No details of 
usage are presented here; this information is available in the flow diagrams. 

Kl-4 EXEC -^ 1 H provides the entry signal (load control and data to the State Shift Register) to 
EXECUTE major state. It is also utilized as an enabling condition for entry into BSR 1 state (K2-3 
PARTIAL BSR ^ 1 L). 



Kl-4 EXEC ^ 1 H = B FETCH (1) * ISRl * ( (ISR <- 15) + BRANCH + INTERNAL ADRS ( + DEST (1) j (ISR ^ 1) + (JSR * ISRO) } + -j DEST 
MODE * SOURCE (1 ) * ISRO } 

Kl-4 SOURCE ^ 1 L= B FETCH (1) * ISRl * -SOURCE MODE * BINARY 

Kl-4 PART 2 DEST ^ 1 L = B SOURCE (1) * ~(DEST MODE 0) * ISRO 

Kl-4 PART 1 DEST ^ 1 L = B FETCH * ~(DEST MODE 0) * ISRl * j (U + R/S) + JSR + JMP + (SOURCE MODE * BINARY) } 

Kl-4 FETCH ^ 1 H - (FETCH ^ SVC) * SERVICE + [(ISR <- 0,2/SERVICE) * 1 ~(ISR <- 2) * SERVICE * ISR8 * (WAIT + REQUEST) * -TRAPS * 
-CBRF } ] 

Kl-4 DEST ^ 1 H = (PART 1 DEST ^ 1) + (PART 2 DEST <- 1) 

Kl-4 LOAD STATE H = (SOURCE ^ 1 ) + (PART 2 DEST ^ 1 ) + (PART 1 DEST ^ 1 ) + (EXEC ^ 1 ) + (SERVICE ^ 1 ) + (FETCH ^ 1 ) 
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4.6 STATE CNTL 

The module provides signals to alter ISR and BSR time states during instruction and priority transfer operations. 
Depending on machine condition, time state changes occur by loading or shifting to the appropriate ISR and 
BSR time state. 

Combinational circuitry detects completion of instructions and bus data transfers to enable non-processor grants 
(K2-3 BUS PROC NPGH) and to gate processor bus grants (K2-2 GRANT BRH). Clocking for bus request and 
non-processor request flip-flops (K2-3 CLK BRL) is provided to gate new requests. The clocking is derived from 
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the processor and bus data transfers. The clocking is inhibited if bus grants are in process or if BUS SACK is 
asserted. Priority transfer flip-flops (BR PTR, NPR PTR) are clocked 220 ns after K2-3 CLK BRL if no bus 
interrupt is present, to gate grants to the Unibus. Direct clearing of BR PTR and NPR TRP occurs 100 ns after 
BUS SACK is asserted and drops the enabled bus grants. Inhibit (K2-2 PROC RELEASE L) and restart (K2-3 D 
PERIF RELEASE L) signals are provided for control of the processor's clock during priority transfers. Further 
discussion on priority transfers can be found in the PDP-11 Unibus Interface Manual. 
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NOTES: 

I. PIN NOTATION THROUGHOUT IS ORDERED UPON MODULE PLACE- 
MENT IN THE KAII PROCESSOR. MODULE REFERENCE ALONE IS 
OBTAINED BY DELETING THE NUMBER (SUDT LOCATION) AFTER 
THE FIRST LETTER, AND CONVERTING THE FIRST LETTER 
ACCORDING TO THE PIN NOMENCLATURE CHART AT RIGHT 

2. ALL SIGNALS THAT HAVE MODULE PINS ARE SO NOTED: 
MULTIPLE NOTATIONS OF THE SAME SIGNALS WITHIN A MOD- 
ULE HAVE THE PIN NOTED' ON EACH. AN INPUT SIGNAL IS 
NOTED ONLY ONCE PER SHEET UNLESS SEPERATE PINS ARE 
USED; MULTIPLE INPUTS ARE CONNECTED. MODULE OUTPUT 
SIGNALS ARE BROUGHT TO THE EXTREME RIGHT OF EACH 
Sh€ET. 

3l PROCESSOR SIGNAL SOURCE NOTATION (KIO-2, FOR EXAMPLE) 
IDENTIFIES THE SIGNAL SOURCE (PRINT AND MODULE). THE 
FIRST NUMBER AFTER THE K INDICATES THE MODULE PRINT 
SET, WHILE THE SECOND INDICATES THE SHEET WITHIN THE ' 
SET. F ON A PRINT, THE FIRST NUMBER OF THE K PREFIXES 
COINCDE FDR A SIGNAL NAME AND THE PRINT (SEE TITLE 
BLOCK), THE SIGNAL IS GENERATED ON THE MODULE. A 
DFFERENCE IN THE FIRST NUMBER OF THE K PRERXES IN- ' 
DICATES A SIGNAL GENERATED OFF THE MODULE. SIGNALS 
WITH A BUS' PREFIX REPRESENT A "WIRED OR" SITUATION. 
AND MULTPLE SOURCES FOR THE SIGNAL CAN EXIST. 

A. DETAILS ON COMPONENTS ARE NOTED IN THE PARTS REFEf?ENCE 
PLACEMENT IS NOTED IN THE COMPONENT PLACEMENT '' 

DIAGRAM. 

5.6ND AND+5V ARE USUALLY PIN 7 AND PIN 14. RESPECTIVELY 
EXCEPTIONS ARE: ^ 
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6. UNLESS OTHERWISE NOTED: RESISTANCE IS IN OHMS; 
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ANY NOTED VALUES ARE. 01 MFD. 
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K2-2 SHIFT ISR H enables the shift input of the Instruction Shift Register (ISR). 

K2-2 BUS IN DONE H detects the completion of a bus data in transfer and is used to enable K2-2 SHIFT 
ISR H in ISRO of FETCH or, if additional bus transfers are needed, to complete the address calculation in 
SOURCE or DEST; and to enable K2-2 ISR ^ L during the last bus data transfer in SOURCE address 
calculation. 

K2-2 BUS OUT DONE H detects completion of a bus data transfer out and is used: to enable K2-2 SHIFT 
ISR H in ISRO of EXECUTE; to enable K2-2 ISR <- 0,2/SERVICE L in ISR15 of executing a Unary, 
Binary, or Rotate/Shift instructions. 

K2-2 PROC RELEASE L detects a NFR request to be honored at completion of a bus cycle, or a HALTF 
or bus request (BR (7:4)) to be honored in ISRO of SERVICE. The signal is used: to direct clear the BBSYF 
and to enable Kl-2 CLK RUN ^ L to stop the processor's clock. 



K2-2 ISR <- 0,2/SERVICE H provides for the entry into ISRO or ISR2 and SERVICE which occurs at the 
end of EXECUTE, K13-2 TIME OUT (1) or KlO-3 ODD ADRS ERR L during a processor bus data 
transfer. It is used: to enable Kl-4 SERVICE ^ 1 L if traps or bus requests are to be serviced; and to enable 
Kl-4 FETCH ^ IL allowing the processor to skip the SERVICE major state if no traps or bus requests 
exist. 

K2-2 ISR ^ OL enables the ISR load input to ISRO for a machine state alteration. 

K2-2 INTERNAL ADRS enables Kl-4 EXEC ^ IH during ISRl of FETCH if a double operand (Binary) 
instruction has SOURCE MODE and DEST MODE or a single operand (Unary) or Rotate/Shift 
instruction has DEST MODE 0. 



K2-2 WAITING L = (SERVICE * ISRO) * WAIT * - CONSF (1) 

K2-2 PROC RELEASE L = SERVICE * ISRO * (HALTF (1) + (REQUEST * - TRAPS) + NPR ENTRY * (CNPRF (1) + NPRF) 

K2-2 BUS IN DONE L =PERIF RELEASE+ - PROC RELEASE * { BSR7 * - BAROO * - TIME OUT (1) + BSR14 } 

K2-2 BUS OUT DONE H = BSR8 * - TIME OUT (1 ) * - PROC RELEASE 

K2-2 SHIFT ISR H = EXEC[ISR1 * EXTRA * - (U + B + R/S) + ISRO { BUS OUT DONE + (U + B + R/S)} ] + B EXEC (1) { ISR (3+7) + RTS + ISR15 
} + BUS IN DONE { B FETCH (D* ISRO + -B EXEC (1) * ISR (12+15) * (U + B + R/S) } + ISR14 + SERVICE {iSRl *-PUPF 
(1) + ISR (3+7) * BUS OUT DONE j + BUS IN DONE * - ISRO * (SO + DE) * - (ADRS DONE) + - DEST MODE * ISRO * 
SOURCE (1) 

K2-2 ISR - 2/SERVICE = TIME OUT (1) * BSR (7+8) + BSR3 * ODD ADRS ERR + ISR8 + ISR2 + B DEST (1) * JMP * ISRO + B FETCH (1) * F 
INSTR * ISRl + B EXEC (1) * ISR15 * I (U + R + R/S) * (BUS OUT DONE + ST ADRS + TEST + DEST MODE 0) + BRANCH + 

jsr} 

K2-2 ISR ^ L = (ISR <- 0,2/SERVICE) + ADRS DONE { B SOURCE (1) * BUS IN DONE + B DEST (1) * BSR7 (JMP + JSR)| + INTERNAL ADRS 
K2-2 INTERNAL ADRS L = + B FETCH (1 ) * ISRl * DEST MODE \ BINARY * SOURCE MODE + (U + R/S) } 
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K2-3 BSR ^ 12 L provides for the entry into BSR12 machine state during bus data out transfers. 

K2-3 PARTIAL BSR -^ 1 L provides some of the entry signals into BSRl machine state for the beginning of 
a bus data transfer. 

K2-3 DATO # ENTRY H provides for the data out transfer to return an operand that the instruction has 
modified. This DATO# transfer utilizes only the latter portion of the processor data out cycle; the address 
of the data is already determined and in the Bus Address Register (BAR). 

K2-3 ISR ^ 15 L enables the ISR Load input to ISR15 and is used to enable Kl-4 EXEC ^ 1 H in ISRl of 
FETCH for a ReTum from Interrupt or ReTurn from Subroutine instruction. 

K2-3 ISR -^ 1 L enables the ISR load input to ISRl when destination address calculation is complete for a 
Unary, Binary, or Rotate/Shift instruction or vi^hen servicing an INTR F or a processor trap. 

K2-3 PERIF RELEASE L detects that the UNIBUS is clear of BBSY, SSYN, GRANT, and SACK signals. 
The signal is used to provide data to set the processor's BBSYF when the processor clock restarts; and to 
enable K2-3 D PERIF RELEASE L to restart the clock. This signal is the means by which bus control is 
transferred back to the processor. 

K2-3 D PERIF RELEASE L is enabled 600 ns after K2-3 PERIF RELEASE is asserted. The signal direct 
sets the CLK RUN flip-flop to restart the processor's clock. 

K2-3 REQUEST H detects a console bus request (K3-2 CBRF(l)L) or a qualified bus request (K3-2 BRQ L) 
and enables K2-2 PROC RELEASE L in ISRO of SERVICE if no traps are present. 

K2-3 BSR <- 15 enables the BSR load input to BSRl 5 in BSR7 if the BAR contains an odd address. The 
processor bus cycle is extended to right justify odd byte bus data. 



K2-3 CLK BR L provides the clock signal to the Bus Request flip-flops BR <7:4) NPRF, CBRF, and 
CNPRF. If no peripheral is waiting for bus mastership and no grant is being issued, the signal is enabled by: 
Kl-2 R/W 1 H during a WAIT instruction; assertion of K13-3 BMSYN H without console control; or Kl-3 
ST PTR CLK L. The clock also activates the 220 nanosecond one-shot (E43), which clocks the PTR 
flip-flops after time out. This delayed clock is inhibited during the INTR cycle. 

The delay in clocking the PTR flip-flops is necessary to allow the settling of the PRIORITY comparison 
logic. If an NPR or BR is to be serviced, the respective PTR flip-flop is activated;these flip-flops (NPR PTR 
or BR PTR) provide the flag signals for altering the processor operation. 

K2-3 GRANT BR H enables the processor bus grants (K3-2 PROC BG <7:4» to the Unibus in ISRO of 
SERVICE if no traps, interrupts or NPR's exist. 

K2-3 GRANT L inhibits K2-3 CLK BR L when bus grants are gated to the Unibus to prevent a grant 
priority level change during grant. 

K2-3 GRANT H clocks the TIME SACK flip-flop to a (1) state to begin a 10 microsecond time out for 
peripheral Selection ACKnowledgement (SACK). If no SACK occurs, the signal K13-2 NO SACK (1) L 
activates the 100 nanosecond pulser, (E44, pin 11) to clear the PTR flags; processor operation continues. 

K2-3 BSR ^ 7 L if no ODD ADRS ERR is detected during BSR3; the signal enables the BSR Load input 
and provides input data to change the BSR time state to BSR7. 

K2-3 BUS PROC NPG H is the non-processor grant issued to the Unibus. 



K2-3 DATO# ENTRY H = B EXEC (1) { - DEST MODE * - TEST * - ST ADRS } * (U + B + R/S) * { ISR7 + ISR ^ 15 } 

K2-3 BSR ^ 12 L = BSRO { DATO ENTRY + DATO# ENTRY | 

K2-3ISR^15L=ISR1 [B EXEC (1) *- EXTRA * (U + B + R/S) + B FETCH (1) * { RTI + RTS } +PUPF] 

K2-3 PARTIAL BSR ^ 1 L = SERVICE { ISRl + BUS OUT DONE * ISR (3+7) } + (EXEC ^ 1) * (JSR + RTI) + CLK OFF (1) * - (REG ADRS) * 
(EXAM + DEP) + BUS IN DONE * - (ADRS DONE) * - ISRO * (SO + DE) 

K2-3 ISR ^ 1 L = B DEST (1) * BUS IN DONE * ADRS DONE * (U + B + R/S) + SERVO [INTR F (1) + TRAPS * - ) RESET + CLK OFF (1) + HALT 
F(l)}] 

K2-3 PERIF RELEASE H = - BUS BUSY * - B SSYN * - GRANT * - BUS SACK 

K2-3 CLK BR L = {ST CLK + CONSF (0) * B MSYN + WAITING * - TRAPS * R/Wl } * - BUS SACK * - GRANT 
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NOTES: 

I. PIN NOTATION THROUGHOUT IS ORDERED UPON MODULE PLACE- 
MENT IN THt KAII PROCESSOR. MODULE REFERENCE ALONE IS 
OBTAINED BY DELETING THE NUMBER (SLOT LOCATION) AFTER 
THE FIRST LETTER, AND CONVERTING THE FIRST LETTER 
ACCORDING TO THE PIN NOMENCLATURE CHART AT RIGHT 

2. ALL SIGNALS THAT HAVE MCX3ULE PINS ARE SO NOTED; ^ 
MULTIPLE NOTATIONS OF THE SANE SIGNALS WITHIN A MOD- 
ULE HAVE THE PIN NOTED' ON EACH. AN INPUT SIGNAL IS 
NOTED ONLY ONCE PER SHEET UNLESS SEPERATE PINS ARE 
USED? MULTPLE INPUTS ARE CONNECTED. MODULE OUTPUT ^ 
Si(3NALS ARE BROUGHT TO THE EXTREME RIGHT OF EACH 
SHEET 

3. PROCESSOR SIGNAL SOURCE NOTATION (KIO-2, FOR EXAMPLE) 
IDENTIFIES THE SIGNAL SOURCE (PRINT AND MODULE). THE 
FIRST NUMBER AFTER THE K INDICATES THE MODULE PRINT , 
SET, WHILE THE SECOND INDICATES THE SHEET WITHIN THE 
SET F ON A PRINT, THE FIRST NUMBER OF THE K PREFIXES 
COINCIDE FOR A SIGNAL NAME AND THE PRINT (SEE TITLE 
BLOCK), THE SIGNAL IS GENERATED ON THE MODULE. A 
DIFFERENCE IN T>€ FIRST NUMBER OF THE K PREFIXES IN- ' 
DICATES A SIGNAL GENERATED OFF THE MODULE. SIGNALS 
WITH A "BUS" PREFIX REPRESENT A "WIRED OR" SITUATION, 
AND MULTIPLE SOLRCES FOR THE SIGNAL CAN EXIST 

4. DETAILS ON COMPONENTS ARE NOTED IN THE PARTS REFERENCE 
PLACEMENT IS NOTED IN THE COMPONENT PLACEMENT 
DIAGRAM. 

5.GND AND+5V ARE USUALLY PIN 7 AND PIN 14, RESPECTIVELY. 
EXCEPTIONS ARE: 
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01 1 


C4 

D 

C8 



C13 

D 

CI8 

D 

023 

D 




C3 

] D 

C7 

D 

CI2 

D 

CI7 

D 

C22 

Q 


E3 


C2 

Q[ 

C6 

Q[ 

CM 

D[ 

C16 

D[ 

021 

D[ 




CI 
05 

M 

010 
015, 

D[ 

C?0 


El 


1 1 






E4 


E2 


025 


SPARE 

O|ei0 1 

CI4 
1 EI5 1 

CI9 

|E20 1 

C24 
D |e25 1 




E8 




E6 


E9 


E7 






Ell 






EI4 


EI3 
EI8 


El 2 


c 

1 1 
026 








EI6 






EI9 


EI7 








E24 


E23 


E22 


D[ 


E2I 










r 







PIN NOMENCLATURE 


MODULE 


PROCESSOR 


A 


C 


B 


D 



IQ TYPE 


6N0 


+ 5V 
PIN 4 


DEC 7481 


PIN 10 


DEC 7482 


PIN II 


PIN 4 


8251 


PIN 8 


PIN 16 


DEC 8271 


PIN 8 


PIN 16 


DEC 380 


PIN 1 


PIN 8 


DEC 384 


PIN 1 


PIN 8 



6 UNLESS OTHERWISE NOTED-- RESISTANCE IS IN OHMS", 
CAPACITANCE IS- IN PICOFARAD S. CAPACITORS WITHOUT 
ANY NOTED VALUES ARE. 01 MFD. 



+ 5V- 



CI2A2 



DI2A2 



GND 12- 



CI2C2 
CI2TI 



"ICl |C2 [C3 |C4 |C5 |C6 IC7 |C8 |C9^|C25 

T T T T T T T T T T "° 



DI2C2 
DI2TI 



|CI0 ICII |CI2 |CI3 |CI4 |CI5 |CI6 |CI7 JCI8 JCI9 |C20 JC2I |C22 IC23 |C24 |C26 

TTTTTTTTTTTTTTT J '- 



6.8 MFD 



LIMITED RELEASE 



DEC FCRM NO 



FIRST USED ON OPTWN/MODEL 
PDP il 



UNLESS OTHERWISE SPECIFIED 
UNLESS OTHERWISE SPECIFIED 

DIMENSt(U4 IN INCHES 

TOLERANCES 

DECIMALS FRACTIONS A^G^ tS 

* 005 2: 1 64 - j'30' 

FINAL SUBftrf OUALiTr / 
REMOVE BURRS AND BKEAK SHARP 
CORNERS 



MATERIAL 



-/f- 



-^ 




BDIDDSD 



lE-QUIPMENT 
CORPORATION 



PRIORITY 



M824 



K3- 



SIZE CODE NUMBER 

DCS M824-0-I 



REV. 

c 
rx 



go 



c\J 
CO 



SO 



\ (ji4>YjL ^M-^ 



4-17 



4.7 PRIORITY, M824 

The PRIORITY module provides: priority buffering, comparison and selection; trap flags for power fail 
operation; and the bus receivers and drivers for upper byte data. (Refer also to KYI 1-A Console flow diagrams in 
the KYI 1-A Programmer's Console Manual, DEC-11-HR6A-D.) 

4.1 A Priority 

The priority portion of the module consists of a register buffer, comparison logic, and bus grant gating. The 
incoming requests for bus control are strobed (K2-3 CLK BR L) into the buffer and then compared to the 
processor status. If the comparison indicates that a requesting device has higher priority, appropriate signals alter 
machine flow and grant to the specific request. The manner of this response is dependent upon the request type. 

Console requests occur in the HALT mode and result in either a Console Non-Processor Request Flag (CNPRF 
flip-flop) for a S-CYCLE mode or a Console Bus Request Flag for a S-INST mode. Since console operations have 
highest priority comparison is inhibited and bus control is transferred directly from the processor to the console 
by setting the CONS GRANT flip-flop (Kl-3 CONS GRANT (1) H) and CONST flip-flop (K13-4 CONST (1) H). 
After the transfer of control, the K13-4 CONST (1) H clears all the request buffers except CNPRF, which it sets. 
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The release of bus control by the console results in K13-4 CONSF (0) L clearing even CNPRF. 

Requests from the bus result in a Non-Processor Request Flag (NPRF flip-flop) and Bus Requests (BR <7:4) 
flip-flops). The comparison and subsequent gating of these requests are made according to the following: 

a. console requests have priority over processor status and requests from the bus. 

b. Non-Processor Requests (NPRs) have priority over Bus Requests (BRs). 

c. With no NPRs, the highest existing BR is granted if processor status (K9-4 ST <07:05> ( 1 ) H) is lower. 

If the requesting bus device has higher priority, appropriate signals (K3-2 NPRF H or K3-2 BRQ L) load the PTR 
flags on STATE CNTL and machine flow is altered (K2-2 PROC RELEASE H). A specific grant is enabled 
according to the request level (BUS PROC NPG H or K3-2 PROC BG (7:4) H) and gated by K2-3 GRANT BR H. 
The term PROC appears in the above grant signals because the signals pass through the two general peripheral 
slots (CDEF 13 and 14) before physically becoming a Unibus signal. 

Note that the control logic for the Priority register and combinational logic is located on STATE CNTL. 
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4.7.2 Power Fail 

The power fail portion of PRIORITY consists of a power down flag (PDNF flip-flop) and a power up flag (PUPF 
flip-flop), each flagging a trap routine to bus address 24. 

On power down, the AC LO asynchronous transition is synchronously clocked to PNDF by K15-2 CLK PDNF 
H. A load to 1 is effected unless KY-3 HALT L is enabled; if HALT is enabled the power down trap does not 
occur and bus control is transferred to the console. If PDNF is set both K3-3 PWRF H and K3-3 PWRF L are 
active and the power fail trap will occur in sequence after all internal processor traps and before any requests 
from the bus. This sequence is apparent in the generation of the Special Trap Markers (STPM) on FLAG CNTL 
and in the clearing of the flags. The PNDF flag is cleared only after other internal flags are cleared (K 1 2-2 SVC 
CLR OVFLF and K12-2 OVFLF (0) L). 

On power up, the initializing signal (K13-2 PWR UP H) sets the PUPF flip-flop unless KY-3 HALT L is active. If 
HALT is enabled then K13-2 INIT H clears the PUPF as it does most other flags. 

In this mode CONSF (K13-4 CONSF (1) H which is set by K13-2 INIT H) is not cleared by K15-2 GATED P 
RESTART; the machine does not restart and is halted under console control. No power up trap is sequenced on 
START or CONT as the PUPF is cleared. 



Without KY-3 HALT L, power up results in the PUPF flag set. Since other flags are cleared when Kl 5-2 GATED 
P RESTART restarts the machine, a power up trap to bus location 24 is immediately sequenced. (Since the 
location and sequence are similar to power down, a combination flag K3-3 PWRF H or L is used for PUPF and 
PDNF). The K3-3 PUPF (0) H does, however, alter the usual trap sequence to avoid the DATO operations; the 
address base for these is a solid state register and unknown on power up. The PUPF is cleared after the trap 
sequence. 

4.7.3 Bus Receivers and Drivers 

High impedance bus receivers effect the Unibus input interface for upper byte data from BUS D (15:08) L to 
provide buffered inputs, K3-3 B D (15:08) H. The Unibus driver gates enable upper byte data from the DATA 
PATHS outputs K8-2 D (15:08) H. Note that BUS D (15:08) L signals are "wire or'ed" and receive outputs from 
the other sources both within the processor (console SR) and without (general peripheral slots and the bus). 



K3-2 CBRF H = CBRF (1) * - CNPRF (1) 




K3^2 NPRF H = NPRF (1) * - [CNPRF (1) + CBRF (1)] 




K3-2 PROC BG7 H - (GRANT BR) * BR7 (1) * - [CNPRF (1) + CBRF (1) + NPRF (1) + ST07 (1) * ST06 (1) * ST05 (1)] 
PROC STATUS 7 




K3-2 PROC BG6 H = (GRANT BR) * BR6 (1) * - [CNPRF (1) + CBRF (1) + NPRF (1) + BR7 (1) + ST07 (1) * ST06 (1)] 
PROC STATUS (7+6) 




K3-2 PROC BG5 H = (GRANT BR) * BR5 (1) * - | CNPRF (1) + CBRF (1) + NPRF (1) + BR7 (1) + BR6 (1) + ST07 (1) * [ST06 (1) + 
PROC STATUS (7+6+5) 


ST05(1)]} 


K3-2 PROC BG4 H = (GRANT BR) * BR4 (1) * -JCNPRF (1) + CBRF (1) + NPRF (1) + BR7 (1) + BR6 (1) + BR5 (1) + ST07 (1) ■ 
PROC STATUS (7+6+5+4) 




K3-2 BRQ L = PROC BG7 + PROC BG6 + PROC BG5 + PROC BG4 
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4.8 REGISTER CNTL, M821 

The REGISTER CNTL module consists of the combination logic necessary to the control of REGISTER. 
Machine state, flag and instruction information is combined to select the address source for the REGISTER. 
Selection of a specific source, and providing the source for Specific ADdress (SAD), is a "read"; the "write" also 
requires write signals from TIMING 8l STATES. Some other logic signals, unrelated to memory, are formed on 
REGISTER CNTL. 

Signal discussions and equations of the output signals follow. 
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NOTES 

I. PIN NOTATION THROUGHOUT IS ORDERED UPON MODULE PLACE- 
MENT IN THE KAII PROCESSOR. MODULE REFERENCE ALONE IS 
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ULE HAVE THE PIN NOTED' ON EACH. AN INPUT SIGNAL IS 
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K4-2 JMP H provides the logic inversion of signal KlO-3 JMP L. 

K4-2 GATE RA ^ SAD H enables the Specific ADdress bits to the Register Address. It is active when 
specific processor registers are called in the machine flow. This address selection differs from the gating of a 
register's unknown bit combination to obtain one of a group of registers. A specific register is selected: 
Program Counter (PC); Stack Pointer (SP); TEMP register; and SOURCE register. Which of the registers is 
selected depends upon the respective internal signals: K4-2 RA/PC L; K4-2 RA/SP L; K4-2 R A/TEMP L; 
and K4-2 R A/ SOURCE. 



K4-2 SAD <03:00) H provides the individual bit inputs to the REGISTER for selection of a Specific 
ADdress. Certain bit patterns are enabled by the internal signals: K4-2 RA/PC L; K4-2 RA/SP L; K4-2 
RA/TEMP L, and K4-2 RA/SOURCE L. The SAD bit patterns and selected registers are, respectively: 
(0111)2 or R7 for PC; (01 10)2 or R6 for SP; (1000)2 or R8 for TEMP; and (1001)2 or R9 for SOURCE. 



K4-2 RA/PC L = 


- B FETCH (1) + B EXEC (1) [BRANCH { ISR7 + ISR15 } + JSR {lSR15 + ISRl f ] 
MODE (6+7) * ISRl } + START * CSR3 + BSRO * ISR7 * SERVICE 


+ ISR14 +(SO + DE) j 


JMP* ISRO + ADRS 


K4-2 RA/TEMP L=B EXEC (1){ BRANCH* ISR (1+3) + EXTRA * ISR (3+7) + JSR * ISR7 } + SERVICE { ISRl +ISR (12+15) 
+ CSR3 { LOAD ADRS + (EXAM + DEP) [ + CSRl (ST + EX + DEP) + B DEST (1) * ISRO * JSR 


} + BSR14 + BSR15 


K4-2 RA/SOURCE L = B SOURCE ( 1 ) * ISRO + B EXEC ( 1 ) * ISR 1 * BINARY * -SOURCE MODE 








K4-2 RA/SP L = 


B EXEC (1) [ISR12 + ISR15 * RTI + ISRO * JSR * BSR (1+3+7)] + SERVICE * BSR (1+3+7) 


* ISR (3+7) 




K4-2 GATE RA 


<- SAD H - RA/PC + RA/TEMP + RA/SOURCE + RA/SP 








K4-2 SAD 03 H = 


= RA/TEMP + RA/SOURCE 








K4-2 SAD 00 H = 


= RA/SOURCE + RA/PC 








K4-2 SAD 02 H = 


-- RA/PC + RA/SP 








K4-2 SAD 01 H - 


-- RA/PC + RA/SP 
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K4-3 (EXEC * JSR) H provides a logical signal of major state and instruction from a convenient internal 
point. 

K4-3 GATE RA ^ SOURCE H enables the bits of the Instruction Register which specify a SOURCE 
operand. The selected register is unknown and a function of the specific bits, but gating occurs when 
SOURCE operands are necessary in machine flow. 

K4-3 ADRS MODE (6+7) L provides a logical signal for indexed or indexed deferred SOURCE or DEST 
address calculations. 

K4-3 GATE RA ^ DEST H enables the bits of the Instruction Register which specify a DEST operand. The 
selected register is unknown and a function of the specific bits, but gating occurs when DEST operands are 
necessary in machine flow. 



K4-3 W/ENABLE 7/0 L enables the write signal to REGISTER for lower byte. The enable is not direct but 
is coupled with console and processor timing signals on TIMING & STATES. 

K4-3 W/ENABLE 15/8 L enables the write signal to REGISTER for upper byte. The enable is not direct, 
but is coupled with console and processor timing signals on TIMING & STATES. 

K4-3 TEST L provides the logical inversion of signal KlO-4 TEST H. 

K4-3 GATE RA ^ BAR H enables the bits of the Bus Address Register to the Register Address during 
console operation. All sixteen words of the REGISTER may be addressed as a function of the appropriate 
BAR bits. 

K4-3 REG ADRS L provides the logical inversion of signal K9-2 REG ADRS H. 



K4-3 GATE RA ^ SOURCE H = B EXEC (1) [JSR { BSRO * ISRO + ISR3} + SOURCE MODE * BINARY * ISRl ] + B SOURCE (1) * BSR (1+3+7) 
[ISR3 * ADRS MODE (6+7) + ISRl * - ADRS MODE (6+7)] 

K4-3 GATE RA ^ DEST H = B EXEC (1) [DEST MODE (U + B + R/S) { ISRO + ISR15 } + RTS { ISR8 + ISR15 } + B DEST (1) * BSR (1+3+7) * 
[ISR3 * ADRS MODE (6+7) + ISRl * - ADRS MODE (6+7)] 

K4-3 W/ENABLE 7/0 L = B EXEC (1) [ISR3 (EXTRA + JSR) + ISRl 5 (JSR + BRANCH) + ISRl * BRANCH + RTS * ISR8 + ISRl 5 (U + B + R/S) * 
DEST MODE (- ST ADRS + - TEST) + BSR 15 + ISR14 + CSR3 + ISRl * SERVICE + ISRO * (SO + DE) + BSR7 { ISR (3+7) * - 
(SO + DE) + - CONSF } + CSRO * REG ADRS * DEP 

K4-3 W/ENABLE 15/8 L = - W ENABLE 7/0 + [B EXEC (1) * (U + B + R/S) * DEST MODE * ISRl 5 * (- ST ADRS + - TEST) * (WORD + MOV)] 

K4-3 GATE RA ^ BAR H = CSRO * REG ADRS (EXAM + DEP) 
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4.9 REGISTER, M225 

The REGISTER module provides data storage essential to the instruction set and processor data flow. Sixteen 
words, each of 16 bits, are available; the KAll utilizes eight registers for data, address, program counter and 
stack pointer; and two registers for temporary storage. The REGISTER module consists of storage elements, 
address selection drive, and selection of address inputs. 

Register storage is effected by sixteen Medium Scale Integration circuits, each 1 bit x 16 words. The parallel 
output of the sixteen circuits provides a memory of 1 6 bits x 1 6 words. Selection of a specific word requires the 
activation of one of four X address lines and one of four Y address lines in each circuit. A "Read" is 
accomplished by this address selection; a "Write" is accomplished by address selection and the enabling of set 
and reset inputs by a write signal and approgfiate data. 

The address selection consists of a 4 x 4 matrix of address lines. The address selected is at the intersection of the 
specific X line activated and the specific Y line activated. 
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(1 (1 (1 It 

10 10 10 10 


0100 0101 01 01 




0000 0001 0000 00 





XOO 



X01 



XIO 



XII 



Figure 4-3 4-by-4 Address Matrix 

Prior to these drive circuits, decoding and selection of address sources is made. Decoding relates the X and Y 
address lines to the bits of the selected address sources. Four possible sources exist: three of these sources are 
direct gating of portions of registers (IR and BAR) and represent instruction or console selection; one source 
represents specific address (PC, SP, TEMP) necessary for internal processor operation. 
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NOTES: 

I PIN NOTATION THROUGHOUT IS ORDERED UPON MODULE PLACE- 
MENT IN Tht KAII PROCESSOR. MODULE REFERENCE ALONE IS 
OBTAINED BY DELETING THE NUMBER (SLOT LOCATION) AFTER 
THE FIRST LETTER. AND CONVERTING THE FIRST LETTER 
ACCORDING TO THE PIN NOMENCLATURE CHART AT RIGHT 

2. ALL SIGNALS THAT HAVE MCDULE PINS ARE SO NOTED; ^ 
MULTIPLE NOTATIONS OF THE SAME SIGNALS WITHIN A MOD- 
ULE HAVE THE PIN NOTED ON EACH. AN INPUT SIGNAL IS 
NOTED ONLY ONCE PER SHEET UNLESS SEPERATE PINS ARE 
USED; MULTIPLE INPUTS ARE CONNECTED. MODULE OUTPUT ^ 
SIGNALS ARE BROUGHT TO THE EXTREME RK3HT OF EACH 
SHEET 

3. PROCESSOR SIGNAL SOURCE NOTATION (KIO-2, FOR EXAMPLE) 
IDENTIFIES' THE SIGNAL SOURCE (PRINT AND MODULE). THE 
FIRST NUMBER AFTER THE K INDICATES THE MODULE PRINT ^ 
SET, WHILE THE SECOND INDICATES THE SHEET WITHIN THE 
SET. IF ON A PRINT, THE FIRST NUMBER OF THE K PREFIXES 
COINCIDE FOR A SIGNAL NAME AND THE PRINT (SEE TITLE 
BLOCK), THE SIGhiAL IS GENERATED ON THE MODULE. A 
DIFFERENCE IN ThC FIRST NUMBER OF THE K PREFIXES IN- ^ 
DICATES A SIGNAL GENERATED OFF THE MODULE. SIGNALS 
WITH A "BUS" PREFIX REPRESENT A 'WIRED OR" SITUATION, 
Am NIJLTPLE SOLRCES FOR THE SIGNAL CAN EXIST. 

4. DETAILS ON COd^CWENTS ARE NOTED IN THE PARTS REFEf?ENCE 
PLACEMENT IS WTED W THE COMPONENT PLACEMENT 
DIAGRAM. 



COMPONENT PLACEMENT 







R26 R30 R29 R25C1 


C2|| 


E2 


1 Id b^ ^ b^ III El 1 




R42 R46 R45 R4I 


cell 


E6 


E5 U E4 111 E3 




C5 C4 C3 
R28 R32 R3I R27 C8 


C9|| 


E9 


1 i=^ :=^ Ir^ ^ III E8 1 




R44 R48 R47 R43 


cisll 


EI5 


nil EI4 1 IIIEI3 Mil El 2 1 




CI4 CIS CI2 
R34R38 R37 R33CI9 


C20|| 


E20 


IS ^>=: !==: DrEi9 i 




R5b R54 R53 R49 


C26|| 


E26 


1 E25I E24 E23 




C25 C24 C23 

R36 R40 R39 R35C27 


C28|t 


E28 


1^ ^ S --' II E27 1 




R52 R56 R55 RSI 


C32|| 


E32 


nil E31 1 111 E30 Mil E29 | 



C4I 

CZZ] 



C34 C36 C35 

R4a '□rio'Sr7 

Q2D DQ4 DQ3 

R5Sr.^RII^R8 

C33=^f'='RI2" - 

C3Rlc=iCI0 

QlO 
R2 



R9 



ElO 



C7 



R3i 



Cl7 



'Clfe CM 



EI6 



C39f 
R19 



= C21 



C42LI 
CISQI E18 



E2I 



^|ggR2K37 C|8^|[ 
P22'=' '='RI3'^RI6 
„,„ DQ8DQ5 DQ6 
R23cD c=iR14i=i R17 
en I=Z3 i=n 
R24 RI5 RI8 



C29 



PIN NOMENCLATURE 


MODULE 


PROCESSOR 


A 


E 


B 


F 



5.GND AND+5V ARE USUALLY 
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Since the REGISTER is important to the processor's data flow and the storage of operand data and address 
information, both the inputs and outputs (K5-2 prefixes) are discussed. 

K5-2R <15:00> (1) H provides the data output of the selected word. This output can be either data or 
address information and is used within or passed through the DATA PATHS modules. The circuit output is 
open collector with resistor pull-up and clamp provided to limit signal amplitude. 

K5-2 Y 11, 10, 01, 00 H provides test points for the Y drive lines of the address selection matrix. Each of 
these drive lines goes to the sixteen memory circuits. A discrete transistor switch provides high current drive 
from an open collector circuit with resistor pull-up and clamp. No requirement is made on the drive lines 
that the same absolute address be selected in each memory circuit; it is necessary that a unique bit is 
selected for each address. 

The activation of a specific Y drive line (Yll, YIO, YOl, YOG) results from the decoding of the two low 
order bits of the selected address source. The decoding network selects YOG when it is inactive. 

K5-2 X 11, 10, 01, 00 H provides test points for the X drive lines of the address selection matrix. These 
lines are similar to the Y lines noted above except that the upper two bits of the selected address source are 
decoded to activate the specific X drive line (XI 1, XIO, XGl, XGG). 

K8-2 D <15:07> H provides the upper byte data input to the REGISTER from the output of DATA 
PATHS 2. 

K7-2 D (08:00) H provides the lower byte data input to the REGISTER from the output of DATA 
PATH 1. 

Kl-2 WRITE 15/8 H enables a write into the upper byte of the address selected word. The actual write is 
accomplished by address selection and the combination of the write signal with the data input to set or 
reset the appropriate memory bits. For example: if K8-2 D 15 H was true, the application of Kl-2 WRITE 
15/8 H would activate the set (S) input (pin 13) of R15 (E31); if the data input had been untrue, the reset 
(R) input (pin 9) of R15 (E3 1) would have been activated. 

Kl-2 WRITE 7/0 H enables a write into the lower byte of the address selected word. The write operation is 
similar to that noted for the upper byte. 

Kl-2 GATE RA <- SOURCE H enables specific bits of the Instruction Register (SOURCE) for use in the 
Register Address (RA) selection. This input would be activated during the major states SOURCE or 
EXECUTE. 
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K9-4 IR (08:06) H provides the binary address bits for the selection of one of eight possible SOURCE 
registers. These Instruction Register (IR) bits are noted in instruction discussion with the selected addresses 
being the registers RG through R8. 

GND12 provides a low signal input for the higher order bit on SOURCE and DEST selection. This disabling 
input limits the register address to the lower eight registers, RG through R8. 

K4-3 GATE RA ^ DEST H enables specific bits of the Instruction Register (DEST) for use in the Register 
Address (RA) selection. This input would be activated during the major states DEST or EXECUTE. 

K9-5 IR (02:00) H provide the binary address bits for the selection of one of eight possible DEST registers. 
These Instruction Register (IR) bits are noted in instruction discussion with the selected addresses being the 
registers RG through R8. See the signal GND12 for additional information. 

K4-3 GATE RA <- BAR H enables specific bits of the Bus Address Register (BAR) for use in the Register 
Address (RA) selection. This input would be activated during Console operations; the processor registers 
respond to explicit bus addresses only during these operations. 

K9-5 BAR (03:00) (1) H provides the binary address bits for selection of one of 16 possible registers. Four 
address bits are provided and the full sixteen words of the REGISTER may be addressed. 

K4-2 GATE RA ^ SAD H enables bits of a Specific ADdress code for use in the Register Address (RA) 
selection. Input activation occurs throughout machine operation whenever certain registers (PC, SP, TEMP, 
SOURCE) are needed for specific operation. The registers, PC and SP, may also be called as general registers 
(R7 and R6) in instructions or by the Console. Register address selection, in this case, occurs by selecting 
DEST, SOURCE or BAR inputs. 

K4-2 SAD (03:00) H provides the binary address bits for selection of one of four specific addresses: PC, SP, 
SOURCE and TEMP. These registers are selected under SAD in the following instances: PC is specifically 
selected during Fetch, in jump or branch instructions, and as a Stack operand; SP provides the address of 
the Stack; SOURCE register temporarily stores the SOURCE operand in two operand instructions; and the 
TEMP has general use as temporary storage, especially in the movements of operands from the output to 
the input of the data paths. 




4-31 



4.10 DATA PATH CNTL 

This module provides: all gating signals (control) for both DATA PATHS modules; clocking signals related to bus 
data transfers; and carry input data. 

The logic requirements upon the signals for the DATA PATHS are related to its three segments: the rotate/shift 
gating; the adder; and the A and B input gating. The control to the rotate/shift gating requires only 
combinational logic. The carry input data to the adder must exist across machine state boundaries and requires 
latch storage. The control for the A and B input gating requires both storage and transient-free gating. Storage is 
necessary on latch signals to hold data across state boundaries; transient-free gating is needed on the other inputs 
to protect the data. 

The DATA PATH CNTL module must effect processor data transfers to the DATA PATHS from both the 
Unibus and the REGISTER. The REGISTER transfers occur with normal processor timing and require no special 
logic. Bus transfers, however, are asynchronous and bus signals control. Logic to translate the bus signals to 
processor signals is needed, with these signals being used for data control, bus response and basic timing. 
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PARTS REFERENCE 






ITEM 
NO 


Df?AWIN6 REFERENCE 


DESCRIPTION 


PART NUMBER 


QUANTITY 


1 


EI£8£I0.EI6,EI8,E22,E27,E34,E36,E39.E44 


DEC 7400N IC, 


1905575 


14 




E55i58,E59 








2 


E2,EI2,E24,E25,E52,E54 


DEC 74I0N IC. 


1905576 


6 


3 


E3,E30 E37,E4l8 E42.E47,E49.E50 


DEC 74^e)N IC 


■ l5A!55Ai7 


■ S 


4 


E4,E6,E2li6l 


DEC 88 ISA IC. 


1909713 


4 


5 


E6',ei3,EI?.'E32,E33:e45,E53.E56 


DEC 74iZI2N IC 


1909004 


s 


6 


E7.E23,E26,E5t 


DEC 744jeiN IC 


1905579 . 


4 


7 


E9 


DEC 7453N IC. 


1905582 


1 


8 


Ell 


DEC 7420N IC. 


1905577 


1 


9 


EI4.EI5,E38,E4I,E43,E46,E48,E5I 


DEC 7460N IC. 


1905581 


8 


IQ 


El 9 


DEC 74H53N IC 


1909062 


1 


II 


E2(^ 


DEC 74H00N IC, 


1909056 ' 


1 


1? 


F2§.Ei9 


DEC 7474 N IC 


1905547 


2 


i;^ 


E3I 


DEC 74l2riN IC 


1905590 


1 


14 


E35 


DEC 74H30N IC. 


1909059 


1 




E60 


• DEC 74H10N IC. 


1905586 


1 


16 


CI-C54 


.01 MFD 100V 2i3% CAP 


I00I6I0 


54 


17 


C55-C58 


SB MFD 35V 20 °fo CAP 


i0ja0067 
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18 




270 MMF 100V 5°/o CAP 


1000022 


1 


19 


C6C.C6I.C62 


330 MMF 100V 5% CAP 


10000 23 


3 


20 


Rl 


1000 OHMS I/4W 5% RES 


IS00365 


1 


21 


R2 


4 7 OHMS 1/4 W 5% RES 


1300202 


1 


?? 


R3,R5 


470 OHMS 1/4 W 5% RES 


1300316 


2 


23 


R4,R6,R8 


220 OHMS 1/4 W 5% RES 


1300271 


3 


?4 


R7 


560 OHMS 1/4 W 5% RES 
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II00II4 
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NOTES: 

i. PIN NOTATION THROUGHOUT IS ORDERED UPON MODULE PLACE- 
MENT IN THE KAII PROCESSOR. MCX)ULE REFERENCE ALONE IS 
OBTAINED BY DELETING THE NUMBER (SLOT LOCATION) AFTER 
THE FIRST LETTER. AND CONVERTING THE FIRST LETTER 
ACCORDING TO THE PIN NOKCNCLATURE CHART AT RIGHT 

2. ALL SIGNALS THAT HAVE MODULE PINS ARE SO NOTED; ^ 
MULTIPLE NOTATIONS OF THE SANE SIGNALS WITHIN A MOD- 
ULE HAVE THE PIN NOTED' ON EACH. AN INPUT SIGNAL IS 
NOTED ONLY ONCE PER SHEET UNLESS SEPERATE PINS ARE 
USED? MULTPLE INPUTS ARE CONNECTED. MODULE OUTPUT ^ 
SIGNALS ARE BROJGHT TO THE EXTREME RIGHT OF EACH 
SHEET 

3. PROCESSOR SIGNAL SOURCE NOTATION (KIO-2, FOR EXAMPLE) 
IDENTIFIES THE SIGNAL SOURCE (PRINT AND MODULE). THE 
FIRST NUMBER AFTER THE K INDICATES THE MODULE PRINT , 
SET, WHILE THE SECOND INDICATES THE SHEET WITHIN THE 
SET F ON A PRINT, THE FIRST NUMBER OF THE K PREFIXES 
COINCIDE FOR A SIGNAL NAME AND THE PRINT (SEE TITLE 
BLOCK), THE SIGNAL IS GENERATED ON THE MODULE. A 
DFFERENCE IN Th£ FIRST NUMBER OF THE K PREFIXES IN- 
DICATES A SIGNAL GENERATED OFF THE MODULE. SIGNALS 
WITH A "BUS" PREFIX F^PRESENT A "WIRED OR" SITUATION, 
AND MULTPLE SOLRCES FOR THE SIGNAL CAN EXIST 

4. DETAILS ON COMPONENTS ARE NOTED IN THE PARTS REFERENCE, 
PLACEMENT IS NOTED IN THE COMPONENT PLACEMENT 
DIAGRAM. 

5.6ND AND+5V ARE USUALLY PIN 7 AND PIN 14, RES:>ECTIVELY. , 
EXCEPTIONS AREj 



COMPONENT PLACEMENT 



IC TYPE 


6N0 


+ 5V 


DEC -MSI 


PtN 10 


PIN 4 


DEC 7482 


PIN II 


PIN 4 


8251 


PIN 8 


PIN 16 


DEC 8271 


PIN 8 


PIN 16 


DEC 380 


PIN 1 


PIN 8 


DEC 384 


PIN 1 


PIN 8 



6. UNLESS OTHERWISE NOTED: RES I STANCE IS IN OHMS; 
CAPACITANCE IS IN PICOFARADS. CAPACITORS WITHOUT 
ANY NOTED VALUES ARE .01 MFD. 
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D|E36 
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D|e46 



Dim" 
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WIml 



D[m 



or^ii" 



g fiiT 
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E29 



C39 



[] iE45 



D |E50 
C48 



+ 5V 



C08A2 



I El 



CI3 



nr^^g 



lEJ 



EI2 



WlK 



WIK 



I}^J 1 EI7 
C2I 



CI6 



0[e^ 



E23 



E28 



C20 



E22 ID 



n^D 



R6c 
C52i= 



RS': 

C599 



C3I C30 C29 

D |e34 I D I E33 I D |E32 



C34 



C38 



E38JU |e37 
C37 



E44 I D |E43 I y 



E42 



C4I 



E48 



E47 



C47 C46 



C45 



rE54-~| D I E53 I D |E52 



C52 C5I, , 050 



C55 



C56 



C57 



C58 



PIN NOMENCLATURE 


MODU-E 


PROCESSOR 


A 


C 


B 


D 


C 


E 


D 


F 



D08A2 
E08A2 
F08A2 



|CI |C2 |C3 |C4 |C5 |C6 |C7 |C8 | C9 JCI0 Icil JCI2 |Ci3 kl4 |CI5|C55 



C;2r8C2 

D08TI 
E08C2 
E08TI 
F08C2 
F08TI 



T T 



TTTTTTTTTTT 



|CI6 |CI7 |CI8 |CI9lC20|C2l |C22 |C23|C24 |C25 |C26 |C27 I C56 

TTTTTTTTTTTTT ''''''' 



|C28|C2S|C30 |C3I |c32|c33|c34| C35 I C36 |C37|C38|C39 |C40| C 57 

TTTTTTTTTTTTT 't ^^'"'' 



|C4I |C42|C43|C44lC45|C46 |C47|C48lC49 |C50iC5l |C52|C53|C54 |C58 

TT.TTTTTTTTTTTT^ '" 



8 MFD 



FIRST USED ON OPTION /model 

PDP II 



UNLESS OTHERWISE SPECIFIED 



UNLESS OTHERWISE SPECIFIED 

DIMENSION IN INCHES 

TOLERANCES 

DECIMALS FRACTIONS ANGLtS 

* .005 * 1/64 * 0'30' 

FINAL «J»FACE QUALITY V 

REMOVE tUARS AND BREAK SHARP 

CORNERS 



MATERIAL 



-7^ 



-VA- 




LIMIIED RELEASE 



ilRi 



DlilDSD 



I EQUIPMENT 
CORPORATION 



DATA PATH CNTL 



M820 



K6-I 



SIZE CODE NUMBER REV. 

DCS M820-0-I 



ETCH REV. B C 



□ 



CQ 



1 1 

Q 
c\J 
GO 



SC2 
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K6-2 P DATA START H provides a pulse signal for the restarting of processor operation after a data in or 
data out transfer. Bus control signals for data transfers (K13-3 B SSYN H) and for interrupt vector transfers 
(K13-3 B INTR H) are used directly after deskewing (5 = lOONS) to produce the signal. (The pulse nature 
of the output results from bus constraints on the output signals.) If no response is made by the addressed 
peripheral after a suitable time, a restart signal occurs (K13-2 P TIME OUT L). The K6-2 P DATA 
RESTART H signal is used: to restart the processor clock if no NPR is to be serviced (Kl-2 P CLK 
RESTART L); and to generate an intermediate clearing signal (Kl-2 DATA CLR H) for MSYN (K13-3 
MSYN (1) H) and for BBSYF (K12-3 BBSY F (1) H) if an NPR is to be serviced. 

K6-2 CLK IR H provides the clock signal to the Instruction Regsiter (IR) during FETCH major state. The 
signal is derived from the usual latching signal to DATA PATHS. Bus data is loaded to the IR and the 
DATA PATHS; in the latter it is utilized in offset instructions. 

K6-2 LATCH A15/0 H provides the storage signal for all A inputs of the DATA PATHS; this signal holds 
the data in the A inputs. The signal is usually active, except for a clear before load. A flip-flop (LATCH A) 
is used to insure transient-free storage across machine state boundaries. 

Latch operation is required in two types of data transfers to the DATA PATHS: one transfer is from 
REGISTER and the other is from the Unibus. Different timing signals are involved and are noted below 
with appropriate timing diagrams. 



4. 1 0. i Register Data Transfer 



K1-2 S CLK H 

R/W STATES 

ISR OR BSR STATES 



Kl-2 REG GATE H 
(CLOCK INPUT TO LATCH A) 



Kl-2 REG LATCH H 

DATA WAIT(1)H 

SET INPUT TO LATCH A 



INVERSE DATA INPUT 
TQLATCH A 



J~ 



3 2 ' 1 ' 3 2 



— H* — H* — *h — 



LATCH A(1)H 



H '- 


II R 1 1 1 
1 1 I \ 1 

! 1 III 


c 


1 1 

■ H 

1 1 
1 1 




• i 1 


i i_ 




II II 
i 1 II 

— i 




i i_ 




II II 
II II 
II II 








II 1 1 
II 1 1 
1 1 II 








l_ l_l 

1 1 
1 1 
1 1 


^ 


i r 


w 


1 m. 












_i 




_i 



The REGISTER data transfer utilizes normal processor timing; the control signals to the LATCH A flip-flop are 
derived from the basic clock (Kl-2 S CLK H) and are directly related to machine time states (ISR or BSR). 
During operation the LATCH A flip-flop is clocked to zero (Kl-2 REG GATE H) if the inverse data input 
indicates a data change (load) to the DATA PATHS during this ISR or BSR state. A non-active or non-asserted 
K6-2 LATCH A 15/0 H allows the DATA PATHS latches to be cleared. Independent of whether the LATCH A 
flip-flop is cleared or not, the flip-flop is set by the inverse of Kl-2 REG LATCH H and the absence of DATA 
WAIT (1) H. This assertion or continuation of assertion of K6-2 LATCH A 15/0 H holds data in the DATA 
PATHS latches regardless of machine state or transients at machine state change (noted by shaded areas on 
"Inverse Data Input to LATCH A"). 

Either the LATCH A or LATCH B flip-flop may be independently "loaded to zero" and set in this way. The 
enabling signals for the "load to zero" on the LATCH flip-flops are also the load enable signals to the DATA 
PATHS inputs. 

4. 1 0.2 Unibus Data Transfer 
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Figure 4-4 Register Data Transfer Timing Diagram 



Figure 4-5 Unibus Data Transfer Timing Diagram 
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The Unibus data transfer utilizes some processor timing, the asynchronous bus signals, and an additional machine 
state called DATA WAIT. During the BSR state in which the processor is to halt for an asynchronous data input, 
the DATA WAIT flip-flop is "loaded to one" by the inverse data input (K6-2 DATA WAIT 1 L) and clock (Kl-2 
R/W2 H). Note that this occurs on the entry to R/W2, the clock phase in which the machine halts. The clocking 
of DATA WAIT to one, produces a pulse (K6-2 P CLR LATCHES L) that clears both LATCH flip-flops (and 
both sets of input latches on DATA PATHS). The machine remains in this state (clock halted) until a bus control 
signal (here typified by K6-2 P DATA START H and enabled by K6-2 DATA WAIT (1) H) sets the LATCH 
flip-flops. This stores the bus data in the appropriately gated latches on DATA PATHS and feeds around through 
K6-2 LATCH B ( 1 ) L and K6-2 P CLR DATA WAIT L to clear DATA WAIT. 

Both LATCH A and LATCH B are simultaneously loaded to one and set. No data is held in the DATA PATHS 
latches during a bus data in transfer; the data transfer, however, can be to either the A Input or B Input. 

The above sequences are also initiated for certain console operations. Console Shift Register (CSR) timing is used 
instead of the basic processor clock (Kl-2 S CLK L). The DATA WAIT flip-flop, in this instance, is set (K6-2 P 
SET DATA WAIT L) instead of "loaded to one". The asynchronous bus control signal is present on Unibus 
transfers; on internal transfers (REGISTER) the signal K13-4 P2 CSR H into pin 5 of E36 provides the set signal 
to the LATCH flip-flops. Note that this signal does not become part of the processor clock restart signal (K6-2 P 
DATA START H); the processor clock is not used for console timing. Details of console operation are noted in 
the KYI 1-A manual and the BUS & CONS CNTL discussion of the KAl 1 manual. 



4-36 



K6-2 LATCH B (0) H provides a test point for the LATCH B flip-flop. 

K6-2 LATCH B15/0 H provides the storage signal for all B Inputs of the DATA PATHS; this signal holds 
the data in the B inputs. This signal is usually active, except for a clear before load. A flip-flop (LATCH B) 
is used to insure transient-free storage across machine state boundaries. 

Details of latch operation are noted under the signal K6-2 LATCH A15/0 H. The B LATCH is activated at 
different times during internal data transfers; this difference is apparent from the inverse data inputs to 
LATCH A and LATCH B flip-flops. 

K6-2 P CLR DATA WAIT H provides a test point for the clear signal to the DATA WAIT flip-flop. Its pulse 
activation from the resetting of LATCH B flip-flop has been noted under the signal K6-2 LATCH A 15/0 H. 
It is incidentally activated by K15-2 WAIT CLR H whose main purpose is to clear the latches on DATA 
PATHS (K6-2 P CLR LATCHES L) for a possible INTR cycle; the DATA WAIT flip-flop is already cleared 
at that time. 

K6-2 DATA WAIT ^ 1 L provides an inverted data input to "load to one" the DATA WAIT flip-flop. Its 
use has been noted under the signal K6-2 LATCH A 15/0 H; it is also used to turn the processor clock off 
(Kl-2 CLK RUN <- L). The DATA WAIT flip-flop is active only on a data in transfer from the Unibus. On 
a data out transfer, the latches of DATA PATHS are not altered and the restart signal (K6-2 P DATA 
START H) is inhibited from the LATCH flip-flops. 



Pages 4-37 through 4-39 intentionally left blank. 
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K6-3 GATE A <- R15/1 H enables REGISTER data for bits (15:1) to the A Input of the DATA PATHS. 
Transients from machine state changes, which might destroy data, are eliminated by the gating timing 
signal, Kl-2 REG GATE H. This signal is not active until two R/W states after machine state changes (Kl-2 
S CLK H). 

K6-3 GATE A <- -R15/1 H enables the inverse of REGISTER DATA FOR BITS <15: 1> to the A Input of 
the DATA PATHS. Transient-free activation is as noted in signal K6-3 GATE A ^ R15/1 H. 

K6-3 GATE A ^ RO H enables the REGISTER data for bit 00 to the A Input of the DATA PATHS. 
Segmentation exists on the A Input bits to allow the generation of constants. Transient-free activation is as 
noted in signal K6-3 GATE A ^ R15/1 H. 

K6-3 GATE A ^ -RO H enables the inverse of REGISTER data for bit 00 to the A Input of the DATA 
PATHS. Segmentation exists on the A Input bits to allow the generation of constants. Transient free 
activation is as noted in signal K6-3 GATE A -^ Rl 5/1 H. 

K6-3 GATE LEFT 15/0 H enables the rotate/shift gating of the DATA PATHS; bit n of the adder output is 
enabled to bit (n + 1) of the DATA PATHS output; specific data is supplied bit 00 (KlO-4 LEFT DATA 
00 L). 

K6-3 GATE RIGHT 15/0 H enables the rotate/shift gating of the DATA PATHS; bits (n + 1) of the adder 
output is enabled to bit n of the DATA PATHS output; specific data is supplied bit 15 (KlO-4 RIGHT 
DATA 1 5 L). 



K6-3 GATE ADD 15/8 H enables the adder output, bits (15:08) directly to the DATA PATHS outputs 
whenever no other function of the rotate/shift gating is enabled. 

K6-3 GATE ADD 7/0 H enables the adder outputs, bits (07:00), directly to the DATA PATHS outputs 
whenever no other function of the rotate/shift gating is enabled. 

K6-3 EXTRA H provides for extra machine cycles necessary on certain instructions (BIC, BIT and 
ROT/SHF to an odd byte). The signal is used: to alter machine flow (K2-2 SHIFT ISR H and K2-2 ISR <- 
L); to alter the Condition Codes clocking on ROT/SHF to an odd byte (KlO-4 CLK N, Z, V, H and KlO-4 
CLK C H); to recycle data through the TEMP location of REGISTER (K4-3 W/ENABLE 15/8 L, K4-3 
W/ENABLE 7/0 L and K4-2 RA/TEMP L) to load the DATA PATHS (K6-2 CLR LATCH B L). 

K6-3 GATE BYTE 7/0 H enables the upper byte data from the adder bits (15:08) to the DATA PATHS 
outputs bits (07:00). 

K6-3 GATE BYTE 15/8 H enables the lower byte data from the adder bits (07:00) to the DATA PATHS 
outputs bits (15:08). 



K6-3 GATE A ^ R 15/1 H = REG GATE { (ENABLE A ^ R) + ADD (-1 ) + ADD (-2) [ 

K6-3 GATE A ^ R15/1 H = REG GATE \ (ENABLE A ^ -R) + ADD (-2) + ADD (-1 )} 

K6-3 GATE A ^ RO H - REG GATE { (ENABLE A ^ R) + ADD (-1 ) + ADD (+2) ] 

K6-3 GATE A ^ -RO H = REG GATE { (ENABLE A <- -R) + ADD (-1 ) + ADD (+2) } 

K6-3 GATE LEFT 15/0 H = B EXEC (1) [ { ISR3 + ISR15 * BAROO (0)} ROT/SHF L + ISRl * BRANCH] 

K6-3 GATE RIGHT 15/0 H = B EXEC (1) [ { ISR3 + ISRl 5 * BAROO (0) } ROT /SHE R] 

K6-3 GATE ADD 15/8 H = - [GATE LEFT 15/0 + GATE RIGHT 15/0 + GATE BYTE 15/8] 

K6-3 GATE ADD 7/0 H = - [GATE LEFT 1 5/0 + GATE RIGHT 1 5/0 + GATE BYTE 7/0] 

K6-3 EXTRA H = BIT + BIC + ROT/SHF * BAROO (1 ) 

K6-3 GATE BYTE 7/0 H = B EXEC (1) * ISRl 5 * SWAB + BSR15 

K6-3 GATE BYTE 15/8 H = B EXEC (1) [ISRl 5 { SWAB + (U + B + R/S) * BAROO (1) * - (DEST MODE 0) } ] 

K6-3 ADD (-1)L=B EXEC (1)* ISRl * { SBC + DEC + C(1) } -h (SO + DE) * ISRl * BSRl * ADRS BYTE OP * ADRS MODE 4 

K6-3 ENABLE A ^ R L = B DEST (1) * BSR14 * (A ^ DEST/INSTR) + B EXEC (1) [ISR7 * (BRANCH + ROT/SHF) + ISRl * (ADD + BIC)] + (SO + 
DE) * BSRl * ISR3 * ADR MODE (6+7) 

K6-3 ADD (-2) L = B EXEC (1) * ISRO * BSRl * JSR + (SO + DE) * ISRl * BSRl * ADRS MODE (4+5) + SERVICE * ISR (3+7) * BSRl 

K6-3 ENABLE A ^ -R L = B EXEC (1) [ISRO * (A <- DEST/INSTR) + ISRl * (SUB + BIT) + ISR7 * (- ROT/SHF * EXTRA)] 
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K6-4 GATE B ^ B D15/0 H enables buffered bus data for bits <1 5:00) to the B Input of the DATA PATHS. 
Transient-free activation is effected by the gating of K6-2 DATA WAIT (1) H. 

K6-4 GATE A ^ -B D15/0 H enables the inverse of buffered bus data for bits <1 5:00) to the A Input of the 
DATA PATHS. Transient-free activation is effected by the gating of K6-2 DATA WAIT (1) H. 

K6-4 GATE B <- R7/0 H enables the REGISTER data for bits <07:00> to the B Input of the DATA PATHS. 
Transients from machine state changes, which might destroy data, are eliminated by the gating timing 
signal, K 1-2 REG GATE H. 

K6-4 GATE B ^ STPM H enables the Special TraP Markers (STPM) to the B Input of the DATA PATHS. 

K6-4 GATE B <- R15/8 H enables the REGISTER data for bits <15:08> to the B Input of the DATA 
PATHS. Transient-free activation is as noted in K6-4 GATE B <- R7/0 H. 

K6-4 GATE SEX H enables Sign Extension (SEX) into the upper byte B Inputs of DATA PATHS. 
Transient-free activation is as noted in K6-4 GATE B -^ R7/0 H. 



K6-4 GATE B ^ B D15/0 H = | - B DEST (1) + - ADRS DONE } (A <- DEST/INSTR) * DATA WAIT (1) 

K6-4 GATE A ^ - B D 15/0 H = B DEST (1) * DATA WAIT (1) * (A ^ DEST/INSTR) (ADRS DONE) 

K6-4 ENABLE B ^ R L= B EXEC (1) * [ISRl * GATE B/ISRl + ISR15 * RTS + ISR7 * JSR + ISR3 * BRANCH] + SERVICE * ISRO * HALT F (1) + 
BSR 14 (- ENABLE A <- R) + BSRl * (- DEP) * - [ISR7 * (SO + DE) + ADRS MODE (3+5+6+7)] 

K6-4 GATE B ^ R7/0 H = REG GATE * (ENABLE B ^ R) 

K6-4 GATE B <- STPM H = SERVICE * TRAPS * SERV * - (HALT F (1 )) 

K6-4 GATE B ^ R15/8 H = REG GATE * (ENABLE B ^ R) * - SEX 

K6-4SEXH = BEXEC(1)* [ISR3 * BRANCH + ISRl * IR15 * MOV * DEST MODE 0] 

K6-4 GATE SEX H = REG GATE * - SEX * { MOV * R07 (1 ) + BRANCH * ROB (1 ) } 
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K6-5 CARRY 00 (1) L provides the carry input data to bit 00 of the DATA PATHS adder. Storage of this 
input information across machine state boundaries is effected by the discrete gate Set-Reset flip-flop. This 
flip-flop is set by the signal K6-5 CARRY 00 ^ 1 L and cleared by the signal K6-2 CARRY 00 ^ L, K6-2 
P CLR LATCHES L and K6-2 CSR 2 L. 



K6-5 ADD (+2) L= BSR3 [B FETCH (1) * ISRO + SERVICE * ISR (12+15) + B EXEC (1) * { ISR (12+15) * RTl +ISR12 * RTS ^ + (DO + DE) * 
ISRl * ADRS BIT 1 * ( - ADRS BYTE OP + - ADRS MODE 2)] + CSRl (DEP + EXAM) * INCF * - (REP ADRS) 

K6-5 CARRY GO ^ L = B EXEC (1) * BSRl * JSR + SERVO + FETCH (1) * BSRl + BSRO * DATO ENTRY 

K6-5 CARRY 00 ^ 1 L = B EXEC (1) * ISRl * CARRY INSTR + (SO + DE) * BSR3 * ADRS BIT 1 + ADD (+2) + CSRl * INCF * (DEP + EXAM) 

K6-5 CARRY 00 (1) L = (CARRY 00 ^ 1) * CARRY 00 + CARRY 00 (1) * - (P CLR LATCHES) * - (CSR2) * [- CARRY 00 + - CARRY 00 <- 0] 
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4.11 DATA PATHS, M224 



4.11.1 General 



The DATA PATHS are central to the flow of data through the KAl 1 Processor. Its input receives all data from 
the bus; its output provides both address and data information to the bus; its inputs and outputs to the 
REGISTER complete an internal data flow loop. All transfer and alteration of data within the processor is done 
through the DATA PATHS. Two DATA PATHS modules are used within the KAl 1 to provide the 16 parallel 
data paths. The following discussion relates to both M224 modules, DATA PATHS 1 and DATA PATHS 2. 

The DATA PATHS consist of three main segments: the input gating and latches; the adder; and the output 
rotate/shift gating. 

4. 1 1.2 Input Gating and Latches 

The input gating provides each of the two adder inputs (A input and B input) with input selection, necessary 
input inversion, and storage. A latch storage technique, integral to the selection gate, provides rapid data 
transmission to the adder with subsequent data retention. The A input gating selects: the complement of bus 
data; register data; and the complement of register data. The B input gating selects: bus data; register data; and 
special trap markers or sign extend. 

The A input gating is further used to generate constants within the DATA PATHS. The simultaneous enabling of 
data and its complement into an oring gate (the 74H53 gate) produces a logical "1" input. This logic certainly (X 
+ Y = 1 ) is used within the A inputs on register data, with the A inputs bit segmented to provide different 
constants. This segmentation is used in conjunction with non-gating (no inputs enabled) which produces a logical 
"0" input. For example, the constant -2, (177776)8, is produced by enabling data and its complement on bit 15 
through 01, and non-gating bit 00. The constant -1, (177777)8 , is produced by enabling data and its complement 
on all 16 bits. The constant +1, (00000 Og, and +2 (000002)8 use the carry input to the adder to provide a 
constant +1. For the constant +2, the A input gating is also used to produce an additional +1 with non-gating on 
bits 15 through bit 01, and data and its complement on bit 00. 

The latches provide data storage for the A and B inputs to the adder. The 74H53 gate with its multiple inputs 
and the feedaround 74H00 gate provides a Set-Reset type of flip-flop. A simpUfied redrawing of the input gating 
emphasizes this: 

ADDER 
INPUT 



K 



74H00 




LATCH 
GATE 



ADDITIONAL 
GATE AND 
DATA INPUT 



DATA 



Figure 4-6 Latch Input Gating 
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Disabling the LATCH input with the GATE (GATE here representing any of the gating inputs) signal low results 
in the flip-flop being reset or cleared. The "0" side of the flip-flop, the ADDER INPUT, is high. Disabling the 
LATCH input with the GATE signal high loads the flip-flop with the DATA signal. If the LATCH signal is 
enabled before the GATE signal is removed, the DATA signal is stored within the latch. 

Storage of information within the DATA PATHS provides information across machine state boundaries. The 
first of two operands from REGISTER is stored while the second is being obtained. A write back into 
REGISTER with the data, a function of REGISTER output, is possible. Bus data is latched into the DATA 
PATHS, allowing the bus or peripheral read/write memory to finish their cycles. 

4.11.3 Adder 

A conventional MSI adder is used, two bits within each package. Each bit has a summation output (2), an A and 
a B input. Every two bits have a carry-out and a carry-in signal. All signals into and out of the adder are asserted 
at the low level. Note that if only one operand (A or B) exists in the adder (the other input zero) the adder is 
merely a through gate. 



4.11.4 Rotate/Shift Gating 

The rotate/shift gating on the adder output allows selection of certain data as the Data Path output. Selections 
include: the direct output of the adders; the adder output shifted (or rotated) one bit position right or left; and 
lower or upper segments (bytes) of the complete (16 bits) adder. The direct output is used in most instances (the 
adder is altering data or merely transmitting it). The shifted (or rotated) output is utilized with ROT/SHF 
instructions and when a signal bit left justification is required of an offset. The gating of segments (bytes) is used 
for: right justifying upper byte data for instruction manipulation (all byte data is right justified within the 
processor); the gating of output byte data to the upper bus data lines (they also appear on the lower data path 
outputs for Conditions Codes sensing); and for swapping upper and lower byte segments in the SWAB 
instruction. 

The output signal of the data path provides asserted data levels high. If the direct output is to be used, the 
output of the adder provides asserted data at the low level. 
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NOTES 

i. PIN NOTATION THROUGHOUT IS ORDERED UPON MODULE PLACE- 
MENT IN THE KAII PROCESSOR. MODULE REFERENCE ALONE IS 
OBTAINED BY DELETING THE NUMBER (SLOT LOCATION) AFTER 
THE FIRST LETTER. AND CONVERTING THE FIRST LETTER 
ACCORDING TO THE PIN NOMENCLATURE CHART AT RIGHT 

2. ALL SIGNALS THAT HAVE MODULE PINS ARE SO NOTED: 
MULTIPLE NOTATIONS OF THE SAME SIGNALS WITHIN A MOD- 
ULE HAVE THE PIN NOTED' ON EACH. AN INPUT SIGNAL IS 
NOTED ONLY ONCE PER SHEET UNLESS SEPERATE PINS ARE 
USED: MULTPLE INPUTS ARE CONNECTED. DATA FLOW IS 
FROM THE BOTTOM TO THE TOP. 



3. PROCESSOR SIO^AL SOURCE NOTATION (KIO-2, FOR EXAIV^^LE) 
IDENTIFIES THE SIGNAL SOURCE (PRINT AND MODULE). THE 
FIRST NUMBER AFTER THE K INDICATES THE M0DIJ_E PRINT , 
SET, WHILE THE SECOND INDICATES THE SHEET WITHIN THE 
SET. IF ON A PRINT, THE FIRST NUMBER OF THE K PREFIXES 
COINCIDE FOR A SIGNAL NAME AND THE PRINT (SEE TITLE 
BLOCK), THE SIGNAL IS GENERATED ON THE MODULE. A 
DFFERENCE IN ThC FIRST NMBER OF THE K PREFIXES IN- ^ 
DICATES A SIGNAL GENERATED OFF THE MODULE. SIGNALS 
WITH A "BUS" PREFIX REPRESENT A 'WIRED OR" SITUATION, 
AND MULTPLE SOLRCES FOR THE SIGNAL CAN EXIST. 

4. DETAILS ON COMPONENTS ARE NOTED IN THE PARTS REFERENCE 
PLACEMENT IS NOTED IN THE COMPONENT PLACEMENT 
DIAGRAM. 

5.GND AND+5V ARE USUALLY PIN 7 AND PIN 14, RESPECTIVELY. 
. EXCEPTIONS Are;: 
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4.12 DATAPATHS 1 

Since the Data Paths are redundant and heavily concerned with selection, both input and output (K7-2 prefixes) 
signals are discussed. This module provides the data paths for bits <07:00>, most having common operation. The 
discussion will be ordered toward this lower portion of word data, with the exceptions for byte operation and 
bit 00 noted. Some of the gating signals reference wider bit segments than DATA PATHS 1 encompasses, extract 
appropriate bit segments for DATA PATHS 1 . Multiple inputs of the same signal are occasionally used as the 
M224 module accommodates different bit functions on DATA PATHS 1 and DATA PATHS 2. 

K7-2 D <07:00) H provides main data path output for bits 07 through 00 which is used for bus data, bus 
address (BAR input) STATUS data, or processor operands (REGISTER input). This output represents the 
complete interaction of present and past Data Paths gating and input data. 

K7-2 ADD <07:00) L provides the direct adder output of the data paths prior to the rotate/shift gating. For 
single shifts (or rotates) most of these outputs are used internal to the module, only the end bits are utilized 
elsewhere. For byte manipulation, the adder outputs are the input to the DATA PATHS 1 rotate/shift 
gating. For situations where the adder output is directly gated, it is the complement data of the main data 
path output. 

K6-3 GATE RIGHT 15/0 H enables the rotate/shift gating to transfer the (n^h + 1) bit adder output to the 
n^h bit data path output. 

K6-3 GATE ADD 7/0 H enables the rotate/shift gating to transfer directly the n^h bit data path output. 

K6-3 GATE BYTE 7/0 H enables the rotate/shift gating to transfer the upper byte data (adder output bits 
15 to 08) to the lower data paths outputs, bits 07 to 00 respectively. 

K6-3 GATE LEFT 15/0 H enables the rotate/shift gating to transfer the n^h-l bit adder output to the n^^ 
bit data path output. 

KlO-4 RIGHT DATA 07 L provides proper rotate or shift data to the bit 07 data path output upon a right 
rotate or a right shift. See discussion on K 10-4 outputs. 

K7-2 ADD <15:08) L provides the inputs to the rotate/shift gates for the transfer of upper byte information 
to the lower byte by K6-3 GATE BYTE 7/0 H. 

KlO-4 LEFT DATA 00 L provides the (n* -1) bit data for bit 00 for shift left or rotate left; gated by K6-3 
GATE LEFT 15/0 H. 

K7-2 CARRY 07 L is the output carry from bit 07 of the adder. This is input data for adder bit 08 and the 
C bit of Condition Codes for byte operation. 

K6-5 CARRY 00 ( 1 ) L is the input carry to bit 00 of the adder, providing for the incrementation of data 
for instruction execution (INC, ADC) and constant generation (+1, +2). 

K7-2 DATA 07 L provides the A input to bit 07 of the adder, after input selection. Bit 07 is the sign bit of 
an arithemetic byte; this output is used in calculating overflow for the V bit of the Condition Codes. 

K6-2 LATCH A 15/0 H enables the A input latch to store the selected A input data. The load operation 
requires that this signal be disabled during the loading (to clear the latch) and enabled prior to data 
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removal. Data remains stored until the disabling of the LATCH A 1 5/0 signal. If a subsequent load sequence 
omits the disabling of the signal (clearing) an "oring" of latch content and input data occurs. 
Simultaneously enabling of more than one input also effects this (the use of X and X to produce constants). 

K6-3 GATE A ^ R 15/1 H enables the REGISTER output to the A input of the adder for bits 07 to 01. 

K6-6 A <- R 15/1 H enables the complement of the REGISTER output to the A input of the adder for bits 
07 to 01. The complement is provided by NAND gate inversion upon the modules. The simultaneous 
enabling of the true and complement of the REGISTER into the same adder input bit allows the generation 
of a "1" in that bit. The restriction of the gating signal to bits <15:1> allows flexibility in generating the 
constant in the low order bit. 

K6-3 GATE A ^ -B D15/0 H enables the complement of buffered bus data to the A input of the adder. The 
complement is provided by NAND gate inversion upon the module. 

K6-3 GATE A ^ RO H enables the REGISTER output to the A input of the adder for bit 00. This input is 
segmented from the R input gate to allow the generating of constants (+R, -1 and -2). This signal is enabled 
with K6-3 GATE A ^ R15/1 for the loading of REGISTER data. 

K6-3 GATE A <- -RO H enables the complement of the REGISTER output to the A input of the adder for 
bit 00. The complement is provided by NAND gate inversion on the module. This input is segmented from 
the other -R inputs to allow the generation of constants (+2, -1, and -2). This signal is enabled with K6-3 
GATE A ^ Rl 5/1 for the loading of REGISTER data. 

K7-2 B DATA 07 L provides the B input to bit 07 of the adder after input selection. Bit 07 is the sign bit of 
an arithmetic byte; this output of the adder input is used in calculating overflow for the V bit of Condition 
Codes. 

K6-4 GATE B ^ D 15/0 H enables the buffered bus data to the B input of the adder. 

K6-2 LATCH B 1 5/0 H enables the A Input Latch to store the selected B input data. See discussion under 
K6-2 LATCH A 15/0 H for loading and storing. No "oring" takes place within the B Latch. 

GND 09 disables some unnecessary A inputs. 

K6-4 GATE B <- R7/0 H enables the REGISTER output to the B input of the adder. 

K6-4 GATE B ^ STPM H enables the address data of the Special TraP Markers used during trap sequences. 
Only bits 05, 04, 03, and 02 are enabled with the data of bit 05 disabled by the GND 09 signal. 

K3-3 B D (15: 08) provides the buffered bus data for the A and B adder input selection gates. Inversion of 
this data to produce the complement occurs on the module. 

K5-2 R (15:08) (1) H provides the REGISTER data for the A and B adder input selection gates. NAND gate 
inversion of this data to produce the complement occurs on the module. 

K12-3 STPM (04:02) provides the address data for the Special TraP Markers. This address reflects the 
specific trap being sequenced by the processor and is enabled to the data path for temporary storage in 
REGISTER. 
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4.13 DATA PATHS, M224 



4.13.1 General 



The DATA PATHS are central to the flow of data through the KAl 1 Processor. Its input receives all data from 
the bus; its output provides both address and data information to the bus; its inputs and outputs to the 
REGISTER complete an internal data flow loop. All transfer and alteration of data within the processor is done 
through the DATA PATHS. Two DATA PATHS modules are used within the KAl 1 to provide the 16 parallel 
data paths. The following discussion relates to both M224 modules, DATA PATHS 1 and DATA PATHS 2. 

The DATA PATHS consist of three main segments: the input gating and latches; the adder; and the output 
rotate/shift gating. 

4.13.2 Input Gating and Latches 

The input gating provides each of the two adder inputs (A input and B input) with input selection, necessary 
input inversion, and storage. A latch storage technique, integral to the selection gate, provides rapid data 
transmission to the adder with subsequent data retention. The A input gating selects: the complement of bus 
data; register data; and the complement of register data. The B input gating selects: bus data; register data; and 
special trap markers or sign extend. 

The A input gating is further used to generate constants within the DATA PATHS. The simultaneous enabling of 
data and its complement into an oring gate (the 74H53 gate) produces a logical "1 " input. This logic certainly (X 
+ X = 1) is used within the A inputs on register data, with the A inputs bit segmented to provide different 
constants. This segmentation is used in conjunction with non-gating (no inputs enabled) which produces a logical 
"0" input. For example, the constant -2, (177776)8 , is produced by enabling data and its complement on bit 15 
through 01, and non-gating bit 00. The constant -1, (177777)8 , is produced by enabling data and its complement 
on all 16 bits. The constant +1, (000001 )8, and +2 (000002)8, use the carry input to the adder to provide a 
constant +1. For the constant +2, the A input gating is also used to produce an additional +1 with non-gating on 
bits 1 5 through bit 1 , and data and its complement on bit 00. 

The latches provide data storage for the A and B inputs to the adder. The 74H53 gate with its multiple inputs 
and the feedaround 74H00 gate provides a Set-Reset type of flip-flop. A simplified redrawing of the input gating 
emphasizes this: 




ADDITIONAL 
GATE AND 
DATA INPUTS 



DATA 



Figure 4-7 Latch Input Gating 
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Disabling the LATCH input with the GATE (GATE here representing any of the gating inputs) signal low results 
in the flip-flop being reset or cleared. The "0" side of the flip-flop, the ADDER INPUT, is high. Disabling the 
LATCH input with the GATE signal high loads the flip-flop with the DATA signal. If the LATCH signal is 
enabled before the GATE signal is removed, the DATA signal is stored within the latch. 

Storage of information within the DATA PATHS provides information across machine state boundaries. The 
first of two operands from REGISTER is stored while the second is being obtained. A write back into 
REGISTER with the data, a function of REGISTER output, is possible. Bus data is latched into the DATA 
PATHS, allowing the bus or peripheral read/write memory to finish their cycles. 

4.13.3 Adder 

A conventional MSI adder is used, two bits within each package. Each bit has a summation output(2), an A and 
a B input. Every two bits have a carry-out and a carry-in signal. All signals into and out of the adder are asserted 
at the low level. Note that if only one operand (A or B) exists in the adder (the other input zero) the adder is 
merely a through gate. 



4.13.4 Rotate/Shift Gating 

The rotate/shift gating on the adder output allows selection of certain data as the Data Path output. Selections 
include: the direct output of the adders; the adder output shifted (or rotated) one bit position right or left; and 
lower or upper segments (bytes) of the complete (16 bits) adder. The direct output is used in most instances (the 
adder is altering data or merely transmitting it). The shifted (or rotated) output is utilized with ROT/SHF 
instructions and when a signal bit left justification is required of an offset. The gating of segments (bytes) is used 
for: right justifying upper byte data for instruction manipulation (all byte data is right justified within the 
processor); the gating of output byte data to the upper bus data lines (they also appear on the lower data path 
outputs for Conditions Codes sensing); and for swapping upper and lower byte segments in the SWAB 
instruction. 

The output signal of the data path provides asserted data levels high. If the direct output is to be used, the 
output of the adder provides asserted data at the low level. 
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NOTES: 

I. PIN NOTATION THROUGHOUT IS ORDERED UPON MODULE PLACE- 
MENT IN THE KAIi PROCESSOR. MODULE REFERENCE ALONE IS 
OBTAINED BY DELETING THE NUMBER (SLOT LOCATION) AFTER 
THE FIRST LETTER, AND CONVERTING THE FIRST LETTER 
ACCORDING TO THE PIN NOMENCLATURE CHART AT RIGHT 

2. ALL SIGNALS THAT HAVE MODULE PINS ARE SO NOTED; 
MULTIPLE NOTATIONS OF THE SAME SIGNALS WITHIN A MOD- 
ULE HAVE THE PIN NOTED^ ON EACH. AN INPUT SIGNAL IS 
NOTED ONLY ONCE PER SHEET UNLESS SEPERATE PINS ARE 
USED; MULTIPLE INPUTS ARE CONNECTED. DATA FLOW IS 
FROM THE BOTTOM TO THE TOP. 



3. PROCESSOR SIGNAL SOURCE NOTATION (KIO-2, FOR EXAMPLE) 
IDENTIFIES THE SIGNAL SOURCE (PRINT AND MODULE). THE 
FIRST NUMBER AFTER THE K INDICATES THE MODULE PRINT , 
SET, WHILE THE SECOND INDICATES THE SHEET WITHIN THE 
SET F ON A PRINT, THE FIRST NUMBER OF THE K PREFIXES 
COINCDE FOR A SIGNAL NAME AND THE PRINT (SEE TITLE 
BLOCK), THE SIGNAL IS GENERATED ON THE MODULE. A 
DFFERENCE IN Th€ FRST NUMBER OF THE K PREFIXES IN- 
DICATES A SIGNAL GE^ERATED OFF THE MODULE. SIGNALS 
WITH A 'BUS" PREFIX REPRESENT A "WIRED OR" SITUATION, 
AND MULTPLE SOURCES FOR THE SIGNAL CAN EXIST 

4. DETAILS ON COMPONENTS ARE NOTED IN THE PARTS REFERENCE 
PLACEMENT IS NOTED IN THE COMPONENT PLACEMENT 
DIAGRAM. 

5.GND AND+5V ARE USUALLY PIN 7 AND PIN 14, RESPECTIVELY. 
EXCEPTIONS ARE: 
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4.14 DATAPATHS! 

Since the Data Paths are redundant and heavily concerned with selection, both input and output (K8-2 prefixes) 
signals are discussed. This module provides the data paths for bits <15:08>, most having common operation. The 
discussion will be ordered toward this upper portion of word data, with the exception for byte operation noted. 
Some of the gating signals reference wider bit segments than DATA PATHS 2 encompasses; extract appropriate 
bit segments for DATA PATHS 2. Multiple inputs of the same signal are occasionally used, as the M224 module 
accommodates different bit functions on DATA PATHS 1 and DATA PATHS 2. 

K8-2 D (15:08) H - provides the main data path output for bit 15 through bit 08 which is used for bus 
data, bus address (BAR input) or processor operands (REGISTER input). This output represents the 
complete interaction of present and past data paths gating and input data. 

K8-2 ADD (15:08) L provides the direct adder output of the data paths prior to the rotate/shift gating. For 
single shifts (or rotates) most of these outputs are used internal to the module, only the end bits are utilized 
elsewhere. For byte manipulation, the adder outputs are the input to the DATA PATHS 1 rotate/shift 
gating. In situations where the adder output is directly gated; it is the complement data of the main data 
path output. 

K6-3 GATE RIGHT 15/0 H enables the rotate/shift gating to transfer the (n* + 1) bit adder output to the 
n^h bit data path output. 

K6-3 GATE ADD 15/8 H enables the rotate/shift gating to transfer directly the n^h bit adder output to the 
n^h bit data path output. 

K6-3 GATE BYTE 15/8 H enables the rotate/shift gating to transfer the lower byte data (adder output bits 
07 to 00) to the upper data paths outputs, bits 15 to 08, respectively. 

K6-3 GATE LEFT 15/0 H enables the rotate/shift gating to transfer the n^h -1 bit adder output to the n^h 
bit data path output. 

KlO-4 RIGHT DATA 15 L provides proper rotate or shift data to the bit 15 data path output upon a right 
rotate or a right shift. See discussion on KlO-4 outputs. 

K7-2 ADD (07:00) L provides the inputs to the rotate/shift gates for the transfer of lower byte information 
to the upper byte by K6-3 GATE 1 5/8 H. 

K7-2 ADD 07 L provides the (n* -l) bit data for bit 08 on shift left or rotate left; gated by K6-3 GATE 
LEFT 15/0 H. 

K8-2 CARRY 15 L is the output carry from bit 15 of the adder. This is input data for the C bit of the 
STATUSword. ... 

K7-2 CARRY 07 L is the input carry to bit 08 of the adder, during addition in the data paths. 
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K8-2 A DATA 15 L provides the A input to bit 15 of the adder after input selection. Bit 15 is the sign bit 
of an arithmetic word and this output is used in calculating overflow for the V bit of Condition Codes. 

K6-2 LATCH A 15/0 H enables the A input latch to store the selected A input data for the load operation 
requires that this signal be disabled during the loading (to clear the latch) and enabled prior to data 
removal. Data remains stored until the disabling of the LATCH A 1 5/0 signal. If a subsequent load sequence 
omits the disabling of the signal (clearing) an "oring" of latch content and input data occurs. 
Simultaneously enabling of more than one input also effects this (the use of X and X to produce constants). 

K6-3 GATE A ^ R15/1 H enables the REGISTER output to the A input of the adder for bits 1 5 to 08. The 
signal inputs twice to all for the gating of the lower bit required of the M224 in DATA PATH 1 use. 

K6-3 A ^ R15/1 H enables the complement of the REGISTER output to the A input of the adder for bits 
1 5 to 08. The complement is provided by NAND gate inversion upon the module. The signal inputs twice 
to allow for the gating of the lower bit required of the M224 in DATA PATH 1 use. The simultaneous 
enabling of the true and complement of the REGISTER into the same adder input bit allows the generation 
of a "1" in that bit. The restriction of the gating signal to bits (15:1) allows flexibility in generating the 
constant in the low order bit (see DATA PATHS 1). 

K6-3 GATE A ^ -B D15/0 H enables the complement of buffered bus data to the A input of the adder. The 
complement is provided by NAND gate inversion upon the module. 

K8-2 B DATA 15 L provides the B input to bit 15 of the adder after input selection. Bit 15 is the sign bit 
for an arithmetic word and this output of the adder input is used in calculating overflow for the V bit of 
Condition Codes. 

K6-4 GATE B ^ B D15/0 H enables the buffered bus data to the B input of the adder. 

K6-2 LATCH B 15/0 H enables the A Input Latch to store the selected B input data. See discussion under 
K6-2 LATCH A 1 5/0 H for loading and storing. No "oring" takes place within the B latch. 

K6-4 GATE SEX H enables all Is into the B input latch bits (15:8) and effects the Sign Extension of 
negative byte data (sign bit is 1 ) through all bits of the upper byte when desired. The extension of a positive 
byte sign bit (sign bit is 0) utilizes the cleared state of the latches and requires no active signal. Multiple 
inputs both as gate and data signals accommodate diverse function of the M224 modules in DATA PATHS 
1 and DATA PATHS 2. 

K6-4 GATE B ^ R15/8 H enables the REGISTER output to the B input of the adder. 

K3-3 B D (15:08) provides the buffered bus data for the A and B adder input selection gates. Inversion of 
this data to produce the complement occurs on the modules. 

K5-2 R (15:08) (1) H provides the REGISTER data for the A and B adder input selection gates. NAND gate 
inversion of this data to produce the complement occurs on the module. 
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4.15 BUS INTERFACE & IR 

Besides the Instruction Register, the module contains: combination logic for output gating, address sensing, 
and data detection; the Bus Address Register (BAR); the processor Status word (STATUS); and the bus interface 
for BAR, STATUS and lower byte data (D<07:00». 

The instruction Register (IR <15:00>) accepts instruction data directly from the bus after input buffering; its 
outputs and decoded outputs are used throughout the processor for machine flow decisions and register address 
data. The Bus Address Register (BAR) is used by the processor and console for all bus addresses. Data input is 
directly from the DATA PATH outputs with the Unibus gated from the register, the register contents appear in 
the consoles ADDRESS REGISTER display. 
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Processor STATUS word occupies the lower byte of bus address (777776)8 and consists of three bits for Priority 
(ST<07:05)) and five bits for Condition Codes (T, N, Z, V, C). The upper portion is directly loaded from the 
DATA PATHS while the Condition Codes require the additional gating of CODES DATA and specific gating 
dependent on the last instruction. Also associated with the N, Z, V, and C bits are set and clear gating to 
implement the microprogrammed instruction to set or clear specific Condition Codes. The direct STATUS 
register outputs are used within the processor on PRIORITY, CODES DATA, IR DECODE and DATA PATH 
CNTL for data and for decision. 

The output of STATUS to the Unibus data lines is "wired or'ed" within the module to the Unibus output of 
lower byte data from the DATA PATHS. A minimum of module pins are expended in this arrangement. 
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NOTES 

1. PIN NOTATION THROUGHOUT IS ORDERED UPON MODULE PLACE- 
MENT IN THE KAll PROCESSOR. MODULE REFERENCE ALONE IS 
OBTAINED BY DELETING THE NUMBER (SLOT LOCATION) AFTER 
THE FIRST LETTER, AND CONVERTING ThE FIRST LETTER 
ACCORDING TO ThE PIN NOMENCLATURE CHART AT RIGHT 

2. ALL SIGNALS THAT HAVE MODULE PINS ARE SO NOTED: ^ 
MULTIPLE NOTATIONS OF THE SAME SIGNALS WITHIN A MOD- 
ULE HAVE THE PIN NOTED' ON EACH. AN INPUT SIGNAL IS 
NOTED ONLY ONCE PER SHEET UNLESS SEPERATE PINS ARE 
USED; MULTIPLE INPUTS ARE CONf^CTED. MOCXJLE OUTPUT '' 
SIGNALS ARE BROUGHT TO THE EXTREME RIGHT OF EACH 
SHEET 

3. PROCESSOR SIGNAL SOURCE NOTATION (KlO-2, FOR EXAMPLE) 
IDENTIFIES THE SIGNAL SOURCE (PRINT AND MODULE). THE 
FIRST NUMBER AFTER THE K INDICATES THE MODULE PRINT , 
SET, WHILE THE SECOfO INDICATES THE SHEET WITHIN THE 
SET F ON A PRINT, ThE FIRST NUMBER OF THE K PREFIXES 
COINCIDE FOR A SIGNAL NAME AND THE PRINT (SEE TITLE 
BLOCK), THE SIGNAL IS GENERATED ON THE MODULE. A 
DEFERENCE IN THE FIRST NUMBER OF THE K PREFIXES IN- '' 
DtCATES A SIGNAL GENERATED OFF THE MODULE. SlGJ'iALS 
WITH A "BUS" PREFIX REPRESENT A 'WIRED OR" SITUATtON, 
AND MULTPLE SOURCES FOR THE SIGNAL CAN EXIST. 

4. DETAILS ON COMPONENTS ARE NOTED IN THE PARTS REFERENCE, 
PLACEMENT IS NOTED W THE COMPONENT PLACEMENT 
DI/S(GRAM. 

5.6ND AND+5V ARE USUALLY PIN 7 AND PIN 14, RESPECTIVELY, , 
EXCEPTIONS ARE: 
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6. UNLESS OTHERWISE NOTED: RESISTANCE IS IN OHMS; 
CAPACITANCE ISMN PICOFARADS -CAPACITORS WITHOUT 
ANY NOTED VALUES ARE-OI MFD- 
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The module is essentially a register module (IR, BAR, STATUS) with its combinational logic directly related to 
the input, output or output (bus) control signals. Two signals (K9-2 GATE BUS ^ D H and K9-2 GATE BUS <- 
BAR H) are derived to gate data from the module to the Unibus. The remaining signals conserve back panel 
vwring by directly decoding the register output or the data inputs on the module. 

A discussion of these signals follows: 

K9-2 GATE BUS ^ D H enables the DATA PATH output to the Unibus. The data bus interface from 
DATA PATHS uses this for lower byte data on this module (prints K9-4 and K9-5) and on PRIORITY for 
upper byte data. The signal is usually enabled during the latter portion of DATO or DATOB processor 
operations with specific inhibit by the signals that enable the STATUS word or SR (console) to the bus. 

K9-2 GATE BUS ^ ST H enables the STATUS word to the Unibus. The signal is used only within this 
module (prints K9-4 and K9-5); and is active when STATUS is explicitly (instruction or console address) or 
implicitly (DATO in a trap sequence) addressed. 

K9-2 GATE BUS ^ BAR H enables the BAR output to the address lines of the Unibus. This signal is used 
only within the module and is active whenever the console or the processor is in control of the bus (K 1 3-4 
' PROC CNTL H). 

K9-2 REG ADRS H detects in the BAR the bus addresses assigned to the processor registers, (777700)8 to 
(777717)8. These addresses are not detected in the processor and are used only by the console. During 
console operation the signals are used: to inhibit the start of the processor clock for EXAM and DEP (Kl-3 
P CLK RESTART) to select the BAR address input to REGISTER (K4-3 GATE RA <- BAR) and to write if 
a DEP (K4-3 W/ENABLE 15/8 L and K4-3 W/ENABLE 7/0 L); to gate the REGISTER output to the B 
input (K6-4 ENABLE B <- RL); and to limit the console incrementing (for EXAM and DEP) to one for 
REGISTER addresses (K6-5 ADD (+2) L. After inversion (K4-3 REG ADRS L) the signal inhibits an entry 
into BSR 1 for EXAM or DEP. 

K9-2 ST ADRS H detects in the BAR the bus address assigned to the processor's STATUS word, 
(777776)8 ■ This address is used only when the STATUS word is directly addressed by an instruction or the 
console. On a read from STATUS, the word is gated onto the bus and the processor suppUes the SSYN 



signal in response to its own MSYN signal. In this bus operation, the ST ADRS signal is used: to enable the 
STATUS word to the bus (K9-2 GATE BUS <- ST H) and to load the processor's SSYN flip-flop (K13-3 
SSYN (1) H). The load to STATUS is done off the DATA PATHS outputs, through CODES DATA, 
without a bus cycle. The ST ADRS signal is used here: to inhibit the usual bus cycle entry (K2-3 DATO 
ENTRY H); to inhibit the write to REGISTER (K4-3 W/ENABLE 7/0 L and K4-3 W/ENABLE 15/8 L); 
and to enable the DATA PATHS to STATUS (KlO-4 GATE ST ^ D H) with appropriate clocking (KlO-4 
CLK N, Z, V, H, KlO-4 CLK C H and KlO-4 CLK T H). 

K9-2 SR ADRS H detects in the BAR the bus address assigned to the console's SWITCH REGISTER, 
(777570)8. This address is used only when the SWITCH REGISTER (SR) is directly addressed by an 
instruction. A pseudo bus operation, similar to the reading of STATUS, is done. The SR is gated to the bus 
(K13-2 GATE BUS <- SR H) and SSYN (K13-2 SSYN (1) H) is used. 

K9-2 D 15/8 ZERO L detects all zeros on the upper byte data from the DATA PATHS. The signal is used 
to detect a stack address less than (400)8 and set the stack OVer FLow Flag (K12-2 OVFLF (1) H). 

K9-2 D 15/0 ZERO L detects all zeros on the complete word from DATA PATHS. The signal is gated 
within CODES DATA as the Z bit word data (Kl 1-2 Z DATA H). 

K9-2 D 7/0 ZERO L detects all zeros on the lower byte data from the DATA PATHS. The signal is gated 
within CODES DATA as the Z bit byte data (Kl 1-2 Z DATA H). 

K9-2 BAR <17:16) (1) H provides the upper two bits of the Bus Address Register and are used in the 
console's ADDRESS REGISTER display. These bits are in excess of the 16 bit data and address paths of 
the KAl 1 and accommodate future expansion. The bits are set if an address has D bits (15:13) set; they are 
cleared otherwise. These outputs are: 

BUS A (17:16) L provides the proper Unibus "wire or'ed" signal for bits (17:16) of the Bus Address 
Register. 



(continued on page 4-58) 



K9-2 GATE BUS ^ ST H = SERVICE * ISR3 * BSR (15+14+12+8) * BBSYF (1) + ST ADRS * PROC CNTL * SSYN (1) 

K9-2 GATE BUS ^D H = BSR (15+14+12+8) * BBSYF (1) * [- GATE BUS ^ SR + - (GATE BUS <- ST)] 

K9-2 GATE BUS <- BAR H = PROC CNTL 

K9-2 REG ADRS H = BAR17 (1) * BAR16 (1) * BAR15 (1) * BARK (1) * BAR13 (1) * BAR12 (1) * BARl 1 (1) * BARIO (1) * BAR09(1)* BAR08 
(1) * BAR07 (1) * BAR06 (1) * BAR05 (0) * BAR04 (0) 

K9-2 D 15/0 ZERO L = - D15 * - D14 * - D13 * - D12 * - Dl 1 * - DIO * - D09 * - D08 * - D07 * - D06 * - D05 * - D04 * - D03 * - D02 * - DOl * - DOO 

K9-2 D 7/0 ZERO L = - D07 * - D06 * - D05 * - D04 * - D03 * - D02 * - DOl * - DOO 

K9-2 ST ADRS H = BAR17 (1) * BAR16 (1) * BAR15 (1) * BAR14 (1) * BAR13 (1) * BAR12 (1) * BARl 1 (1) * BARIO (1) * BAR09 (1) * BAR08 
(1) * BAR07 (1) * BAR06 (1) * BAR05 (1) * BAR04 (1) * BAR03 (1) * BAR02 (1) * BAROl (1) * BAROO (1) 

K9-2 SR ADRS H = BAR17 (1) * BAR16 (1) * BAR15 (1) * BAR14 (1) * BAR13 (1) * BAR12 (1) * BARll (1)* BARIO (1) * BAR09 (1) * BAR08 
(1) * BAR07 (1) * BAR06 (1) * BAR05 (1) * BAR04 (1) * BAR03 (1) * BAR02 (0) * BAROl (0) * PROC CNTL 

K9-2D 15/8 ZERO L = -D15 *-D14*-D13 *-D12 *-Dll * - DIO * - D09 * - D08 
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K9-3 IR <15: 12) ( 1) H provides the Instruction Register output for bits <1 5 : 1 2> that are used for instruction 
decoding on IR DECODE. Bit 15 is also directly used to generate a byte sign extension (K6-4 SEX H and 
K6-4 GATE SEX H) on a MOV to REGISTER. 

K9-3 IR <11:09> (0) H provides the Instruction Register output for bits <1 1 :09) that are used for instruction 
decoding on IR DECODE. 

K9-3 IR 09 (1) H provides the Instruction Register output for bit 08 that is used for instruction decoding 
on IR DECODE. Bit 08 is also used as address data to the REGISTER for the instruction SOURCE base 
register. 
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K9-3 BAR <15:08> (1) H provides the Bus Address Register outputs for bits (15:08> and are used in the 
console's ADDRESS REGISTER display. 

BUS A (15:08) H provides the proper Unibus signals for bits (15:08) of the Bus Address Register. 
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K9-4 BAR <07:04> (1) H provides the Bus Address Register output for bits <07:04> and are used in the 
console's ADDRESS REGISTER display. 

BUS A (07:04) L provides the proper Unibus signals from bits (07:04) of the Bus Address Register. 

K9-4 B D (07:04) H is the Unibus buffered inputs for bits (07:04) of lower byte data. The signal is used 
directly on the module by the Instruction Register (IR (07:04)) and as inputs to DATA PATHS. 

K9-4 IR (07:06) (1) H provides the Instruction Register output for bits (07:06) that is used for instruction 
decoding on IR DECODE. These bits are also used as address data to the REGISTER for the instruction 
SOURCE base register. 

K9-4 IR (05:04) (0) H provides the Instruction Register output for bits (05:04) that are used for instruction 
decoding on IR DECODE. The output of IR04 is also used on BUS INTERFACE & IR to set or clear the 
Condition Codes N, Z, V, or C in the OPR instruction. 
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BUS D (07:04) L provides the Unibus interface for lower byte data from the STATUS word and DATA 
PATHS for bits (07:04). The gated outputs of each of these data sources are "wire or'ed" within the 
module. The enabling gates are activated separately (K9-2 GATE BUS ^ D H or K9-2 GATE BUS ^ ST H). 

K9-4 ST (07:05) (1) H is the processor priority of the STATUS word and is used on PRIORITY in deciding 
bus control. This section of status is loaded directly from the DATA PATHS outputs by a loading signal, 
K10-4CLKTH. 

K9-4 T (I) H is the Trace (T) bit of the Condition Codes and is used to set the TRACE flip-flop on FLAG 
CNTL. The T bit is bit 04 of the STATUS word and is loaded (K7-2 D04 H) and gated to the bus (BUS D04 
L) accordingly. 
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K9-5 BAR <03:00> (1) H provides the Bus Address Register output for bits <03:00> and is used in the 
console's ADDRESS REGISTER display. The bits <03:00> are also used as address data to the REGISTER 
for EXAM and DEP console operations. Bit 00 indicates whether a processor bus address is odd or even and 
is used: to initiate an odd address error (KlO-3 ODD ADRS ERR L); and to provide for extra machine 
cycles if an upper byte operand must use the rotate/shift gating first for instruction operation (K6-3 
EXTRA H and K2-2 SHIFT ISR H) and then for shifting the data (K6-3 GATE RIGHT 15/8 H). 

K9-5 BAR 00 (0) H provides an addition output for bit 00 of the Bus Address Register; this output is used 
to allow the normal shift or rotate operation (K6-3 GATE LEFT 15/0 H or K6-3 GATE RIGHT 15/0 H) 
during ISR 15 or to inhibit it because it has previously occurred. 

BUS A (03:00) L provides the proper Unibus signals from bits <03:00> of the Bus Address Register. 

K9-5 BD <03:00) L provides the proper Unibus signals from bits <03:00) of lower byte data. The signal is 
used directly on the module by the Instruction Register (IR <03:00> and as inputs to DATA PATHS. 

K9-5 IR 03 (0) H provides the Instruction Register output for bit 03 that is used for instruction decoding 
on IR DECODE. The complementary output of IR03 is also used to set or clear the N bit of Condition 
Codes in the OPR instruction. 

K9-5 IR (02:00) (1) H provides the Instruction Register for bits (02:00) that is used for instruction 
decoding on IR DECODE. These bits are also used as address data to the REGISTER for the DEST base 
register and to set or clear bits Z, V or C of the Condition Codes in an OPR instruction. 
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BUS D (03:00) L provides the Unibus interface for lower byte data from the STATUS word and DATA 
PATHS for bits (03:00). The gated output of each of these data sources are "wire or'ed within the module. 
The enabling gates are activated separately (K9-2 GATE BUS ^ D H or K9-2 GATE BUS ^ ST H). 

K9-5 N (I) H is the Negative (N) bit of the Condition Codes and is used on IR DECODE as a BRANCH 
instruction enabling condition. The N bit is bit 03 of the STATUS word, reflecting last operands data, and 
is loaded (Kl 1-2 N DATA L) and gated to the bus (BUS D03 L) accordingly. 

K9-5 Z (1) H is the Zero (Z) bit of the Condition Codes and is used on IR DECODE as a BRANCH 
instruction enabling condition. The Z bit is bit 01 of the STATUS word, reflecting last operand's data, and 
is loaded (Kl 1-2 V DATA L) and gated to the bus (BUS DOl L) accordingly. 

K9-5 C (1) H is the Carry (C) bit of the Condition Codes and is used: on IR DECODE as a BRANCH 
instruction enabling condition; for data in ROTATE instructions (KlO-4 I RIGHT DATA 07 L); for 
enabling an increment if carry (KlO-4 CARRY INSTR H); and for enabling a decrement if carry (K6-3 
ADD (-1) L). The C bit is bit 00 of the Condition Codes, reflecting last operands data, and is loaded (KlO-4 
C DATA H) and gated to the bus (BUS DOO L) accordingly. 
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4.16 IR DECODE 

The module decodes instructions and address modes. Decoders use the instruction register (IR) contents as input 
data; decode the instructions; and provide appropriate instruction signals, used throughout the machine for bus 
flow and time state alterations. IR 14/12 DCDR (El) decodes bits 14, 13, and 12 of the instruction word to 
detect the double operand (Binary) instructions. IR 11/9 DCDR (E7) decodes the Branch instructions. IR 8/6 
DCDR (E27) decodes the single operand (Unary) instructions excluding the Rotate/Shift instructions. IR 7/5 
DCDR (E45) decodes the SWAB, Condition Codes OPR and JMP instructions. IR 2/0 DCDR (E54) decodes the 
OPERATE GROUP of instructions (HALT, WAIT, RTI, TRT, lOT, RESET). ADRS MODE DCDR (E/8) inputs 
are switched between SOURCE and DEST major states. In SOURCE, IR bits 03, 04, 05, the address mode field, 
are gated by Kl-4 B SOURCE (1) H. In DEST, IR bits 09, 10, 11, the address mode field, are gated by Kl-4 B 
DEST (1) H. Decoded address modes are gated with ISR time states to detect completion of address calculation 
(KlO-3 ADRS DONE L). 
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Decoded Branch instructions are gated with STATUS word Condition Codes to test that conditions for the 
branch are met. Verification of conditions provides KlO-2 BRANCH H to alter machine time states. 

Special TraP Marker vector addresses (K12-3 STPM <02:01» are formed to service the OPERATE GROUP trap 
instructions. KlO-4 INSTR STPM <02:04> reflect the specific instruction and gate with K12-3 TRAPF (1) H to 
provide the appropriate address. 

Combinational logic provides the input gating and clocking for the STATUS word. Clock signals are separated 
(CLK N, Z, V; CLK C; CLK T) to alter portions of the STATUS word at times dependent upon decoded 
instructions. Input data for the C bit of STATUS is provided (KlO-4 C DATA H); appropriate data is gated by 
the specific instruction. 

For Rotate/Shift instructions, the input data for DATA PATH bits D14, D07, DOO is provided by KlO-4 RIGHT 
DATA 07 L, KlO-4 RIGHT DATA 15 L, K 10-4 LEFT DATA 00 L. 



-9ZAIAI SD a 2 





PARTS REFERENCE 






ITEM 
NO 


DRAWING REFERENCE 


DESCRIPTION 


PART NUMBER 


QUANTITY 


1 


EI.E7.EI8,E27.E45.E54 


82 SIB I.e. 


19 ©9594 


6 


J 


E2£5£6.E8,EI6.E17,E2©.E2I,E24.E37.E38 


DEC 7400N I.e. 


19 05575 


16 




E40.E44£49.E52,E59 








3 


E3,E4,EII£I4.EI5,E22.E25£34£4I£43 


DEC 7A(blN IC: 


1-9 (S9<J)(J4 


14 




E46£47£50,E5I 








4 


E9£IO£26jE57 


DEC 743©N I.e. 


19 05578 


4 


5 


Eii£25:E34>E36.E53>E58 


DEC 745Sn I.e. 


I3®558(Z) 


6 


6 


Ei3.E3lE55£6(Z) 


DEC 7420N I.C: 


1905577 


4 


7 


E19.E3UE33.E48£56 


DEC 74I0N T.C. 


19 05576 


5 


8 


E23,t35 


DEC 7453N t.C. 


19 05582 


2 


S 


E28£42.E6I 


DEC 88I5A I.e. 


19 09713 


3 


10 


E3S 


DEC 746©N i.e. 


iSfcsSi 


1 


II 


ci-to?5.C35-C6l 


.61 M^D.I(&(JV,2iZ)'/. CAf. 


!fflSl6l(J 


60 


12 


e6^t64.C34 


i.8MFD.35V.20y. CAP. 


10 00067 


4 
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NOTES: 

I. PIN NOTATION THROUGHOUT IS ORDERED UPON MODULE PLACE- 
MENT IN THt KAII PROCESSOR. MODULE REFERENCE ALONE IS 
OBTAINED BY DELETING THE NUMBER (SLOT LOCATION) AFTER 
THE FIRST LETTER, AND CONVERTING THE FIRST LETTER 
ACCORDING TO THE PIN NOMENCLATURE CHART AT RIGHT 

2. ALL SIGNALS THAT HAVE MODULE PINS ARE SO NOTED; 
MULTIPLE NOTATIONS OF THE SAME SIGNALS WITHIN A MOD- 
ULE HAVE THE PIN NOTED ON EACH. AN INPUT SIGNAL IS 
NOTED ONLY ONCE PER SHEET UNLESS SEPERATE PINS ARE 
USED? MULTIPLE INPUTS ARE CONNECTED. MODULE OUTPUT 
SIGNALS ARE BROUGHT TO THE EXTREME RIGHT OF EACH 
SHEET 

3. PROCESSOR SIGNAL SOURCE NOTATION (KIO-2, FOR EXAMPLE) 
IDENTIFIES THE SIGNAL SOURCE (PRINT AND MODULE). THE 
FIRST NUMBER AFTER THE K INDICATES THE MODULE PRINT 
SET, WHILE THE SECOND INDICATES THE SHEET WITHIN THE 
SET IF ON A PRINT, THE FIRST NUMBER OF THE K PREFIXES 
COINCIDE FOR A SIGNAL NAME AND THE PRINT (SEE TITLE 
BLOCK), THE SIGNAL IS GENERATED ON THE MODULE. A 
DFFERENCE IN THE FIRST NUMBER OF THE K PREFIXES IN- 
DICATES A SIGNAL GENERATED OFF THE MODULE. SIGNALS 
WITH A "BUS" PREFIX REPRESENT A "WIRED OR" SITUATION, 
AND MULTPLE SOURCES FOR THE SIGNAL CAN EXIST 

4. DETAILS ON COMPONENTS ARE NOTED IN THE PARTS REFERENCE, 
PLACEMENT IS NOTED IN THE COMPONENT PLACEMENT 
DIAGRAM. 

5.6ND AND+5V ARE USUALLY PIN 7 AND PIN 14, RESPECTIVELY. 
. EXCEPTIONS ARE: 



COMPONENT PLACEMENT 



IC TYPE 
DEC ^81 ^ 


GNO 
PIN 10 


+ 5V 
PIN 4 


DEC 7482 


PIN II 


PIN 4 


8251 


PIN 8 


PIN 16 


DEC 8271 


PIN 8 


PIN 16 


DEC 380 


PIN 1 


PIN 8 


DEC 384 


PIN 1 


PIN 8 



6. UNLESS OTHERWISE NOTED.' RESISTANCE IS IN OHMS; 
CAPACITANCE IS IN PICOFARADS. CAPACITORS WITHOUT 
ANY NOTED VALUES ARE .OIMFD 





C6 


C5 r 

Cll 

J' 

C22 r 

C27 r 

C32 

ffO[ 
ff [ 

C45 
n 


E4 

ElO 

EI6 

E2I 
E26 
C 


-|C4 
CIO 

]Q 

CI6 

]D 

e2i 

-|C26 

M> 
] 

C38 

]! 

-tC44 
-|C47 

C55 


1 E3 
|E9 

E15 


C3 
C9 

C20 

]D 

C25 
]i 

C30 
][] 

-,C37 

C43 

J 

1 


C2 ri 
C8 ^7 

rr^? ( 

C9 
EI9 |l r 
02 

:18 C23 
E24|J [ 

C29 

E30 1 n C 

C36 


1 1 
C62 








> 


1 E6 1 II 1 E 5 


El 1 


A 


1 EI2 1 1 Ell 


E7 1 






EI3 1 






|EI7 






1 1 '■ 






1 E22 


E20 






Vs 


EI8 1 




\^ 


1E28I |e27 
C^ 


1 




E25 






> 


E23 1 






E32 

E38 

E44 
E47 


1 E3I 
E37 

E43 

4 

1 E54 


. 1 




1 E34 1 


E29 1 

C64 '" 
1 1 

e35 


1 






'Y 


1 E40 1 U 


"6 1 [ 


E35III 


> 


|E46 1 |E45 
C49 


Jl [ 

C48 , 
C50 

r 








E4I 1 






E42 |i "L 
C53 






- |E49 1 |E48 
C5I 
|E5I ID 

r=, E50 

, ^57 

|E57 1 

|E56 
CfeO 

Cfel 
1 E61 1 








C34 

r- 1 










S\ 


E53 |[ ^ 

ess 
n 


C52 
E52 IQ 


): 


E55 


z/ 


E58 1 U 







PIN NOMENCLATURE 


MODULE 


PROCESSOR 


A 


C 


B 


D 


C 


E 


D 


F 



C04A2 



+ 5V 



JCI JC2 |C3 JC4 JC5 JC6 Jc7 Jc8 JCS Jci^i jCII |CI3 |ei4jCI5 |CI6 |ei7 JC62 
T^ "T^ "T^ T* 'T^ "T^ "T^ "T^ 'T^ T*" T^ T^ "^ H^ T^ "T"^ 'T^o. 
D04A2l~^ 



.8 MFD 



E«!)4A2 



4-5V 1^04 A2 



C04e2 
C04TI 



JCI2JCI8 |CI9jC20|C2lJC22JC23JC24jC25|C26|C27jC28jC29jC30J_e3lJC32jC33jC 

TT"TT"'TT^'FT~T~T'T'TTT'T^TT 'p 6.8 MFD 



JC35jC36|C37|C38|C39|C40|C4l|C42 |C43 | C44|e45lC46 I C47lC48|C49| C 5M C64 

TTTTTTTTTTTT-TTTTT ' 



6.8 MFD 



JC 50_jC 52jC53_[C54|C55jC56_[C 57|C58_[C 59_|Cfe0_[C6l_J_e34 

T T TTTT TT T T"T t^^ ^^^ 



D04C2 E04C2 F04C2 ± 
D04TI E04T1 F04T1 




](f'Ji^/l]o 
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KlO-2 RSVD INSTR L detects an instruction code other than those specified in the KAl 1 repertoire. 

KlO-2 ADD L detects an aADD instruction. 

KlO-2 SUB L detects a SUBtract instruction. 

KlO-2 BINARY L detects a double operand (Binary) instruction. 

KlO-2 BINARY BYTE OP L detects a double operand (Binary) byte instruction. 

K10-2JSRL 

K10-2BISL 

K10-2BICL 

K10-2BITL 

K102CMPL 

K10-2MOVL 

K 10-2 TRAP L 

KlO-2 ROT L detects any Rotate instruction. 



>• detect their respective instructions 



KlO-2 ROT RIGHT H 
KlO-2 ROT LEFT H 



detect specific Rotate instructions 



KlO-2 ROT/ SHE L detects any Rotate/ Shift instruction. 



KlO-2 Rot/SHE R H 
K 10-2 ROT/SHE LH 



detect specific Rotate/Shift instructions. 
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KlO-2 BRANCH H detects that a Branch instruction was verified for execufion. 

KlO-2 TRUE BR L detects a verified Branch instruction that is dependent on appropriate Condition Codes 
being set. 

KlO-2 FALSE BR L detects a verified Branch instruction that is dependent on the appropriate Condition 
Codes being clear. 

K 10-2 BR L detects an unconditional branch. 

K 10-2 BR INSTR H detects any Branch instrucfion. 

K10-2TSTL 

K10-2SBCL 

K10-2ADCL 

K10-2NEGL 

K10-2DECL 

K10-2INCL 

K10-2COML 

K10-2CLRL 

KlO-2 UNARY L detects a single operand (Unary) instruction. 



detect their respective instructions. 



[]ra*in| and ipacification^ t 
•rty of Oi»iUi Equipmsnl Corpctation • 
r*(>roduc«d or copt«d t" "'" '" 



K9-3 IRIS COh 



K9-3 IRIA 0)H 
K<5-3 IRI3 COH 
K9-3 IRIZ COH 



K9- 5 C CI) H 



K"?- 5 V CO H 



K9-5 Z COH 
K9-5 N COH 



C(J4L2 



Cs84 HI 




C04. D2 



C^4Fa 



C*4-Td 



C04 A I 




K9-3 IRI I 0)L 



K.9-3 IRII0 COU 



C0 4 Na 



C(JA pa 



K9-3 IR09 COL • 




M0-Z IRI 1 COH 



Kl(2i-a IRI<i COH 



Kl(2-Z IRCi9 (OH 
M J 



I-92ZLM S3 a 2 



-3 PoVD OPS H- 



Kl(2:>-3 DEST MODE <3 l '~^^^ 




9D, 
6>. 



-AiiiRii/ssb-B- 

DCDR4b^ 



ao^ 



-KI<Z-ZIR15«L 




K9-3 IR08 (OH 



K9-4IR07 (OH 



K9-4IR(2)6 0)H^^^^ 






Kll^-Z UNARY L 



■ KI0-Z IRI 1/9 DCDR 05 L 





-KI0-Z R5VD IMSTR L 
Ca)4MI 



Kl(2-2 ADD L 



C(Z4tVia 



C04EI 



K\l2>-Z SUB l_ 
KlCi-Z BINARY L. 



KI0-Z ^ADDi-SUB) H 



-KI5«-£ BINARY BYTE OP H 
C04DI 



Cg4C) 



Ca4K2. 



C04ja 



Cg4Ha 



004 Kl 



C04JI 



-KI0-2 RSVD ROT H 



KI0-2 JSR H 
KI0-Z JSR L 

- K10-2 BIS l_ 

- K\0-Z BIG L 
• K\ffi-Z BIT L 

■ Kl©-?. CMP L 

■ K\<&-Z MOV l_ 





KI0-a IR^iV (1) L 



£ EMT L 




-K10-2 ROT/SHF H 




K10-a TRAP L 
K10-a ROT L 
K\ai-2 ROT RIGHT H 



£"25 ^ 13 




-M0-a ROT LEFT H 

-Ki0-£ IR0fe C)L 
-KI0-2 5HF L 

-KI0-a SHF RIGHT H 



EB0\e ^1^.2 (ROT WDi-5HF)H 



C04L\ 



Kl(Zi-Z ROT/SHrL 



f22 ) 4 D04Ha j^j0.2. ROT/SHF R H 
74<2i2.y 




5 ^7^62' ^'^^^^ ^'<^^ ROT/SHF L H 



•K10-Z ROT BYTE H 





— KI0-2 TRUE BR L 
D2i4DI 



KI0-Z BRANCH H 



— Kl<^-£ FALSE BR L 

C04R2 



KI0-2. BR L 



Kldi-Z BR INSTR H 



KI0-2 T5T L 



IR8)6! 
DCDR' 
8251 



-D^iCI_ f^l0.2. SBCL 



■K\0-£. ADC L 
- K10-£ NEG L 



KI0-2 INC L 
K\0-2 COM L 



P'^^^^ KI0-ZDgC L 



-P^*^^^ K10-2 CLR L 



FIRST USED ON OPTIOIVMOOEL 
PDP II 



UNLESS OTHERWISE SPECIFIED 



UNLESS OTHERWISE SPECIFIED 
DIMENSION IN INCHES 

TOLERANCES 

DECIMALS FRACTIONS ANGLES 

* .005 ± 1/64 ~ 0°30' 

FINAL SURFACE QUALITY / 

REMOVE BURRS AND BREAK SHARP 

CORNERS 



MATERIAL 



\ V 



^^ V 




NEXT HIGHER ASSY 

A-ML-KAII- 

SCALE A \ 



IR DECODE 
M726 KI(^-2 



cs 



NUMBER 

M 726- 0-1 

I I I I I I I 



REV 

A 
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KlO-3 SWAB L 

K10-3CCOPH 

K10-3JMPL 

K10-3RTSH 

K 10-3 RESET L 

K10-3IOTL 

K10-3RTIL 

K10-3WAITL 

K 10-3 HALT L 

K10-3TRTL 



>- detect their respective instructions 



KlO-3 CHANGE CODES L gates direct set and direct clear signals to the Condition Code flip-flop as 
directed by a CC OP. Change occurs in ISRl of FETCH major state. 

KlO-3 ILL INSTR L detects an ILLegal instruction (JMP or JSR with register mode destinations). 

KlO-3 RSVD OPS H detects instruction codes ReSerVeD for future instructions and is used as a component 
of K 10-2 RSVD INST L. 

KlO-3 (U-i-R/S) H detects a Unary or Rotate/Shift instruction. 

KlO-3 BYTE OP H detects a byte instruction from IR bit 1 5 in the (1 ) state. 
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KlO-3 ODD ADRS ERR L detects a reference to a word at an odd address. 
KlO-3 (U-i-B-hR/S) L detects a Unary or Binary, or Rotate/Shift instruction. 

KlO-3 SOURCE MODE L 

K10-3DESTMODE0L 

K10-3REG6L 

KlO-3 ADRS MODE (4-1-5) L 

KlO-3 ADRS MODE (6^-7) H 

KlO-3 ADRS MODE (3-i-5-h6-h7) H 

K10-3ADRSMODE5L 

K10-3ADRSMODE4L 

Kia3ADRSMODE2L 



>- detects these respective addressing modes 



KlO-3 ADRS DONE L detects the last bus cycle for address calculation in SOURCE and DEST major 
states. Address modes 1, 2, 4 requiring one bus cycle, complete in ISRl. Modes 3, 5, 6 requiring two bus 
cycles, complete in ISR3. Address mode 7 requiring three bus cycles, completes in ISR7. The signal is used 
to alter machine flow (K2-2 ISRO L) and suppress the data acquisition cycle for JMP or JSR instructions 
(K6-2 DATA WAITl L and K13-3 MSYNl H). 



KlO-3 ADRS BIT 1 H detects IR bit 10 in SOURCE major state and IR bit 04 in DEST major state. 
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KlO-4 RTI H detects a return from interrupt instruction. 

KlO-4 CLK N, Z, V H provides the clock signal for the N, Z, V bits of the STATUS word. Generated by 
specific instruction and time state combinations gated with Kl-2 S CLK L. 

KlO-4 CLK C H provides the clock signal for the C bit of the STATUS word. 

KlO-4 GATE ST ^ D H provides enabling signal to gate data from DATA PATHS 1 to the processor 
STATUS word when the STATUS word is the destination. 

KlO-4 CLK T H provides the clock signal to the T bit and priority bits of the STATUS word. 

KlO-4 GATE C H enables the carry data from the adder in the DATA PATHS to the data input of the C bit 
of the STATUS word. 

KlO-4 GATE V H enables data from the data paths to the data input of the V bit of the STATUS word for 
arithmetic overflow indication. 

KlO-4 GATE ROT/SHF H enables the exclusive oring of the N and C bits on Rotate operations and enables 
data to the C bit for Rotate/ Shift instructions. 

KlO-4 CARRY INSTR H enables setting of the carry flip-flop for instructions requiring a +1 constant in the 
EXECUTE major state. 

KlO-4 A ^ DEST/INSTR H used to enable K6-4 GATE A ^ -B D15/0 H for instructions that require 
complemented bus data to be put into the A latch. 

KlO-4 GATE B/ISRl H enables K6-4 ENABLE B ^ RH in ISRl of EXECUTE for BIS, JSR, CMP, and 

MOV instructions. 



KlO-4 GATE B/ISRO H disables K6-4 ENABLE B ^ RH in ISRO of EXECUTE for MOV, JSR, and CLR 

instructions. 

KlO-4 TRAP INSTR H detects a Trap instruction. 

KlO-4 SVC <- F INSTR H enables ISR ^ 0, 2/SERVICE for Trap instructions to take the processor from 
ISRl of FETCH to SERVICE and ISRO. 

KlO-4 INSTR STPM (04:02) H provide the gating signals for appropriate vector addresses for servicing trap 
instructions (K12-3 STPM 04, STPM 03, STPM 02). 

KlO-4 ROT/SHF C DATA H provides the input data to the STATUS word C bit for Rotate/Shift 
instructions. 

KlO-4 C DATA H provides the data input to the STATUS word C bit. 

KlO-4 RIGHT DATA 15 L provides the input data to bit 15 of the DATA PATH for Rotate/Shift Right 
Instructions. For Rotate Right it is the C bit of STATUS; for Arithmetic Shift Right it is bit 15 of the 
adders. 

KlO-4 LEFT DATA 00 L provides input data to bit 00 of the DATA PATH for Rotate/Shift Left 
Instructions. For Rotate Left it is the C bit; for Arithmetic Shift Left it is a zero. 

KlO-4 RIGHT DATA 07 L provides the input data for bit 07 of the DATA PATH for Rotate/Shift 
instructions. For Rotate Right and Arithmetic Shift Right it is DATA PATH bit 08; for Rotate Right Byte 
it is the C bit and for Airthmetic Shift Right Byte it is DATA PATH bit 07. 



K10-4GATE ST^DH = ISR8 * (SERVICE - RTI) + ST ADRS [ISR 15 * (U + B + R/S) * (ISR ^0. 2/SERVICE) * -TEST *(- DEST MODE 0) + 
CSRO * DEP] 



KlO-4 CLK N, Z, V H = SCLK * [- B EXEC (1) * - EXTRA 
ISR 1 5 *-BlC*- BIT* EXTRA] 



ISR 3 * BIC * BIT + - (GATE ST <- D) + - (ISR <- 0. 2/SERVICE) * - (U + B + R/S) * - 



KlO-4 CLK C H = CLK N, Z, V + S CLK (BIS + BIT + BIC + MOV + DEC + INC] 

KIO-4 CLK T H = (GATE ST ^ D) * S CLK 

KlO-4 GATE - C H = - (GATE ST -^ D) * - ROT/SHF {COM + NEG + SUB + CMP + SBC * C ( 1)} 

Kia4 GATE C H = - GATE - C * - GATE ROT/SHF 

KlO-4 GATE V H = - (GATE ST ^ D) * - GATE ROT/SHF 

K 10-4 GATE ROT/SHF H = - (GATE ST:^ D) * ROT/SHF 

KlO-4 CARRY INSTR H = B C ( I ) * ADC + SUB + NEG + INC + CMP 

KlO-4 A -^ DEST/INSTR H = BIT + BIC + CMP + COM + NEG 

KIO-4 TEST H = BIT -H TST -h CMP 

K10-4GATEB/ISRI H = BIS + JSR -h CMP h- MOV 

KIO-4 GATE B/ISRO H = MOV -h JSR + CLR 

KlO-4 TRAP INSTR H = HALT + RSVD INSTR + ILL INSTR + TRT + lOT + RESET + TRAP + EMT 

KlO-4 SVC *- F INSTR H = TRAP INSTR + WAIT -i- CC OP + BR INSTR + - BRANCH 

KlO-4 INSTR STPM 04 H = lOT + TRAP -i- EMT 

KIO-4 INSTR STPM 03 H = EMT + TRAP + TRT + RSVD INSTR 

Kia4 INSTR STPM 02 H = TRAP + TRT -^ ILL INSTR 

KlO-4 ROT/SHF C DATA H = HIGH C DATA * ROT/SHF L + (- ADD 00) * ROT/SHF R 

K10-4CDATA H = (ADD 00 +- GATE ST ^ D) * {CARRY DATA -H - (GATE -C) | * { - (CARRY DATA) -^ - (GATE - C) } *|-(GATE ROT/SHF) -h 
- (ROT/SHF C DATA)} 

KIO-4 RIGHT DATA 15 L = - HIGH C DATA * SHE RIGHT 4- C ( I ) * ROT RIGHT 

KlO-4 LEFT DATA 00 L = C ( I ) * ROT LEFT 

KlO-4 RIGHT DATA 07 L = - ACROSS DATA * (ROT WD + SHE) + C (1 ) * ROT BYTE 
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•fty of OifAsl Equipment C 
reproduced or copiod or u 
ttM tM*n tor tt>« m«nwfKtur« or uie of itotnt wtthout 



K&- 3 EXTl^ H 

K/(^'-^ 8IC L 

KI0-Z BIT L 

KI(2i-Z.BIS L 

KI0-d BIT L 

KI(Z)-Z BIC L 

KI(2-2MOV l_ 

KlO-aDEC L 

Kia»-2TNC L 

Kl(Zi-Z COM L 

KI0-2 SUB L 

KlCJ-eCMP L 

KKZ)-2SBC L 



Ke-5 C {\)U 



KI0-2 NE.& L 



KI0-ZTST L 
KK25-ZJSR L 



K1(Z>-2CLR L 

KI0-3 HALT l_ 

Kll^-Z RSVD IMSTR L 

KIC-3ILL IMSTR L 

■ K10-3TRT L 

KIO-SICT L 

Kia-a RE5ET L 

K|(Zi-2 TRAP L 

KK^-Z EMT L 



CLK L 



Eg4LI 



Fa)4Ll 
FS54KI 




<ia)-3 RTI L- 



C*4D2 



Kl-S 15R 15 H t»^^-«5^ "^ 



-|-QK&41SR-.-ja,2/ SERVICE H^^^^^Ll. 




Kl 



K,-3 ISR8 Hi^^iiLU-^K^e,*, 



■ <^ 5 ERWCE H s^2^tFJ_l 



ICI0-3 DEST MODE (2 L 
gcr7 ^,J^4- 3 TEST L ■ 

K9-eSTADRSH^^- 

k;i3-4 csR 0H^' 



K13-4 DEP H- 



Kl-a B EXEC n^L^^^5L_6^74g)a 
Kl -a ISR 3 H ^-^^2^ii 





1 1-2 HISH C l>W^ i_ £041*1 4- 



K7-2ADD00L MlJIIi 



KI0-2 RDT/SHF L H 



E04F2 



KICS-2 ROT/SHF R H 



D04H2 



Kl(Zl-2 SHF RE)HT H - 

K<?-5 C (0 H 
KI0-2 ROT RIGHT H 



F04Ba 9 



KII-2 ACROSS DATA L 
K10-Z (ROT WD+SHF) H 



F04H2. 



KICS-Z ROT BtTE H 




Kl (-Z CARRY DOT*. L- 



E(»4K2. 



1-0-9 Z A lAI 



F04Si 



SD 

3000 3 



K.l(2)-4- RTI H 



E04H2 



Kld-4- CLK N,^^ H 



■Kl<25-4- CLK.C H 



E04B1 



E04M 



Kl(Zi-4- GATE ST*- D H 
■ Kl(Z>-4- CLK T H 




Kl<Z»-A-OATe.-C H 

EMM2_ Kl(Z)-4. GATE C H 




WeS-Z ROT LEFT H - 



F04N1 



e:04le 



Kl(Z)-4 GATE V H 



■KIC&-4- GATE FROT/SHF H 



D04VI 



KI<3&-4 CARRY IMSTR H 



palm '^"^•-A A^DEST/INSTR H 
nglu? KIC8-4- TEST H 
gg^"f KI0-4 GATE B/ISRI H 
- KI(2S-4- GATE B/ISR0 H 
■ KI0-4 TRAP INSTR H 



F04-R1 



F0I4V1 



KK2S-4 SVC-«— F INSTR H 



rla^f KI0-4- INSTR STPM 04- H 



FaZyg Kl(Z>-4 IMSTR STPM 03 H 

rw»T^ u'ljTS^/V TkiGL-nD cr-rrsiVii ^-5 lj 



FgbAip K10-4 INSTR STPM 0^ H 
Kl(Z)-4 ROT/5HP C DATA H 



£04B£ 



KI(25-4- C DATA H 
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4.17 CODES DATA, M823 



4.17.1 General 



The CODES DATA modules provide data inputs to the condition codes portion of STATUS and certain data for 
the DATA PATHS during Rotate/Shift operations. Since this data reflects the results of a number of arithmetic 
or logic operations (word or byte), diverse input data is required. CODES DATA provides this by the selection of 
various output data. 

Selection is effected by common enabling inputs on the various AND/NOR gates (GATE CC WORD, GATE CC 
BYTE, GATE V, GATE ROT/SHE, etc). This selection may exist for a complete instruction, with the output 
reflecting the various data passing through the DATA PATHS. It is necessary for the data to be proper only 
when it is used. For the Condition Codes, it is when they are clocked; for the DATA PATHS outputs, it is when 
they are stored. Loading of STATUS (addressed directly by bus address or indirectly within machine flow) is a 
special situation, in which the action of the Condition Codes portion of STATUS is suspended and the data 
directly loaded without change. 
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NOTES: 

I. PIN NOTATION THROUGHOUT IS ORDERED UPON MODULE PLACE- 
MENT IN THE KAN PROCESSOR. MODULE REFERENCE ALONE IS 
OBTAINED BY DELETING THE NUMBER (SLOT LOCATION) AFTER 
THE FIRST LETTER. AND CONVERTING THE FIRST LETTER 
ACCORDING TO THE PIN NOMENCLATURE CHART AT RIGHT 

2. ALL SIGNALS THAT HAVE MODULE PINS ARE SO NOTED; ' 
MULTIPLE NOTATIONS OF THE SAME SIGNALS WITHIN A MOD- 
ULE HAVE THE PIN NOTED ON EACH. AN INPUT SIGNAL IS 
NOTED ONLY ONCE PER SHEET UNLESS SEPERATE PINS ARE 
USED: MULTIPLE INPUTS ARE CONNECTED. MODULE OUTPUT ' 
SIGNALS ARE BROUGHT TO THE EXTREME RIGHT OF EACH 
SHEET 

3. PROCESSOR SIGNAL SOURCE NOTATION (KIO-2, FOR EXAMPLE) 
IDENTIFIES THE SIGNAL SOURCE (PRINT AND MODULE). THE 
FIRST NUMBER AFTER THE K INDICATES THE MODULE PRINT 
SET, WHILE THE SECOND INDICATES THE SHEET WITHIN THE 
SET. IF ON A PRINT, THE FIRST NUMBER OF THE K PREFIXES 
COINCIDE FOR A SIGNAL NAME AND THE PRINT (SEE TITLE 
BLOCK), THE SIGNAL IS GENERATED ON THE MODULE. A 
DIFFERENCE IN THE FIRST NUMBER OF THE K PREFIXES IN- 
DICATES A SIGNAL GENERATED OFF THE MODULE. SIGNALS 
WITH A "BUS" PREFIX REPRESENT A "WIRED OR" SITUATION, 
AND N^JLTPLE SOURCES FOR THE SIGNAL CAN EXIST. 

4. DETAILS ON COMPONENTS ARE NOTED IN THE PARTS REFERENCE 
PLACEMENT IS NOTED IN THE COMPONENT PLACEMENT 
DIAGRAM. 

5.6ND AND+5V ARE USUALLY PIN 7 AND PIN 14, RESPECTIVELY. 
EXCEPTIONS ARE: 
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4.17.2 Output Signals 

Kl 1-2 GATE CC ^ WORD H provides the gating signal for word operation within and external to CODES 
DATA. The signal is mutually exclusive to loading STATUS and byte operations. 

Kll-2 GATE CC <- BYTE H provides the gating signal for byte operation within and external to CODES 
DATA. The signal is mutually exclusive to loading STATUS and word operations. 

Kl 1-2 N DATA L provides information upon the sign bit of last operand to the data input of the N bit of 
the Condition Codes. A word operation gates the data line K8-2 K15 H to N; a byte operation gates the 
data line K7-2 DO? H to N; the loading of STATUS gates the data line K7-2 DOS H to N. If a byte or word 
sign bit is negative (set), then the N data input is asserted. The loading of STATUS requires the use of the 
03 data Une as this correlates to the bit position of N within the STATUS word. 

Kl 1-2 Z DATA H provides information upon a zero byte or word in the last operation, to the data input of 
the Z bit of the Condition Codes. A word operation gates K9-2 D15/0 ZERO L to Z; the loading of 
STATUS gates the data line K7-2 ADD02 L to Z. If a word or byte had all zero bits in its resultant data, 
then the Z data input would be asserted. The signal K7-2 ADD 02 L is used in the load situation to provide 
the proper data polarity. 

Kl 1-2 DATA L provides overflow information to the V bit of the Condition Codes. Both the calculation of 
the overflow situation and further gating as a function of instruction requires discussion. 

Overflow occurs in an arithmetic operation when the signs of the input data are similar and the sign of the 
result data is dissimilar (i.e., if the A and B input signs were positive, and the result sign is negative, 
overflow has occurred). This comparison [(A DATA) * (B DATA) * -(N DATA) + -(A DATA) * -(B DATA) 
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* (N DATA)] is made in gates E4 and E9, respectively. A word operation gates K8-2 A DATA 15 L and 
K8-2 B DATA 1 5 L, respectively (gates E8 and E3); a byte operation gates K7-2 A DATA 07 L and K7-2 B 
DATA 07 L, respectively (gates E8 and E3). Note that the comparison is further gated (in E5, E3, and E4) 
by the enabling signal KlO-4 GATE V H. (The KlO-4 GATE V H signal is active except when KlO-4 GATE 
ST ^ D H or KlO-4 GATE ROT/SHE H are active). When KlO-4 GATE ROT/SHE is active the data to the 
V bit of the Condition Codes is the "exclusive-or" of the sign and the carry of the result. This 
"exclusive-or" (C DATA * -N DATA + ROT/SHE C DATA * N DATA) is generated in gate E5 and enabled 
by K 10-4 GATE ROT/SHE H. 

The loading of STATUS gates the data line K7-2 DOl H with KlO-4 GATE ST ^ D H through E3. 

Kl 1-2 CARRY DATA L provides the carry data from K8-2 CARRY 15 L if a word operation occurred and 
from K7-2 CARRY 07 L if a byte operation occurred. 

Kl 1-2 HIGH C DATA L provides a portion of the data to the C bit of the Condition Codes. The selection 
of this output for input to the C bit is made on IR DECODE for a ROT/SHE L situation. Only the selection 
of byte (K7-2 ADD07 L) or word (K8-2 ADD 15 L) information is done on the CODES DATA module. 
These signals are purposely selected from the DATA PATHS prior to the rotate/shift gating. This upper bit 
of data becomes the carry data on a rotate or shift to the left. 

Kl 1-2 ACROSS DATA L provides the data for bit 07 of the result during a rotate or shift operation to the 
right. A word operation gates K8-2 ADD08 L; a byte operation gates K7-2 ADD07 L. For the word the 
next highest bit is moved right; for the byte the information in its highest bit is regenerated; the data source 
for both is purposely selected prior to the rotate/shift gating in the DATA PATHS. 
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K12-1-1 

4.18 FLAG CNTL, M822 

The FLAG CNTL module contains seven flag flip-flops that alter processor flow for: stack overflow (OVFLF); 
bus error (BERRF); halting (HALTF); trace operations (TRACE); trap instructions (TRAPF); and the bus INTR 
cycle (INTRF). Two additional flip-flops are concerned with transferring bus control to the console (CONS 
GRANT) and supplying the processor's BUS BBSY signal for bus mastership (BBSYF). Combinational logic is 
used in conjunction with the flip-flops to load, set, and clear; it is also used for the Special Trap Marker signals 
providing the trap vectors associated with certain flags. 

The function of the flag flip-flops is to alter processor operation; they are set at specific times (either loaded or 
set) and cleared after use. Five of the flags (OVFLF, BERRF, TRACE, TRAPF AND INTRF) alter machine flow 
to process a trap sequence; one flag (HALTF) transfers bus control to the console. In the KAl 1, multiple flags 
may be set, and these are serviced in the descending order noted below: 



Flag 


STEM 


Use 


HALTF 


Display RO 


Halts the machine on HALT and RESET instructions and on double bus 






errors. 




BERRF* 


(000004)8 


Data time out (no response) and odd bus address error. 




TRAPF* 




Various instruction traps 






(000004)8 


Illegal instruction 






(000010)8 


Reserved instruction 






(000014)8 


TRT instruction 






(000020)8 


lOT instruction 






(000030)8 


EMT instruction 






(000034)8 


TRAP instruction 




TRACE* 


(000014)8 


T bit of STATUS set for trace operation. 




OVFLF 


(000004)8 


Stack overflow 




PWRF 


(000024)8 


Power-fail. 





*A common clearing signal after service precludes multiple trap sequences. 
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Other information in the table relates the trap vector (STPM) and its use to the flag flip-flop. The power fail trap 
is noted because its trap vector is generated and gated on FLAG CNTL; the power up (PUPF) and power down 
(PDNF) flip-flops, which combine for the single PWRF flag, are located on PRIORITY. 

The bus interrupt flag (INTRF) is not noted in the order of service; processor operation makes this unnecessary. 
Flags are serviced in the processor's major state SERVICE. In SERVICE, the flow diverges into two major paths: 
one path returns to FETCH unless a Bus Request (BR) or Non-Processor Request (NPR) is outstanding, no trap 
flags must be raised; the other path services trap flags in order and returns to FETCH, no Bus Requests (BR's) 
are honored (NPR's are honored at the end of each bus cycle within the trap sequence). Since INTRF is set as 
the result of a Bus Request and subsequent bus INTR cycle, INTRF is not set while traps are serviced. It is 
possible for a bus error to set BERRF during the INTR trap sequence; this error trap is serviced immediately. 
Another bus error would enable HALTF, which would halt the machine. The halting on double bus error is also 
true for regular trap servicing. 
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NOTES 

I. PIN NOTATION THROUGHOUT IS ORDERED UPON MODULE PLACE- 
MENT IN THE KAII PROCESSOR. MODULE REFERENCE ALONE IS 
OBTAINED BY DELETING THE NUMBER (SLOT LOCATION) AFTER 
THE FIRST LETTER, AND CONVERTING THE FIRST LETTER 
ACCORDING TO THE PIN NOfvENCLATURE CHART AT RIGHT 

2. ALL SIGNALS THAT HAVE MODULE PINS ARE SO NOTED; ' 
MULTIPLE NOTATIONS OF THE SANE SIGNALS WITHIN A MOD- 
ULE HAVE THE PIN NOTED ON EACH. AN INPUT SIGNAL IS 
NOTED ONLY ONCE PER SHEET UNLESS SEPERATE PINS ARE 
USED! MULTIPLE INPUTS ARE CONNECTED. MODULE OUTPUT ' 
SIGNALS ARE BROUGHT TO THE EXTREME RIGHT OF EACH 
SHEET 

3. PROCESSOR SIGNAL SOURCE NOTATION (KIO-2, FOR EXAMPLE) 
IDENTIFIES THE SIGNAL SOURCE (PRINT AND MODULE). THE 
FIRST NUMBER AFTER THE K INDICATES THE MODULE PRINT , 
SET, WHILE THE SECOND INDICATES THE SHEET WITHIN THE 
SET. IF ON A PRINT, THE FIRST NUMBER OF THE K PREFIXES 
COINCIDE FOR A SIGNAL NAME AND THE PRINT (SEE TITLE 
BLOCK), THE SIGNAL IS GENERATED ON THE MODULE. A 
DIFFERENCE IN THE FIRST NUMBER OF THE K PREFIXES IN- 
DICATES A SIGNAL GENERATED OFF THE MODULE. SIGNALS 
WITH A "BUS" PREFIX REPRESENT A 'WIRED OR" SITUATION, 
AND MULTIPLE SOliRCES FOR THE SIGNAL CAN EXIST 

4. DETAILS ON COI»^ONENTS ARE NOTED IN THE PARTS REFERENCE 
PLACEMENT IS NOTED IM THE COMPONENT PLACEMENT 
DIAGRAM. 

5.6ND AND+5V ARE USUALLY PIN 7 AND PIN 14, RESPECTIVELY. 
EXCEPTIONS ARE: 
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K12-2 OVFLF (1) H provides the flag output for stack overflow. It is set when the address contents of the 
processor stack (R6) is below (000400)8 and information is "pushed" onto the stack. The processor stack 
(R6) can be implicitly addressed in machine flow (JSR or trap service) or explicitly addressed in an auto 
decrement mode. The OVFLF flag is of low priority and is serviced after the completion of the instruction 
and after other traps (TRACF, TRAPF and BERRF). The OVFLF flip-flop is cleared after service (K12-2 
SVC CLR OVFLF H). 

The OVFLF signal is used on PRIORITY to inhibit the reset of the PDNF flip-flop; the signal is used on 
FLAG CNTL to gate the appropriate STPM address (000004)8 and alter machine flow through K12-3 
TRAPS H. 

K12-2 SVC CLR OVFLF H provides an inhibit input to the clear signal for the PDNF flip-flop on 
PRIORITY. This is used with the OVFLF signal to insure the order of service of flags; a flag will not be 
cleared while higher order flags are being serviced. The flag is cleared when it is the highest order flag. 

K12-2 BERRF (0) H provides the flag output for two bus errors: the use of an illegal odd bus address (ODD 
ADRS ERR); and the non-response of a bus address (TIME OUT). All odd bus addresses (bit 00 of BAR is 
set) are illegal unless upper byte data is transferred as an instruction operand. Non-response of a peripheral 



SSYN signal to a MSYN signal indicates a non-existent or defective peripheral. Both of the above errors 
result in a trap sequence to location (000004)8 , unless the bus cycle occurred during EXAM or DEP. The 
trap sequence is second in order of service, with a bus error during the trap sequence resulting in a machine 
halt (HALTF). 

The input signal to BERRF initially alters the processor flow directly to SERVICE after the sequence the 
trap (K12-3 TRAPS H); BERRF is of high priority and the entry to SERVICE is immediate. The BERRF 
signal, itself, is used: to inhibit the clearing of lower order flags (K12-2 SVC CLR OVFLF H); to provide 
the proper STPM address; and to control machine flow K12-3 TRAPS H). 

K12-2 HALTF (1) H provides the flag output for halting the KAll processor upon: a HALT or RESET 
instruction; or a double bus error. The HALTF flip-flop is set during FETCH if either a HALT or RESET 
instruction is decoded. A new bus error during the trap service for a bus error (BERRF) results in a double 
bus error and the HALTF flip-flop is loaded to "one". The HALTF signal is used: to transfer bus control to 
the console (K12-3 CONS GRANT (1) H and K2-2 PROC RELEASE H); to inhibit the continuation of the 
usual trap sequence (K2-3 ISRl L); to inhibit the gating of any STPM address (K6-4 BATE B <- STPM H); 
and to enable the display of RO on the console (K6-4 ENABLE B -^ R L and the address selection of RO by 
asserting no address). 



DIRECT SET ON OVFLF = B EXEC (1) * ISRO * JSR + (SO ± DE) * ISRl * AM (4+5) * REG 6 + SERVICE * ISR (3+7) * D 15/8 ZERO * CLK BAR 
DIRECT CLR ON OVFLF = SERVICE * ISR 12 * - INTRF * SVC CLR OVLF + INIT 
K12-2 SVC CLR OVLF H = R/W3 * TRACF (0) * TRAPF (0) * BERRF (0) 
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K12-3 STPM (04:02) H provide the three active bits of address for Special TraP Markers used in processor 
initiated traps. The address is dependent upon the highest order trap flag — this flag enables its address and 
disables the others. Since the highest order trap flag is cleared after service and the next highest flag is then 
service, the addresses are properly sequenced. The STPM signals are enabled as data inputs to DATA 
PATHS 1 during SERVICE * ISRO. The INTR bus cycle effects the same input for address vectors that will 
be utilized in an INTRF trap sequence. 

K12-3 TRACF (1) H provides the flag output for a trace operation. It is set during FETCH if the T bit of 
Condition Codes (STATUS) is set. Since the T bit can be altered in any trap sequence (STATUS is 
changed), the TRACF is serviced only if it is the first (or highest order) trap being serviced. A common 
clearing signal (K12-3 CLR FLAGS L) for TRACF, TRAPF and BERRF flip-fjops clears all if any one is 
serviced. (The service of HALTF does not require a trap sequence, merely the transfer of control to the 
console; if console control is relinquished by CONT, the outstanding trap flags will be sequenced.) 

The TRACF signal is used: to control machine flow (K12-3 TRAPS H); and to provide the proper STPM 
address. 

K12-3 TRAPS L provides a single signal indicating any set trap flag; it is used to alter processor flow. This 
signal, K12-3 TRAPS L, is used: to gate the trap address to DATA PATHS 1 (K6-4 GATE B <- STPM H); 
and to inhibit the release of bus control (K2-2 PROC RELEASE H) during SERVICE * ISRO. 

K12-3 TRAPS H provides a single signal indicating any set trap flag; it is used to alter processor flow. This 
signal, Kl-23 TRAPS H, is used: to inhibit the entry into FETCH state from SERVICE * ISRO (K15-2 
FETCH ^ SVC H); and to prohibit the falling through SERVICE on the entry signal, ISR <- 0, 2/SERVICE 
H (K 1-4 FETCH ^1 H). 



K12-3 SERV L provides a signal to identify that portion of SERVICE * ISRO in which the processor is in 
control. The signal is used to enable the gating of STPM addresses K6-4 GATE B -«- STPM H). 

K12-3 NPR ENTRY H enables the service of Non-Processor Requests (NPR's); such service occurs at the 
end of bus cycles (DATIP excluded) or during SERVICE * ISRO (K2-2 PROC RELEASE H). 

K12-3 INTRF (1) H provides a flag output for an interrupt operation. Bus control is acquired by a 
peripheral using a Bus Request (BR); after control the peripheral can return control and a trap address by a 
bus INTR cycle. The INTRF flip-flop is set by this sequence and cleared after trap service. The INTRF 
signals are used: to inhibit the return to FETCH (K15-2 FETCH ^ SVC H); to alter machine flow (K2-3 
ISR ^ 1 L); and to inhibit the granting of bus control (K2-3 GRANT L and the inhibit of PTR clocking). 
The INTRF signal also ends the cycling of the WAIT instruction. 

K12-3 BBSYF (1) H provides for processor bus control; when this signal is asserted the processor has bus 
mastership. The flip-flop is loaded to one upon peripheral bus release and then maintains itself until cleared. 
Direct clear comes with release of processor control to either the bus or the console after a completed bus 
cycle. The BBSYF are used: to assert processor bus mastership on the Unibus (BUS BBSY L); to identify 
control within the processor (K13-4 PROC CNTL H); to enable bus gating (K9-2 GATE BUS ^ D H and 
K9-2 GATE BUS ^ ST H); and to disable processor response to BUS INTR L when BBSYF is asserted 
(print K 13-3). 

K12-3 CONS GRANT (1) H is utilized as a pulser in transferring bus control from the processor to the 
console. The flip-flop is loaded to one, sets the CONSF flip-flop (K13-4 CONSF (0) H) which then clears 
CONS GRANT. The CONS GRANT signal is also used to clear the HALTF which may have initiated the 
transfer; it also initializes the EXAMF and DEPF of BUS & CONSOLE CNTL. 



K12-3 STPM 04 H - TRAPF (1) *- OVFLF (1) * TRACF (1) * INSTR STPM 04 + BERRF (0) PWRF *- TRAPF (1) *- TRACF (1) + INSTR STPM 04 
* TRAPF (1) 

K12-3 STPM 03 H = TRAPF (1) * TRACF (1) *- OVFLF (1) * INSTR STPM 03 + BERRF (0) TRAPF * INSTR STPM 03 + TRACF (1) *- TRAPF (1) 

Kl 2-3 STPM 02 H = TRAPF ( 1 ) * INSTR STPM 02 + TRACF ( 1 ) + (OVFLF ( 1 ) + PWRF) * - TRACF ( 1 ) * - TRAPF ( 1 ) + - BERRF (0) 

K12-3 TRAPS H = TIME OUT (1) + ODD ADRS ERR + PWRF + TRAPF (1) + TRACF (1) + - OVFLF (0) + - HALTF (0) + - BERRF (0) 

K12-3 SERV L = SERVICE * ISRO * - CONSF (1 ) 

K12-3 NPR ENTRY H - NPR ENABLE * - (BSR15) * - DATIP * - (TIME OUT) 

DIRECT CLEAR on BBSYF - (PROC RELEASE) * (CLK RUN (0)) (BSR14 + SVC * ISRO) + (DATA CLR) + CONSF (1) + INIT 

DATA INPUT on CONS GRANT = (SERVICE * ISRO) * HALTF (1) + CBRF * - TRAPS + (NPR ENTRY) * CNPRF (1) 
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4.19 BUS & CONSOLE CNTL 

The module provides the logic control necessary to bus and console operation. Bus control involves: initializing 
timing for power up and power down situations; time-out for data and bus control transfers; and processor bus 
control (BUS C <1:0» and bus timing (BUS MSYN and BUS SSYN). Console control involves: the enabling of 
console switches; separate console timing and console flag flip-flops for bus control and automatic 
incrementation on EXAM and DEP. The console operations are further described within the KYI 1-A manual; 
both flow charts and waveforms are presented and are directly related to the KAl 1 and the BUS & CONSOLE 
CNTL module. 
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K13-2 INIT L initializes flip-flops (singularly or in registers) throughout the processor. The signal is active 
in power-up and power-down situations upon a BUS DC LO L positive or negative transition. (BUS DC LO 
L is a signal activated by the power supply when d.c. voltages are low). Edge sensitivity to the signal is 
effected by the PWR DOWN and PWR UP one-shots (E35 and E34), each producing a 5 millisecond output 
signal for K13-2 INIT L. The console START switch produces this signal as long as it is depressed. Both 
signal sources utilize the discrete transistor switch of this module to obtain sufficient drive. 

K13-2 INIT H provides the inverted signal for K13-2 INIT H with standard load capabilities. 

K13-2 PWR UP H is activated only on the power-up transition of BUS DC LO L. The PWR UP one-shot 
(E34) produces a 5 millisecond pulse (also used in K13-2 INIT L) to set the PUPF flip-flop (K3-3 PUPF (0) 
H) for the Restart portion of Power/Fail Restart. 

BUS INIT L provides an initializing signal from the processor to the Unibus. It combines the sources noted 
in K13-2 INIT L and the output of the RESET one-shot (E47). The RESET instruction activates the 
RESET one-shot (E47) which provides a 20 millisecond bus initializing signal. The RESET output also 
activates the RESTART one-shot E(43). 

KI3-2 P RESTART L provides a restart pulse upon power-up or RESET instruction. The 100 nanosecond 
pulse occurs 70 milliseconds after the last activating input to the RESET one-shot, (E43). The power-up 
activation occurs through the 100 nanoseconds pulser (E38, E52) on the positive transition of BUS AC LO 
L. This is gated by the console HALT mode (KY-3 HALT L) or a power-down situation within the last 5 
milliseconds (PWR DOWN one-shot). Multiple power-up activations within 70 milliseconds delays the 
K13-2 P RESTART L until 70 milliseconds after the last one. The RESET one-shot (E47) upon activation, 
activates RESTART to restart the processor after 70 milliseconds. This restart is necessary as the RESET 
instruction sets the HALTF (K 1 2-2 HALTF ( 1 ) H) which halts the processor and transfers control to the 
console; restart occurs through the signal K15-2 GATED P RESTART L. 

K13-2 TPI 1 provides Test Point for the RESTART one-shot (E43). 

K13-2 NO SACK (0) H provides a time-out flag for the non-acknowledgement of a bus control grant. An 
input flii>flop (TIME SACK, E48) is clocked to one by the K2-3 GRANT H signal; this flip-flop initiates a 
10 microsecond timing one-shot (E51) and provides a delayed (6 = 150 nanoseconds) data input to the flag 
flip-flop (NO SACK). If a Select ACKnowledge occurs, the K2-3 SACK H signal clears the input flip-flop 
and removes the data input to the flag before clocking the one-shot; the flag flip-flop is also held off by the 
clearing signal. If no K2-3 B SACK H signal occurs, the flag flip-flop is clocked to one. The signal, K13-2 
NO SACK (0) H is used for continuation of processor operation without trapping, by clearing the PTR 
flags (K2-3). 



K13-2 TIME OUT (1) H provides a time-out flag for the non-acknowledgement of a bus data transfer. 
Operation is similar to the time out logic of signal K13-2 NO SACK (0) H: The input flip-flop (TIME 
DATA, E48) is clocked by K13-3 MSYN CLK H; the flag flip-flop (TIME OUT, E46) is clocked after a 
selection of delays; and the clearing signal is a composite of bus (K13-3B SSYN H), console and machine 
functions. The selection of delays for time-out is effected by removing one or two of the capacitors CI 1, 
C67 and C68 giving a range of 25 microseconds to 5 microseconds increments. The signal is used: to inhibit 
machine state alteration (K2-2 SHIFT ISR H); and to provide for the trap (K12-2 BERRF (0) H and ISR 
0,2/SERVICE H). The complement flag flip-flop output is also used. 

K13-2 TIME OUT (0) H provides the complement output for the signal K13-2 TIME OUT (1) H and is 
used: to provide for the trap sequence (K12-3 TRAPS H) and to alter machine flow (K2-2 BUS OUT DONE 
HandK2-3 BSR 15 H). 

K13-2 P TIME OUT L provides a 100 nanosecond pulse upon the setting of the data transfer time-out flag 
(TIME OUT). The signal is used: to restart the processor clock (Kl-2 CLK P RESTART L); and to imitate a 
data completion (K6-2 P DATA RESTART L). 

K13-2 GATE BUS ^ SR H enables the Switch Register to the Unibus on the console and inhibits the gating 
of Data Paths Outputs to the Bus (K9-2 GATE BUS ^ D H). 

K13-2 BC <1:0> (1) H provides test point for the bus control flip-flops that determine processor bus cycles. 
These flip-flops are clocked to the appropriate bus control states by the data inputs: K13-2 DATO ^ 1 L; 
K13-2 DATO B ^ 1 L; K13-2 DATIP <- 1 L; and K13-2 DATI <- 1 L. The flip-flops are cleared by K13-2 
BUS INDICATOR which is asserted on peripheral control, other than console. 

BUS C <1:0> L provides the Unibus signals reflecting the processor's bus control flip-flops (BC <1 :0». 

K13-2 DATIP L provides a signal indicating a DATa In Pause bus cycle. This bus cycle renders a peripheral 
liable to data damage; Non-Processor Request (NPR's) are not allowed after this cycle (K12-3 NPR 
ENTRY H). 

K13-2 DATO ENTRY H provides the entry signal for the bus data transfer of DATO. The signal is used: to 
alter machine flow (K2-3 BSR ^ 12 L); and to effect console operation (K6-5 CLR ON BSR H and K6-4 
ENABLE B ^ R L). 

K13-2 DATO ENTRY L provides the complement output of signal K13-2 DATO ENTRY H. It is used: to 
disable a load to DATA WAIT on BSR7; and to disable a K15-2 NPR ENABLE L during BSR(7+14). 



GATE BUS ^ SR H 
Kl 3-2 DATO ^1 L 
K13-2DATOB^l L 
K 13-2 DATIP ^1 L 
Kl 3-2 DATI ^1 L 
K13-2 DATO ENTRY L 

K13-2 GATE BUS ^ SR H = SR ADRS * PROC CNTL * SSYN (1) H + LOAD ADRS + DEP * [CSR2 + BSR (15+14+12+8)] 

K13-2 DATO ^ 1 L = DATO# ENTRY * - (DATOB ^ 1) + DATO ENTRY * BSRl 

K13-2 DATOB ^ 1 L = BYTE OP * DATO # ENTRY 

Kl 3-2 DATIP ^1 L=BDEST(1)* BSRl * ADRS DONE * - TEST 

K13-2 DATI ^ 1 L = BSRl * - (DATIP ^ 1) * - DATO ENTRY 

K13-2 DATO ENTRY L = BSRl * CLK OFF (0) + EXEC * ISRO * JSR + SERVICE * (ISR 3+7) 
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BUS MSYN L provides the UNIBUS signal from the processor MSYN flip-flop (K13-3 MSYN (1 ) H). 

K13-2 MSYN (1) H provides a test point for the processor MSYN flip-flop; the signal is also used to drive 
the bus interface gate to produce BUS SSYN L. Activation of this flip-flop initiates a processor data 
transfer on the Unibus. It is enabled to one by the gated clock (Kl-2 S CLK L) during the appropriate Bus 
Shift Register (BSR) machine state. For a data out transfer, this is BSR12; for a data in transfer, this is 
BSR3. Data in transfers are aborted for last JMP or JSR address operation (K13-3 MSYN ^ 1 H) with the 
MSYN flip-flop not being set. The signal K6-2 DATA CLR H clears the flip-flop when set. 

K13-3 CLK BAR H provides the clocking signal to the Bus Address Register (BAR) for processor bus cycles 
and console operation. It is also used as the timing portion of the OVFLF set signal (K12-2 OVFLF (1) H). 



BUS SSYN L provides the Unibus signal from the processor SSYN flip-flop (K13-3 SSYN (1) H). 

K13-3 SSYN (1) H provides the processor bus response for an INTR cycle or processor data transfer from 
Switch Register (SR) or STATUS (ST). These situations enable the data input to the SSYN flip-flop. The 
100 nanosecond pulser on the clock input provides deskewing for the bus timing (MSYN or INTR) by 
clocking with the lagging pulse edge (K13-3 P (MSYN 4- + INTR I ) L with the arrow indicating the actual 
bus transition for assertion). The SSYN flip-flop is cleared after bus master's removal of timing signals 
(K13-3P (MSYN t + INTR t ) L. The signal K13-3 SSYN (1) H is used to: drive the bus interface gate 
(BUS SSYN L) and enable processor operands to the bus (K13-2 GATE BUS ^ SR H and K9-2 GATE BUS 
^ ST H). 



Kl 3-3 MSYN ^1 H 


= BSR12 + BSR3 


* BC 1(0) 


* -{odd ADRS err + [(SO+DE) * 


(JMP+JSR) ' 


' ADRS DONE]} 


K13-3CLKBARH = 


= CSR3 + BSR3 * 


R/W 1 * - 


(EXAM + DEP) 






K13-3 GATED B INTR L = SERVICE 


* ISRO * 


BUS INTR * BBSYF (0) 






K13-3 B INTR H = BUS INTR * BBSYR (0) 
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K13-4 STARTF (1) H provides a test point for the START F flip-flop. The START sequence is a unique 
console function; it must perform a console sequence and begin processor program operation. The STARTF 
flip-flop provides a temporary flag enabhng the console sequence (CSR timing); it is immediately reset upon 
completion to allow normal processor clocking (SCLK Timing). 

K13-4 CONS BR H provides a CONSole Bus Request to PRIORITY when the appropriate switches enable 
the HALT and S/INSTR modes. 

K13-4 CONS NPR H provides a CONSole Non-Processor Request to PRIORITY when the appropriate 
switches enable the HALT and S/CYCLE modes. 

K13-4 CSR <3:0> H provides Console Shift Register (CSR) timing states throughout the processor. A fixed 
sequence of timing states are provided by decoding the shift register CSR <1 :0>; these states and additional 
console timing are noted below: 
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Figure 4-8 Console CSR Timing Diagram 

The basic timing loop consists of the 400 nanosecond one-shot (E25) with output K13-4 TP2 and 200 
nanosecond pulser (E20, pin 3) with output K13-4 P2 CSR L. The one-shot is activated by a gated console 
switch and clocks the CSR from its rest states of 00 to 01; after time-out (400 nanoseconds) the pulser is 
activated with its lagging edge (200 nanoseconds) refiring the one-shot. This recycle continues through the CSR 
flip-flop states of 1 1 and 10; until the pulser (E20, pin 2) is inhibited by the CSR rest state (K13-4 CSR OL). 



The CSR flip-flops are clocked by the one-shot from state 00 through 01, 11, 10, to 00. The non-transient 
decoding of these states results in K13-4 (CSR (3:0) H. In addition to the CSR states and associated with each 
are the pulses K13-4 P (1:3) CSR L. The pulse K13-4 PI CSR L is delayed 150 nanoseconds (E20, pin 8) from 
one-shot activation and terminates with its time-out; a 250 nanosecond pulse is produced. Note that the three 
pulses occur within the first three CSR states (CSRl, CSR3, CSR2) with only the K 13-4 PI CSR L occurring in 
the end rest state (CSRO). 

The CSR states and pulses are used within the processor to effect console operation. The details of this gating are 
noted in the flow diagrams of the KAl 1. 

K13-4 CSRO (1) H provides the console enabling equivalent to the CSR3 or CSR2 states, (K-4-3 GATE RA <- 
BAR H). 

K13-4 PI CSRO H provides the single pulse (PI) in the end state (CSRO) of the console sequence. 

K13-4 CSR <0,2:3) L provides the inverse signal of those noted under K13-4 CSR <3:0) H. 

K13-4 P (3: 1) CSR H provides the pulse outputs noted under K13-4 CSR <3:0) H. 

K13-4 P (3: 1> CSR L provides the inverse pulse signal of those noted under K13-4 P <3: 1) CSR H. 

K13-4 TP2 provides a test point for the one-shot (E25) basic to console timing and noted under K13-4 CSR 
(3:0) H. 



Kl 3-4 EXAM H 
K13-4DEPH 
K13-4LOAD ADRSH 
K 13-4 START H 
K13-4LOAD ADRSL 



provides a gated output signal for the appropriate switch activated. Gating is 
provided by (SERVICE * ISRO) and CONSF (1) to insure activation only when 
console functions are allowed. 



K13-4 INCF L provides a flag signal for a second EXAM or DEP which requires word incrementation of the 
bus address before use. The EXAMF and DEPF flip-flops are loaded according to the last console operation 
and cleared if the operation is contrary. Coincidence between the last operation and the present activate the 
signal. 

K13-4 P CONSF (0) L provides a 100 nanosecond pulser (E23, pin 3) output when the CONSF is cleared. 
The signal is used to clear the CNPRF flip-flop on PRIORITY. 

BUS BBSY L provides the console assertion of Unibus mastership from CONSF flip-flop. 

K13-4 CONSF (1) H provides the major console flag that indicates console control. Control is passed to the 
console by the set input involving K12-3 CONS GRANT (1) H. Release of bus control is effected on the 
switch functions of START or CONT to the clock input of K 15-2 GATED P RESTART to the clear input 
on power-up or RESET instruction. 

K13-4 BUS INDICATOR H provides a peripheral bus mastership signal that requires the assertion of bus 
mastership (K2-3 B BSSY H) but not by the console (K13-4 CONSF (0) H) or processor (K12-3 B BSYF 
(0) L). The signal is used for the BUS console indicator. 

K13-4 ADDRESS H provides the console display signal for bit of ADDRESS in major machine states of 
SOURCE or DEST. 

K13-4 ADDRESS 1 H provides the console display signal for bit 1 of ADDRESS cycle in major machine 
state of SOURCE or DEST. 



K13-4 ADDRESS H = (SO+DE) * (ISR1+ISR7) 
K13-4 ADDRESS 1 H = (SO+DE) * (ISR7+ISR3) 
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4.20 PWR FAIL & CNTL, M825 

Timing logic for the power fail sequence and some general control gating are located on the M825 module. 
(Refer also to console flow diagrams in the KYll-A Programmer's Console Manual, DEC-1 1-HR6A-D.) 

4.20.1 Power Fail 

Logic synchronizes the AC LO request for power fail and manipulates both the AC LO and DC LO signals during 

the power fail sequence. The output signals K15-2 CLK PDN F H, BUS AC LO L, and BUS DC LO L and 

associated logic are discussed relative to this sequence. 

In a normal power failure, the power supply activates the AC LO and DC LO signals (active low) as follows: 



INPUT POWER 



ACLO 



~L 



DCLO 



-*| >7ms K" 



Figure 4-9 Power Fail Timing Diagram 

The power down requirements for the power supply are: the AC LO signal must occur 7 milliseconds before the 
DC LO signal; a DC LO signal cannot occur without a preceding AC LO. The power-up requirements are merely 
that the DC LO signal ceases before the AC LO signal. A momentary power interruption can cause the power 
supply to temporarily activate the AC LO signal without activating the DC LO signal; processor logic corrects 
this and sequences both AC LO and DC LO. Once a power fail sequence is begun, it is completed. 

The loss of input power activates the input signal K13-2 BAC LO L which fires the DELAY DC LO and AC LO 
one-shots (E4 and E3) and attempts to set the ACLOF flip-flop (El 3). The AC LO one-shot pulls the BUS AC 
LO L signal low for 1 5 milliseconds, effectively extending a short AC LO signal to a workable duration. 

The DELAY DC LO one-shot after its 7 milliseconds delay provides DC LO signal through the 1 microsecond 
pulser circuit. A BUS DC LO L signal, therefore, is generated even if the power supply does not provide one. 
(BUS INIT L is activated on the BUS & CONSOLE CNTL module on each edge of the DC LO signal.) 

The AC LO Flag (ACLOF flip-flop) is set by the original AC LO tranation if the DELAY PWR DQ.WN one-shot 
(E5) is inactive; it is inactive if the machine has not restarted (K15-2 GATED P RESTART L) within the last 3 



milliseconds. This delay provides a fixed operating time after a power up sequence. If a AC LO occurs during it, 
the end of the delay sets the AC LO flip-flop. The pulser circuit responds only to signal transitions with the set 
pulse width (r = 300 nanoseconds) sufficient to override any clock signal loading the flag to 0. (The resistors 
RIO and R14 provide a clamp load for the open collector drive of El.) 

The function of the ACLOF flip-flop is to asynchronously accept the AC LO transition and provide for a 
synchronous transfer to the Power DowN Flag (PDNF flip-flop) on PRIORITY. This latter transfer requires Kl-2 
S CLKL for synchronizing and results in the signal K15-2 CLK PDNF H; the transfer also clears (loads to 0) the 
ACLOF flip-flop through a discrete circuit inverter. The ACLOF flip-flop is cleared on power supply K13-2 INIT 
L and on restart by the DELAY PWR DOWN one-shot. In addition to clearing the ACLOF flip-flop, DELAY 
PWR DOWN gates its output. 

4.20.2 General Control Gating 

The combinational logic on the PWR FAIL & CNTL module provides some general control signals used 
throughout the processor. They are discussed below: 

K15-2 WAIT CLR H clears the DATA WAIT and LATCH flip-flops on DATA PATHS CNTL upon power 
up and entry into a WAIT loop. The latches must be cleared during the WAIT loop for possible interrupt 
vectors. 

K15-2 FETCH ^ SVC H provides state control with an entry signal to the FETCH major state (Kl-4 
FETCH ^ 1 H) from SERVICE after servicing a Bus Request (without an INTR) or a Non-Processor 
Request. Other signals are also used to enter FETCH. 

K15-2 NPR ENABLE L enables the release of processor control (K2-2 PROC RELEASE H) for a 
Non-Processor Request at specific places in machine flow. This enable signal is further qualified to produce 
K12-3 NPR ENTY H, but essentially enables processor release after a bus operation and during the WAIT 
loop. 

K15-2 SERV H provides for a determination of machine state within SERVICE * ISRO. If K15-2 SERV 
H is asserted, the processor and not the console is in control. 

K15-2 GATED P RESTART L clears the CONSole Flag (K13-4 CONSF (1) H and BBSY L) which returns 
bus control to the processor (K2-3 D PERIF RELEASE L) and restarts the processor clock (Kl-2 P CLK 
RESTART L). This 100 ns pulse occurs 70 milliseconds after the RESTART instruction or power up 
(positive transition) of BUS AC LO L). The delay, an integrating one-shot, is on BUS & CONSOLE CNTL 
and is reflected in the signal K13-2 P RESTART L which is further gated by KY-3 HALT H and K13-2 B 
AC LO L. KY-3 HALT H prohibits restart if the ENABLE/HALT switch is in the HALT mode, control 
remains with the Console. K13-2 B AC LO L prohibits restart, as does the integrating one-shot, until the 
input power has stabilized for more than 70 milliseconds. 



Kl 5-2 WAIT CLR H = FETCH * ISRl * WAIT * R/W2 + INIT 

K15-2 FETCH ^ SVC H = ISRO * PERIF RELEASE * INTR F (0) * - WAIT * - TRAPS 

K15-2 NPR ENABLE L = SERVICE * ISRO * - TRAPS * INTR F (0) * - CONSF (1) + BSR8 + BSR(7+14) * - (DATO ENTRY) 

K15-2 SERV H = SERVICE * ISRO * - CONSF (1) 

Kl 5-2 GATED P RESTART L = PRESTART * - (BACLO) * - HALT 
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CHAPTER 5 
MAINTENANCE 



5.1 SCOPE 

The maintenance philosophy of the KAl 1 processor consists of presenting information that enables the user to 
understand how the system should function during normal operation. The user can then use this information 
when analyzing trouble symptoms to determine necessary corrective action. It is beyond the scope of this 
manual to provide detailed trouble-shooting information. However, this section does provide general 
maintenance information, such as required equipment, module layout, interconnection for multiple box systems, 
and power control. In addition, this section conatins a procedure for adjusting the processor clock, special 
installation and removal instructions, and maintenance tips. The appropriate engineering drawings are listed in 
Table 5-1. 

Table 5-1 
Engineering Drawings 



Drawing No. 


Title 


Revision 


Page 


A-ML-KAll-0 


Central Processor master list (2 sheets) 


F 


5-4 


C-DI-KA 11-0-1 


Drawing index 


A 


5-5 


D-AD-7006537-00 


Wired assembly (2 sheets) 


A 


5-6 


D-BD-KAl 1-0-BD 


KAl 1 block diagram 


_ 


5-8 


D-TD-KAll-0-WF 


Waveforms 





5-9 


D-MU-KAll-0-MU 


Module Utilization 


A 


5-10 


D-WL-KAll-0-WL 


Wire list 


B 
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5.2 TEST EQUIPMENT AND TOOLS 

Table 5-2 lists various equipment, devices, and tools which may be required to perform tests and maintenance on 
the KAl 1 Processor. 



5.3 INSTALLATION OF ECOs 

The procedures for installing engineering change orders (ECOs) on modules used in the PDP-1 1 system are 
contained in the Module Rework Standard, DEC SP 7605845-0-0, dated 7 August, 1970. 

5.4 MODULE IDENTIFICATION AND LAYOUT 

The modules associated with the PDP-1 1 system unit are designated by an alpha-numeric scheme as indicated on 
the various schematic prints. This scheme consists of a 4-character designation but, at times, may consist of only 
a 3-character designation. The 3-character scheme provides the same information as the 4-character method by 
inferring the value of the fourth character. This latter situation occurs on a system unit that can be housed at 
any system unit position within the overall PDP-1 1 system. 



Table 5-2 
Test Equipment and Tools 





Item 


Type 


Test Equipment 


Oscilloscope 


Tektronix Model 453 (or equivalent) 




Volt-Ohmmeter 


Triplett Model 630 (or equivalent) 


Devices 


Extender Board 


One W984A double extender board 

Two single extender boards (a W984A board cut 
in half) 




Maintenance 
Module Set 


One W- 130 
OneW-131 




IC Test Clip 






Pin probe tip 


Tektronix #30 




Pointed tip 
solder iron 


Rated at less than 40 watts 




Package of 
Solderwick 


This is used for removal of solder on printed 
circuit boards 


Tools 


Screw drivers 
Allen wrench set 
Needle nose pliers 
Wire strippers 





A typical system layout of a PDP-1 1/20 with six system units installed is shown in Figure 5-1. This figure shows 
the units as viewed from the back panel pin side. The module and pin identification is as follows: 

a. Assume a designation of F4A1. The first character (F) designates column F (the lower column running 
from front to back). 

b. The second character (4) designates row 4. (Sometimes the character is written as 04.) The rows run 
from side to side. Row 4 is the fourth from the front. Therefore, F4 designates that group of pins 
associated with column F and row 4 (this group is identified as I in the figure). Row numbers 5, 10, 
1 5, 20, and 25 are taken into account for the numbering sequence but do not contain modules or pins. 
They are the spacing between blocks. 

c. The final two characters identify a specific pin within the F4 block. This identification method 
conforms to the standard DEC pin identification method used for double-sided modules. This method is 
shown on Figure 5- 1 . 
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Figure 5-1 Typical System Layout 



All KAl 1 Processor prints use this 4-character identification method. The MMl 1-E core memory, the HSR/HSP 
PC-1 1 reader, and the KLl 1 Teletype control all use the 3-character method. The prime reason for doing this is 
to make all prints equally applicable regardless of which slot is used for system unit installation. In this method, 
the column is given the pin identification. No matter which row the modules are inserted into (provided the 
wiring is for that device), the modules have the same column and pin identification. 

5.5 MODULE COMPONENT IDENTinCATION 

The individual components located on any module of the PDP-1 1 system are identified, along with physical 
location, on the first sheet of the specific module print set. 

5.6 UNIBUS CONNECTIONS 

Instructions for connecting to the Unibus or adding additional devices to an installation are covered in the 
Unibus Interface Manual, DEC-11-HIAA-D. 

5.7 MULTIPLE BOX SYSTEMS 

Whenever BAll extension mounting boxes are added to an existing basic mounting box configuration, it is 
necessary to interconnect (by means of the Unibus) the AC LO and DC LO functions of each additional power 
supply. This is required to ensure that power failure in any box causes proper processor response. This 
requirement is also necessary for any user manufactured and/or interfaced device which needs processor response 
to power failure and does not receive its power from a BAl 1 box. 
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5.8 POWER CONTROL 

Primary power for a basic PDP-1 1/20 System is 120 VAC, 50/60 Hz (H720-A power supply). Variations in these 
values are possible by adhering to the wiring requirements shown on the H720 power supply schematics and 
assembly drawings which are part of the system print set. 

The power receptacle at the rear of the H720 power supply always furnishes the same power as that supplied on 
the input line. The power at this receptacle is directly controlled by the POWER/OFF/PANEL LOCK switch on 
the programmer's console. The internal fans for individual BAl 1 mounting boxes are always across a 120 VAC 
source as long as wiring requirements for the H720 power supply are followed. 

Those systems using a free-standing base cabinet (H960) have addifional fans mounted in them. The number of 
fans and their power requirements are dependent on the system procurement specifications. In 120 VAC 
systems, cabinet fans are plugged into the H720 receptacle. Some 240 VAC systems may have two 120 VAC fans 
wired in series. Another possible 240 VAC configuration may use an H722 step-down transformer. In this case, 
the fan(s) are wired to the 1 20 VAC side of the transformer along with other 1 20 VAC options. 

NOTE 
If any change in input line power from its original 
configuration is anticipated, the procurement specifications 
must be considered. 

The control of the entire system (including options) can be attained by using the POWER/OFF /PANEL LOCK 
switch on the programmer's console. This is accomplished by parallel connecting all additional mounting boxes, 
options, and peripherals from the receptacle to the main mounting box. Most DEC manufactured equipment has 
receptacles for interconnecting other units in this fashion. 

5.9 PROCESSOR CLOCK ADJUSTMENT 

This adjustment establishes the basic operating frequency of the processor. 

a. Load address 0. 

b. Deposit WAIT instruction (000001 ) into location 0. 

c. Load address again. 

d. Place ENABLE/HALT switch in ENABLE posifion. 

e. Depress START. At this point, the processor executes the WAIT instruction continuously, causing the 
processor clock to run synchronously. 

/ Apply an oscilloscope probe to pin E03F1. This is the SCLK L output from the M728 Timing and 
States module. A complete cycle output should be 280 nanoseconds. The waveform should resemble 
that described on the K 1-2 Timing and States print. 

g. If necessary, adjust trimpot R8 on the M728 module. The trimpot is at location CDEF03. 

h. At this point, the KAl 1 system unit can be removed by releasing the six screws mounted on the outside 
of the pins along the side of the system unit. 

Installation of the KAl 1 system unit is the reverse of the above procedure. 

5.10 REMOVAL/INSTALLATION 

The following procedure is to be used whenever removing a KAl 1 system unit from the mounting box. Refer to 
Figure 5-2 for location of items mentioned in this procedure. 

a. Make certain that all power is turned off. 

b. Remove the top and bottom covers of the mounting box. 

c. Release the front bezel by removing the Phillip's head screw at each of the four comers. 

d. Remove the bezel. 

CAUTION 
Handle the bezel with care as this unit can be easily broken. 



e. Remove the two screws that secure the KYll-A programmer's console. These screws are located 
approximately two inches from the bottom on both side panels. 

/ Open the fan door by releasing the two fasteners which are mounted on the door. 

g. Once the fan door is open, the following units are to be removed: 

1. Power bus (3 modules) 

2. M780 Teletype Control interconnecting cables 

3. M781 HSR/HSP Control interconnecting cables 

4. M920 Unibus connector 

5. KYll-A Console panel 

CAUTION 
Due to the physical size of the KYll-A console and the 
extremely tight fit, extreme care must be used when 
removing this component to prevent damage. 
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Figure 5-2 Mounting Hardware 



5.11 MAINTENANCE TIPS 



5.11.1 Diagnostic Programs 

The MainDEC-11 diagnostic programs are designed to test particular devices, operations, or functions. Their 
purpose and operating instructions are included in the documentation supplied with each test tape. Processor 
Test 1 7 is an overall system exerciser and, as such, is a prime vehicle for isolating malfunctions to a device. Once 
a fault has been isolated to a specific device by Test 17, then the special tests for the device, operation, or 
function can be used to further determine the cause of the malfunction. This method, in most cases, determines 



the hardware problem areas. However, a problem may exist, all diagnostic programs perform satisfactorily, yet 
user equipment and/or programs fail. In this instance, a more likely place to look for the cause of the problem is 
the user program and/or equipment. 

5.11.2 KM 1 1 Maintenance Set 

The KMl 1 Maintenance Set consists of the W 130 and Wl 31 modules and is one of the most valuable tools that 
can be used to troubleshoot the KAll Processor. The Maintenance Set provides a capability for single clock 
stepping through programs, disabling time out, and providing BUS SSYN, all under operator control. It also 
furnishes indicators of ISR and BSR time states, MSYN, BSYN, Traps, R/W2, and condition codes. Three test 
indicators are available for connection of signals which may be desired in the course of troubleshooting. The 
connections can be made to the appropriate pins on the back panel wiring. Complete instructions for using the 
Maintenance Set are given in the KMll Maintenance Set manual. 

5. 1 1.3 Observation of Service Major State Operation 

The ability to observe operation through the various ISR states requires that the machine be single clocked by 
the KMl 1 Maintenance Set with ENABLE/HALT switch in the ENABLE position. If this switch is set to HALT, 
the console always gains control in SERVICE * ISRO and the processor never proceeds through the rest of the 
major states. 
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M^l=2 WRItE 7/a 

f^!i)l=3 BbR (1 + 3*/) 

r^!^l = 3 dbR (1 + 3 + 7) 

1^^1 = 3 BSR (i + 3 + 7) 

^^1 = 3 BSR (l5 + l4 + 12 + iJ) 

Kii)l=»3 BSR (15 + 14 + 12 + B) 

t^^l'»3 BSR (15 + 14 + 12 + b) 

f^i^l = 3 BSR (15 + 14 + 12 + b) 



c;03^2 





U0s3ul 
C11U2 


H 
H 
H 


U11U2 
U0Cidl 
U03b2 


L 


b04K2 

L03F1 
t.fe34ul 
i-0t)Hl 


H 
H 


t;03Hl 
t-l^Kl 


H 
H 


U0>3t.2 
tl2M2 


H 
H 


^0302 
1-11^2 


H 
H 
H 


t;0/V2 
fc.0OU2 
l'03F2 



M3 = 3 
K01 = 2 
K03s2'3 
K02 = 3 



K15^2 
KM = 2 
K01 = 2 
K06s2 
K12=2'3 



K0l = 2 



Rl 
Rl 
Rl 
I 
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X Z 



r^Aii.u 
K U N N A M t. 



Mi'1-3 BSR (7 + 14) 

f^Wl = 3 BbR (7 + 14) 

Ki«Jl = 3 BSR (7 + 14) 

^i31 = 3 BbR (.7*6) 

rSiiil = 3 BSR (7 + b) 

MJ1=3 BSR (/+b) 

^ioil^3 BbR id'^ 

Kk31-3 BSR ^0 

^^1-3 BbR 00 

rSi^l = 3 B5R aw 

M5i = 3 B5R i30 



HiMUWRH , Vl<34 6/4//0 
A/P piN ORUER BAY " 

NAMt PIN ORDER 



1-01 


K01s2 




1 


t\^i=3 


BSR 00 


1-02 


Kl2s2'3 










1 








i\ 1^1 = 3 


B3R 01 
BSR i3l 


1-01 


Kl2s3 




1 


is^l = 3 


BSR dl 


1-92 


Kl3s2 




2 


K.iil = 3 


Bi>R yi 


1-03 


K01-2 










1 








^i^l=.3 
1^1^1 = 3 


BbR i3l 
BSR 01 


1-01 ♦ 


Kl5s2 


Rl 




^^1'3 


BSR 01 


1-02 * 


K01s2'3' 


'4R1 








1-03 « 


K10-3M' 


'4R1 




r^01==3 


BbR 'd6 


1-04 ♦ 


Kl3s2 


R2 




^^1-3 


BSR 03 


J. 








^^1 = 3 
K^l = 3 


BSR ;^3 
BSR «3 


1-01 


K01 = 2 






^^l^Z 


BSR 03 


1^02 


K05 = 2 






MiJl = 3 


BSR 03 


1 








KkJl-3 


BSR 33 


1-01 


K01 = 2 






^^1 = 3 


BSR fc37 


1-02 


K05 = 2 






fSi'l«3 


BSR 07 


1 








KW1 = 3 

Kai = 3 


BSR 07 
BSR 07 


1-01 


K0ls3 






KiJls3 


BSR 07 


1-02 


K04s2'3 






^01 = 3 


BSR 07 


X 








1^^1-3 


BSR 0b 


1-01 


K09s2 


Rl 




^k31c3 


BSR 0b 


1-02 


K13 = 2 


Rl 


2 


^fc31-3 


BSR yo 


1-03 


K01s3 


R2 




^0l=3 


BSR 0b 


1 








^01-3 


BSR 0b 



H 



L0v3P2 

B04V2 
K 0v3Al 

U02K2 
t'0v3Ll 



H t:J0;iR2 

H U0^P1 

H U0bM2 

H 1-.0V5N1 

H l-liLl 



H B02IL2 

H L03P1 

l'0C)t2 



t03H2 
t- 0Ofc:l 



b02Hl 
i;0OU2 
U02P1 
D03N2 
t0OH2 
K04IN2 



H B02U2 

H U0£iU2 

H U0bt;2 

H t03V2 

H I'11V2 



H y0'*u2 

H ti^d^2 

H U0i:T2 

H t'03d2 



Q DRAW RV PG Y 



K01b3 
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X i 



1-01 


K15 = 2 


1-02 
1 


K01s3 


1-01 


K02s2 


1-02 


K01 = 3 


1 




1-01 


KM = 2 


i"02 


D02s3 


1-03 


K06s5M 


1-04 


K01»3 


l-0i? 

1 


K04=2'3 


1-01 


KM»2 


1-02 


K01s3 


1-03 


Kl3s2 


1-01 


K01a3 


1-02 


K06s3»4 


1-01 


KMs2 


i-02 


Kl3s3 


1-03 


K02s2'3 


1-04 


K01s2'3 


i-0S 


K06s5 


1-06 
1 


K10-3 


1-01 


KM = 2 


1-02 


K0232 


1-03 


K06s2 


1-04 


K01s3 


X-Sb 


K04 = 3 


1 




1-01 


K15»2 


1-02 


KM = 2 


i-03 


K02s2 


1-04 


K01«3 



5-23 



KvJN NAML 



M(31«3 dS^ ^b 

Mi'l"3 BS-^ 12 
Mtfl«=3 BS'i I'd 
Mfll»3 BSrJ 12 

Mtfl=3 BS^ 12 
^ii'l»3 8S^ 12 
(^ifll-3 8SK 12 

M^l»3 BS^ 14 

l\Wl = 3 Bb"{ 14 

Miil-S BS.-< i4 

M(31-3 BSK 14 

Kt^l-3 SS-i 14 

1^1^1-3 tiS-i 14 

M^l-3 BS-{ 14 

KWl»3 BS'* 14 

1^^1 = 3 BSH 14 

iSWl-3 BS-^ 1& 

MiilaS SS'i 1& 

^Wl'S BS-^ 15 

ISW1 = 3 BS^ 1& 

M<3l-3 BS^ li> 
MC1=3 bSK is 
Ki^lsS BS^ 15 

Atfl«3 iS^ a + 3> 
tSkfl = 3 IbK (1*3) 
^1-31 = 3 IS.^ U + 3) 

Kwl=;3 I^^ (12*15) 

Mfl=3 ISK (12+15) 

Mi»l-3 ISn (12 + 15) 

1^^1 = 3 ISK U2 + 15) 

^iiJl = 3 IS-^ (12 + 15) 

^Wl=3 IS^ (4+/) 

»^W1»3 IS'^ (3 + 7) 

1^^1 = 3 IS^ (3*7) 

M^l!=3 ISK (.5 + 7) 

iSi'l = 3 IS-{ (3*/) 

K.^l = 3 IS-J («5*7) 



HN0WRP,V164 6/4//0 
A/P PIN ORUEK BAY « 

NAMt PIN ORDER 

I, LI04B1 



Q DRAW RV PG Y 



K01«3 



PAGE 25 
X 2 



H 


B02H2 


1-01 


KM = 2 


H 


l'04Nl 


1-02 
1 


K01b2'3 


L 


U06H2 


1-01 


K13b3 


U 


f'0it2 


i-02 
1 




H 


B0iiU2 


1-01 


KMo2 


H 


B04Si2 


1-02 


Kl5s2 


H 


U0^M2 


1-03 


K0153 


H 


►liBl 


1-04 
1 


K04s2 


t. 


U02A1 


1-01 


K02a2 


I 


t0>3M2 


1-02 


K0153 


L 


L0tlUl 


1-03 
i 


K065s3»4 


H 


B0^N2 


1-01 


KM»2 


H 


t0>3iM2 


1-02 


K01s3 


H 


^llAl 


1-03 
1 


K0432 


U 


U0ON1 


1-01 


K06c3 


L 


t0>5Ul 


1-02 
1 


K01 = 3 


H 


t0v3»^l 


i-#l 


K&1W3 


H 


tlill 


1-02 

1 


K04«2 


H 


U0<iN2 


1-01 


K0292 


H 


t03«2 


1-02 


K01b3 


H 


t0BR2 


1-03 


K06b5 


H 


tllP2 


1-04 
1 


K04b2 


H 


UliKl 


1-01 


K12b2 


H 


tllNl 


1-02 


K0482'3 


H 


^0aF2 


1-03 


K06b3 


H 


t-0v5l,2 


1-04 


K01b3 


H 


(■02C1 


1-05 

1 


K02b2'3 



ISAll.U 

rtUN NAMb 



M^l-3 ISr( 00 

Klfll-3 ISW 00 

M^l = 3 IS-e 00 

•^ai''3 IS^ 00 

^^1-3 ISri 00 

M^i-3 la^ m 

^01»3 IS^ 00 

KWi-3 IbK 00 

Kl(J1^3 IS.^ 00 

Ktfl-3 IS^^ 00 

^wl-3 IbK yl 

1^01-3 IS^ 01 

M^l-3 IbW 01 

Mfll-3 IS>.^ 01 

Ki£il«3 ISK 01 

Mai=3 IbK 01 

Kt01»3 IS^ 01 

1^101-3 ISK 01 

Mi>l = 3 IS^ 01 

Ki^l«3 IS^ 01 

M01=3 ISK 01 

MdlB3 ISH 01 

M31o3 ISK 02 

IS01»3 ISK 02 

Kloi-3 ISK 02 

'^Wl-3 ISK 02 

^01-3 ISK 03 

KkJl-3 ISK 03 

KW1=3 ISK 03 

1^01-3 ISK 03 

K01a3 ISK 03 

K01=3 ISK 03 

K01"3 ISK 03 

tS01-3 ISK 03 

Ktfl-3 ISK 03 

K01-3 ISK 03 

M01»3 ISK 03 



HND>JRK,V04 6/4//0 
A/P PIN ORDER BAY » 

NAMt PIN ORDER 



B04U1 
B0<:S1 
U02K2 
U03D1 
D11N2 
l-llSl 



L U0aFl 

L. k.03Dl 



B02M2 
UQiiRl 

U0avi 

DllUl 
U04l^l 
L04f11 

t-iivi 



U0^V2 
U0ftPl 
t0B£2 



H B02P2 

H L02L1 

H t.03sJ2 



B02F2 
t;0/Bl 
D04J1 
L03A1 

(•a-^Ji 
f-iiui 



L ^0»f11 

L D0OKi 
U t03Bl 



1-01 

1-02 
1-03 
1-04 
1-05 
1-06 
1 

1-01 
1-02 
1 

l-0l 
1-02 
1-03 
1-04 
1-05 
1-06 
1-07 
1 

1-01 
1-02 
1-03 
1 

1-01 
1-02 
1-03 

1 

1-01 
1-02 
1-03 
1-04 
1-05 
1-06 
1 

i-01 
1-02 
1-03 
1 





PAGE 26 


DRAW RV PG Y 


X i 


K15s2 

KM = 2 

K02b2 

K01b3 

K12b2 

K04b2 


2 
1 
2 

1 
2 


K06S.3 
K01b3 


1 


KM = 2 

K02b2 

K06»4 

K1232 

K10B3 

K01b3 

K04b2 


2 

1 
2 
1 
2 

1 


K01a3 
Ki3b4 
K06b3 


2 

1 


KM = 2 

K02b2 

K01s3 


1 
2 


KM = 2 

K09b2 

K10B3 

K01a3 

K1034 

K04b3 


2 

1 
2 
1 
2 


K06b3 
K13s4 
K01b3 


1 
2 



5-24 



HUN iNjAMt 



M^ls3 ISr< 07 

M£)l-3 ISrJ d7 

Mcil-3 IS-^ k37 

tSii,l = 3 IbK jj7 

M^l=3 ISH 07 

>Vttl-3 IS-? ^7 

^k3i«3 IS"? 07 

Kttl^3 ISr< 0a 

Mai = 3 Ibr< 0B 

Mdil«3 ISH{ 0b 

t^wi = 3 ISK 0b 

^MOl^Z IHH 0b 

iSiiil»3 IS^ 0b 

^Wl»3 IS^ 0b 

Mdl = 3 IS"? 0b 

Miil-3 IS'? 0b 

iSWl«3 ISK 12 

M^i-3 IS*^ 12 

l^i^l = 3 IS^ 12 

^^1-3 ISW 12 

tM^l-3 IS'^ 12 

KKils3 IS^ 12 

M^ls3 ISK 12 

M<31-3 IS?< 12 

^Wl»3 IS-? 14 

Ki^l-3 IS^ 14 

^Wl-3 ISr? 14 

^i^lB3 IS^? 14 

Kifllw3 IS»^ 14 

(SWl-3 IS^ 14 

M^l-3 ISK IS? 

KWle3 ISf< It? 

<^tfl»3 IS>^ 15 

lSifll-3 ISH? 1!? 

^ifll«3 ISK 15 

Kli3ic3 13!=? 15 

Mfll^3 ISf^ 15 



HiMOwRH,v04 6/4//0 
A/P PiN ORpEH BAY « 
NAMt PiN OROEH 



b02£l 
U04K2 
t02t2 
L0»3K2 
l-llKl 



L0.5K1 
U0«>R1 
t:0bHl 



b02Ml 
U02F2 
U0s5Ml 
t04Hl 
L11U2 



U04U2 
l^llUl 



b02S2 
b04Sl 
U12U1 
tllR2 
L0bS2 
tB«53l 



L04R1 



1-01 
1-02 
1-03 
1-04 
1-05 



l-0l 
1-02 
1-03 
1 

1-01 
1-02 
1-03 
1-04 
1-05 
1 

1-01 

1-02 
1 

1-01 

1-02 
1-03 
1-04 
1-05 
1-06 
1 



Q DRAW RV PG Y 



KMo2 

Kl0a3 

O02s3 

K01s2 

K04s2 



K0ls3 
K13«?4 
K06e3 



KM-2 

K02s2 

K01s3 

K10S4 

K04b3 



K01«3 
K04s3 



KM-2 

Kl5c2 

K03s3 

K04s2 

K06s5 

K01e3 



K0183 



H 


«02K1 


1-01 


KMs2 


H 


Q02S2 


1-02 


K02s2 


H 


f'Q^QZ 


1-03 


K01a3 


H 


PH«1 


1-04 


K04e2'3 


H 


U12S2 


1-05 
1 


K03s3 


H 


t;0tfai 


1-01 


K06=3»4 


H 


b02«l 


1-02 


KMe2 


H 


U02C1 


1-03 


K02s2 


H 


L04S2 


1-04 


K0l!s3 


H 


t04V2 


1-05 


K1084 


H 


^"11F2 


1-06 
1 


K04ts2'3 
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X i 



^All.u 

NUN .NAML 



t^^l.3 (StRVICt«iSR0) 

M(31 = 3 (Se:K\/ICL»lSR0) 

^1^1 = 3 (Sfc:KVICt*lSR0) 

i^iiJl-3 (S£KVICt.»ISR0) 

(^1^1 = 3 (S£RVICt.»JSRb) 

r^iOl^i (SE:HVICt.»ISRb) 

f^«31s3 {S6:HVlCb.«ISRb) 



HN0WRK,Vltf4 b/A/Za 
A/P PIN ORUER bAY - 
NAMt. PIN ORDER 



^Wl=?3 


SI 


■ PTR CLK 


iSWi»3 


SI 


• PTH CUK 


Kwis3 


SI 


■ PTH CUK 


Ki91 = 4 


8 


JtST ( 


0) 


^^1^4 


8 


OtSJ ( 


0; 


K131-4 


B 


lJEST ( 


0) 


^.3l=4 


8 


UtST ( 


0) 


M^l=»4 


8 


JLST ( 




^1^1 = 4 


B 


JtST ( 




^j3l = 4 


8 


atsT ( 




MJls4 


8 


OtST 




K01»4 


8 


JEST ( 




Mfll-4 


8 


JEST 




tSWl«4 


B 


JEST 




Kk31«4 


B 


Exeg ( 


0) 


M01»4 


8 


EXEC 


0} 


f^lfll = 4 


8 


EXEC 


0} 


Kldls4 


8 


EXEC 


0) 


Klfll»4 


8 


EXEC 


;0) 


KW1 = 4 


8 


EXEC 


0} 


KWlss4 


8 


EXEC 


^0) 


K01s4 


8 


ExEC 


U? 


^01 = 4 


B 


EXEC 


^1) 


f^k51w4 


8 


EXEC 


I } 


KWls4 


8 


EXEC 


[%) 


KW1 = 4 


8 


EXEC 


U) 


Mi31=4 


8 


EXEC 


;i) 


ISifll»4 


8 


EXEC 


U2 



L d04Hl 
L L10OE1 
L U0s5l1 



Miil = 4 8 FETCH (0) 
fStfl-4 8 FETCH {0) 
M61s4 8 FETCH (0) 



CllCl 
U04K1 



U0>5gi 
f.02N2 



t0bFl 
t02Kl 
K0>5J1 



U02ri 
U04R1 
1-0102 
l'0«5H2 
l^06F2 
tllV2 



E11H2 
U11R2 
U0bAl 

U02K1 
t.04Sl 
K04L1 



C0bSl 
U02U2 
F01U2 
► 03V2 
F04|,2 
FllNl 



C0281 
^0v5J2 



1-01 
1-02 
i-03 
1 

1-01 
1-02 
1 

1-01 
1-02 
1 

1-01 
i-02 
1-03 
1 

1-01 
1-02 
1-03 
1-04 
1-05 
1-06 



1-01 
1-02 
1-03 
1-04 
1-05 
1-06 
1 

1-01 
1-02 
1-03 
1-04 
1-05 
1-06 
1 

1-01 
1-02 
1 



Q DRAW RV PG Y 



K15=,2 
K13a2 
K01s3 
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X 2 



Kl2 = 3 
K12b3 



K01a3 
K02s3 



K0633M 
K02s3 

K01s4 



K02 = 2 

Kl0a3 

KY = 2 

K01s4 

K1382 

K0432'3 



K04b2'3 

K12s2 

K0633 

K02»2 

Kl0a4 

K01b4 



K06a2»4 

K02a2'3 

KYb2 

K01e4 

K10e3 

K04a2»3 



K02s2 
K01b4 



5-25 



f^All.U 
HUN NAMt. 



Mi)l = 4 
IMJ1<=4 
Ki^'l = 4 
KkJl-4 
rSWl-4 
Mi31'-4 

^ltfXB4 
^k31s=4 
Kli)l»4 
Kk>i = 4 
Mill=:4 
KiijjL-4 
M<il = 4 
Miil = 4 
^k31 = 4 

M^l-4 

i\li)l = 4 
1^1^1-4 
Kiai«4 
^K:il = 4 



FtrCH 
FtTUH 
FtTCH 
Fk-TCH 
FLTCH 
FLTUH 
Ft-TUH 



a) 
(1) 
(1) 
(1) 

a) 



i>t.RVICE 

SLRVICE 
bLRVICE 
SL^^VICE 
B btRVICE 
8 :>tRVIGE 



iUJKCfc. 

SUJKCL 
SUJKCL 
SUUKCk. 



U) 
U) 

(1) 

ID 



^^1=4 EXtU KM 1 

Ki^l = 4 EXEC M 1 

t^i^l-4 EXEU I- H 1 

KiCl-4 (f-£TCH*lSKl) 

lMi)l-4 CFETCH»iSKl) 

l\01-4 (FtTCH»ISHl) 

Kt51-4 (FETGH»ISK1) 



Ki^l-4 


(bU*aE) 


^i61»4 


(S^+OE) 


i^lt*lB4 


(bO+OE) 


Mtil-4 


(bU+DE) 


Kliils4 


(SO+OE) 


Kltil = 4 


(SU*OE) 


Kii31«4 


(SU + Qe.) 


MJ1b4 


(SU+OE) 


Kwi-4 


(SO+OE) 


Kwi«4 


(SU*OE) 



HNUWRK,Viii4 6/4//0 
A/P PIN ORUER BAY " 

NAME PIN ORDER 



1-01 
1-02 
1-03 
1-04 
l-0i3 
1-06 
1 

1-01 
1-02 
1-03 
1-04 
1-05 
1-06 
1-07 
1-08 
1 

1-01 
1-02 
1-03 
1-04 
1-05 
1 

1-01 

1-02 
1 

1-01 
1-02 
1-03 

1-01 
1-02 
1-03 
1-04 
1-05 
1-06 
1 

1-01 
1-02 

1 



H 
H 
H 
H 
H 
H 


C02K1 
[-0152 
F03L2 
K04U1 
t'0«Ul 
HlPl 


H 
H 
H 
H 
H 
H 
H 
H 


t;0/Ci 
^0301 
U02U1 
E04F1 
E06N1 
FllHl 
U12T2 
U11K2 


H 
H 
H 
H 
H 


U04N1 
U0<iEl 
F01F1 
^03M2 
F11M2 


H 
H 


E0^F2 
K03F1 


H 
H 
H 


B04E1 

UllUl 
F03K1 


H 
H 
H 
H 
H 
H 


IJ06E2 
UllNl 
F11S2 
F0bMl 
F03P1 
E0iiJl 


U 
U 


U0bL,l 
E03U2 



Q URAW RV PG Y 



K02 = 2 
KY = 2 
K01«4 
Kl0s3 
K06ss2 
K04 = 2 



K09s2 

K01=4'3 

K02«2'3 

Ki0s4 

Kl3s2 

K04»2'3 

K03=3 

K12»2'3 



K1053 
K02s2 
KY = 2 
K01 = 3 
K04b2»3 



K02b3 

K01 = 4 



Kl5is2 

K12«2'3 

K01s4 



Rl 



Rl 



Kl3 = 3 

K12s2 

K04s2'3 

K0685'4'3 

K04e4 

K0252'3 



K13b4 
K01b4 
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INAll.U 
NUN NAMt- 



K^l-4 (U+K/S) 

Kk31-4 (U + K/b) 

M(31=»4 (U + K/b) 

^i:'l-4- SE-^VIUE 

M^l-4 SERVICE 

Kiiil-4 SE.^VIUE 

i^i^l-4 SE-<VICE 

^itJ2 = 2 BUb IN UONE 

Mfl2«'2 ^^^ l^ UONE 

^i^2»2 BUb OUT OUNE 

Kiii2-2 BUb OUT OUNE 

K;62„2 INTERNAL AURb 

Kiii2»2 INTERNAL AuRb 
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1 


H 


t.l<iNl 




H 


LlkiiN2 




H 


t-i<:L2 




H 


t.l<ipl 




H 


yi<iL2 




H 


K1^K2 




H 


C1^H2 





Q URAW RV PG Y 



K06s4 
K08 = 2 
K05s2 



K08s2 
K05s2 



K08«2 
K05s2 



K08s2 
K05-2 



K08s;2 
K05 = 2 



K08-2 
K05s2 



K08s2 
K05 = 2 



K08s2 
K05 = 2 



K0532 
K05s2 
K05 = 2 
K05s2 
K05s2 
K05 = 2 
K05s2 
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X i 



!\A11,U 




KUN NAMt. 




M^5=2 Yil 




MiJ6 = 2 CU"^ 


IH 


^i^6 = 2 CU'^ 


IK 


Mi)6 = 2 CL^ 


IR 



HiMDwRK,VI64 6/'4//0 
A/P PIN ORUER tlAY » 

NAME PJN ORDER 



^^^6^2 DATA WAiT FM 
nii)6-2 OATA WAIT FM 
K06-2 UATA WAIT FM 



M^6=2 LATOH 
Kk36 = 2 UArOH 
1^^6 = 2 UATUH 
M^6^2 UATCH 



lS/0 

i;>/0 

l!3/0 

it>/0 



IM06 = 2 UATUH 3 (0) 

KW6 = 2 UATUH 3 i:?/0 

KW6 = 2 UATUH 3 li)/0 

^^6 = 2 UATOH 9 i;?/0 

M£i6 = 2 UATOH 3 15/0 



Kit)6 = 2 P ULR DATA NAiT H 

t\^6 = 2 P JATA START 

Mfl6=2 P JATA START 

K^6=!2 P J>*TA START 

f^iib^Z aRANCh 

^^b^Z aRANCH 

Kl66 = 3 BRANCH 

Mfi6=3 BRANCH 

^to6s3 EXTRA 

MJ6=3 EXTRA 

M<36 = 3 EXTRA 

K^6=3 EXTRA 

Ki36 = 3 EXTRA 

^W6 = 3 CATE A f- M R0 

Mfl6-3 GATE A FM R0 

ISW6«3 GATE A FM R0 



H<iJ2 

U0/T2 
K0OT2 



U0viAl 
t.0OAl 



U0yE2 
U0bPl 

E0yE2 



U0ttRl 



H 


U^VMl 


H 


U0ttSl 


H 


L0yMi 



F0«U1 



H 

H 


U04R2 
E0bEl 


U 
U 

u 


L0OJ2 

t.^dH2 
F04T2 


H 
H 
H 
H 


U0*iM2 

t-livi 

F 0«M2 
F04M1 


H 
H 


U0V^^1 
F0ttP2 



1-01 

1-02 
1-03 



Q URAW RV PG Y 



K05 = 2 
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1-01 


K09»4 


1-02 


K065S2 


1-01 


K0l52 


1~«2 
1 


K06»2 


1-01 


K07«2 


1-02 


K06 = 2 


1-03 


K0852 


1 





K06 = 2 

K07s2 
K06s2 
K08s2 



K06 = 5 



1-01 


K0132 


1-02 


K0652 






1-01 


K06s3 


1-02 


K02s2 


1-03 


Kl0s4 


1 




1-01 


K0232 


1-02 


K04s2»3 


i-03 


K06a3!2 


1-04 


K10 = 4 


1 




i-0i 


K0752 


1-02 


K06h3 


1 





5-30 



KuN NAMfc. 



HIMQWRK,VI^4 6/^rf^ 
A/P PiN ORDER BAY « 

NAML PJN ORDER 



H 
H 
H 
H 


iJ0yF2 
t0yF2 

i-0yLi 

l'0OiN2 


H 
H 


U0yu2 

F0OS2 



Mi»6 = 3 CiATL A f- M Rl^/l 

Mi»6~3 GATL A FM Rl^/l 

M^6 = 3 CiATt. M (■ M Rl>/1 

^ii)6c3 CiATL A !•' H R15/1 

lMt'6e3 CiATL A FM Kl>/1 

Mc:i6 = 3 GATL A M «R0 

Vs^b<sZ GATt. A ^ M 8Ri3 

(Si66 = 3 CiATL A f- M sR0 

Kii!6 = 3 CiATL A FM »Ri5/l H U0yV2 

K!66 = 3 GATt. A FM aRl5/l H F0yv2 

K*fl6»3 GATt. A ^ M =R15/1 H H 0^02 

Ki<J6 = 3 GATL A PM SR3.5/I H F0aPl 

^1^/6 = 3 GATL A FM KR15/1 

Mci6 = 3 GATL ADD 15/B H U0OM2 

M^6-3 GAFL ADD l>/b H t0yp2 

^ia6-3 GATt A3U l!?/b 

MC6;:3 GATt ADD 7/0 H U0«L2 

A^b^Z GATt. AulU 7/0 H U0yp2 

M^6 = 3 GATt. AQU 7/0 

iM^6s3 GATL bYTE 15/8 H c;0aQ2 

M^6»3 GATt. bYTE 15/S H t.0yji 

Mi'6-3 GATt. bYTE 15/6 

Mfi69.3 GATt. bYTE 7/0 H Q;0tt?l 

M^6 = 3 GATL bYTE 7/tf H U0ywll 

Mfi6s3 GATt. bYTE 7/0 

IMfi6 = 3 GATL LEFT 15/0 H U0a^2 

^W6=3 GATL LEFT 15/0 H U0yDl 

1^06 = 3 GATL LEFT 15/0 H P 0yUl 

MC6=3 GATL LEFT 15/0 

KW6 = 3 GATL RIGHT l>/0 H U0aiN2 

K06s3 GATL RIGHT l>/0 H U0yN2 

K!^6 = 3 GATL RIGHT 1&/0 H F0yN2 

1^06-3 GATL RIGHT 1&/0 

K06 = 3 (LXLC*ISR0) H G0iiCl 

(^06-3 (LXLC*ISR0) H L0bNl 

1^06^3 (tXLC»ISR0) H F0OA1 

K06"3 (EXLC*ISR0) 



1-01 
1-02 
1-03 
1-04 



1-01 
1-02 
1 

1-01 
1-02 
i-03 
1-04 

X 

1-01 
1-02 
1 

1-01 
1-02 
1 

1-01 
1-02 



1-01 
1-02 
1 

1-01 
1-02 
1-03 
1 

1-01 
1-02 
1-03 
1 

1-01 
1-02 
1-03 

1 



Q DRAW RV PG Y 



K07s2 
K08s2 
K08 = 2 
K06s3 



K07b2 
K06 = 3 



K07c2 
K08^2 
K08»2 
K06 = 3 



K06;=3 
K08 = 2 



K06«3 
K07 = 2 



K06s3 
K08 = 2 



K06e3 
K07b2 



K06s3 
K07s2 
K08 = 2 



K06b3 
K07b2 
K08a2 



K02b2 
K06s3 
K13B2 
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1 
2 
1 



t^AlX.U 
RUN MAML 



HiMUWRP,Vi<34 6/4//0 
A/P PiN ORDER 

NAML PJN 



Mci6^4 GATL A I- M™yDl5/0 H 

i^W6«-4 GATL A FM-bD15/0 H 

^^6=4 GATL A FM-aDl5/0 H 

Kij26 = 4 GATL A FM-bDl5/0 

Mfl6=.4 GATL b FM bDl5/0 H 

fttf6-4 GATL b F^l bDl5/0 H 

K^6=4 GATL b FM bDl5/0 H 

^i36»4 GATL b FM bDl5/0 

K^6-4 GATL b FM Rl>/^ H 

KiC6'-4 GATL b FM Rll3/^ H 

Mfl6»4 GATL b FM K15/^ 

^^^6»4 GATL b I'M R7/0 H 

KW6=4 GATL B FM R7/0 H 

1^^6-4 GATL b FM R7/0 

^itf6-4 GATL b FM STPM H 

K)^6 = 4 GATL b FM STPM H 

tSi'6-4 GATL b FM bTPM 



IS^6 = 4 GATL SEX 

f^^6 = 4 GATL SEX 

fSK)6 = 4 GATL SEX 

K06=4 GATL SEX 

M«36-4 GATL SEX 

tM^6 = 4 GATL SEX 

K06-4 GATL SEX 

^06=4 GATL SEX 

K06s4 (ST+EX+DEP) 

Aa6?=4 (ST + EX*DEP) 

1^06 = 4 (ST + EX + DEP) 

Mi)6 = 4 CWORP*mOV? 

(^06=34 (WURD + MOV) 

K06s4 (WQRQ*MOVJ 

fs^b^d CARRY 00 (0) 

^W6=5 CARRY 00 ^0} 

Kii)6s5 CARRY 00 ^0) 



C0yu2 
U0bgi 

L0yg2 



U0y^2 
u0aK2 
L0y^2 



i;0OFi 
L0yv2 



usafci 
U0yv2 



U0«(^1 

U0ys2 



U0eNl 
L0yg2 
L0yv3 
K0y£i 
i'0yF2 

► 0yp2 

► 0ys2 



D0bUl 
LHt2 



D0bb2 
tllDl 



U0yL2 
i'0»Ul 
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bAY - 
ORDER 


Q DRAW RV PG Y 


X 2 


1-01 
x-02 
1-03 
1 


K07s2 

K06a4 

K08s2 


1 
2 


1-01 
1-02 

1-03 
1 


K07 = 2 
K0634 
K08s2 


1 

2 


1-01 

1-02 
1 


K06s4 
K08s2 


1 


1-01 

1-02 


K06»4 
K0732 


1 


1-01 
1-02 
1 


K0634 
K0752 


1 


1-01 
1-02 
1-03 
1-04 
1-05 
1-06 
1-07 
1 


K06s?4 
K0852 
K08«2 
K0852 
K08s2 
K0852 
K08-2 


2 
1 
2 
1 
2 
1 


1-01 
1-02 
1 


K06s4 
K04s2 


1 


1-01 
1-02 
1 


K0684 
K04s3 


1 


1-01 
1-02 

1 


K07b2 
K06=5 


1 



5-31 



HUN iNl A M t. 



f^^6^5 (LXAM^JLP) 

K«^6 = 5 UXA^ + 3t.P) 

IMy6 = 5 (fc.^AH + :)LP) 

K^6 = 5 (LXAv| + 3t.P) 

r^ii36 = 5 (LXAV1 + 3LP) 

M<a6s5 (LXAvi + 3t.P) 

K!(37-2 A JATA 07 
IMd7 = 2 A JATA 07 
Kiif7 = 2 A JATA 07 

tMi:;7 = 2 AUJi<Ja 

l\k:.'7 = 2 AUJ0iJ 

M<37 = 2 AUJ0a 

l^W7='2 AUJl-^y 

tSlti7 = 2 AUJi^l 
Mt7«2 AUJ01 
Mf7''2 AUJtol 

Kit)7 = 2 '^L'^>^2 

M4'7 = 2 AUJ02 

^ii57 = 2 AUJW2 

iS;:'7 = 2 AUJ02 

^«57 = 2 ALiJW3 
M6'7 = 2 AUJiJ3 
^ii7-2 AUJU3 

tSifl7 = 2 AUJiJ4 
i\)t»7 = 2 AUJi'iS4 
^tJ7"2 AUJ04 

^W7s2 AUJl(>> 
^iil7<=2 AUJk/b 
1^^7 = 2 AUJ0P 

f^ltJ7 = 2 ALJjy& 
iSk:;7 = 2 AUJUb 
l^!tJ7''2 AUJ06 

l\«37 = 2 AUJy? 

I\iii7 = 2 AUJ07 

^i6'7»2 AUJU7 

M«-'7 = 2 AUJtr/ 

rsk57 = 2 AUJiy? 



HNUWRH,V04 6/4/70 
A/P PiN QRUE.H BAY « 
NAMt PJN ORUER 



1-01 
1-02 
1-03 
1-04 
1-0^ 
1 

1-01 
1-02 
1 

1-01 
1-02 
1-03 

1 

1-01 
1-02 
1 

1-(?1 
1-02 
1-03 
1 

1-01 
1-02 
1 

1-01 

1-02 

r 
1-01 

1-02 
1 

1-01 
1-02 



1-01 
1-02 
1-03 
1-04 
1 



L 
L 
L 
I 

L 


UKbHl 
U0bF2 
U03i\J2 

tllHl 


L 
L 


b03Vl 

i.0yd2 


U 
L 
L 


t04Jl 

U0yijl 
K0yRi 


L 


uwypil 
I-0VF1 


L 
L 
L 


b0^Ul 
u0yji 
i-0ypl 


U 
U 


U0vd2 
i'0VK2 


L 


U0yr}l 

i'0yu2 


L 

L 


UDViMl 

L0yLji 


I 
I 


u0yKi 
t0yisi2 


I 
I 

I 


t:i03T2 

i;0yM2 
i'0yj2 



Q DRAW RV PG Y 



K06=5 
K13 = 3 
K01 = 2 
K02-3 
K04i;2'3 



Klls2 
K07s2 



K10s4 
K07s2 
K08 = 2 



K07s2 
K08s;2 



Klls2 
K07s:2 
K08s2 



K07j:2 

K08s2 



K07s2 
K08 = 2 



K07 = 2 
K08 = 2 



K07s2 
K08s2 



Kll = 2 
K07-2 
K08s2 
K08s2 
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X i 



HUM iNJAMt. 



K^7-2 tJ JATA 07 

Md7-2 U JATA 07 

^iJ7-2 d JATA 07 

K;67-2 Ca-<KY k37 

M^7-2 CA-^HY tr/ 

Kt,'7 = 2 CA-JKY i)7 

Ki67 = 2 CA-<KY kJ7 



HNDWRH,V04 6/4/70 
A/P PiN ORUeH bay «» 

[\jA[^t. P|M ORDER 





^;:^7=2 


D0ic! 




K^7 = 2 


D0a 


2 


^*ii7 = 2 


00 ia 


1 


^i67-2 


00!:/ 




K^7-2 


U0i£i 




)\ 167-2 


001 


1 


iS^7-2 


001 




t\ 1^7 = 2 


001 




K^7 = 2 


001 




'\t7s2 


001 


1 


Kk:;7 = 2 


001 


2 








Kki7 = 2 


002 




Mii7 = 2 


002 




IMt/7a2 


0IC2 


1 


M^7«2 


D\(i'd 




tM67*2 


O0;d 




M^7 = 2 


O^i 


1 


(\iii7»2 


003 




n jii 7 = 2 


003 




n^7=:2 


00 3 




M<y7a2 


0\0i 


1 


ft^'7 = 2 


003 




^^7«2 


004 




1^.^7-2 


00^ 


1 


Mt;7 = 2 


004 




iM^7 = 2 


00't 




Mfl7 = 2 


004 


2 


^^7-2 


00? 


1 


Mi'7a2 


003 


2 


f\ka7 = 2 


003 




K^7-2 


003 




^^l7-'2 


003 



B03Ji 

U0yci 



b03Ul 

u0yH2 
i'0yt.2 



1- 

i- 

1 



H O0y«2 

H tidy 2 

H 1-0/1:1 

H t01L2 



H b03O2 

H U0yj2 

H tidki 

H t.0iK2 

H KO/iMl 



H O01V2 

H O0yNl 

H tl^K2 

H 1'0/Kl 



H b0^|'-2 

H O0yHl 

H tl<iHl 

H t0/Hl 

H t.0102 



H U0yui 

H tldL2 

H L0/M2 

H U0iii2 



H U0VS1 

H O01J2 

H t0/ui 

H tid[}2 



1-01 
1-02 
1-03 
1 

1-01 
1-02 
1-03 
1-04 



1-01 

1-02 
1-03 
1-04 
1-05 
1 

1-01 
1-02 
1-03 
1-04 
1 

1-01 
1-02 
1-03 
1-04 

1-013 
1 

1-&31 
1-02 
1-03 
1-04 
1 

1-01 
1-02 
1-03 
1-04 

1 



ORAW RV PG 


Kll = 2 
K07;=2 




Klls2 
K07-2 
K08-2 




K07-2 
K05s2 
K09«2' 
KY-2 


5 


Kll = 2 

K07i=2 

K05«2 

KY=-2 

K09=2' 


5 


KY = 2 
K07 = 2 
K05s2 
K09s2» 


5 


Klls2 
K07b2 
K05s2 
K09»2' 
KY = 2 


-5 


K07«2 
K05s2 
K09s2'4 
KY = 2 


K07s2 
KY = 2 
K09s2i 
K05s2 


14 
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5-32 



f^All.U 




H 


NDWHH ,Vk 


K U N M A >1 1_ 


A/P 


PiN 








NAmL 


^i^7'2 


Dt3& 


H 


U0yL2 


l\i<^7'-2 


Dtib 


H 


U91t-2 


fsDl^l 


Ut';b 


H 


U0/K2 


^^7 = ?, 


Dk-Jb 


H 


t-l^J2 


^^7»2 


Dfcib 






^iii7 = 2 


Dk3/ 


H 


b0^Hi 


(^^^7 = 2 


Dli/ 


H 


UBVHl 


M^7='2 


Ok^/ 


H 


U01H2 


^k^7 = 2 


OfeJ/ 


H 


uia/L2 


t\i37 = 2 


0^/ 


H 


t-l<iH2 


Kic)7 = 2 


Dk;/ 






^^8 = 2 


A JATA 15 


I 


b0^N2 


^^'8 = 2 


A JATA 1& 


L 


L0yb2 


^^8-2 


A JATA lb 






Mi'8 = 2 


AUJWB 


L 


b0ii>2 


Mi)8»2 


AUJ08 


I 


U0VR1 


K;<?8 = 2 


AUJW8 


I 


i-iayiii 


K^'8-2 


AUJIrfS 






^1^8-2 


AUJi59 


I 


u0yFi 


tNto8 = 2 


AUJi39 


I 


i-avMi 


K^8 = 2 


AUJ09 






K^8-2 


AUUia 


I 


U0VP1 


KLJ8-2 


AUJ10 


L 


Kgyjl 


K;i)8«2 


AUJik? 






K^8-2 


AUJll 


I 


U0yt^2 


t^!i)8 = 2 


AUJil 


I 


K0yd2 


1^^8 = 2 


AUJll 






Mii8s2 


AUJ12 


I 


U0yy2 


Mi38 = 2 


AUU12 


L 


L0yRi 


Mii8 = 2 


AUJ12 






^ii)8 = 2 


AUJI3 


L 


i;0vui 


Mi'8'2 


AUJi3 


I 


LgyNi 


^k38»2 


AUJ13 






KW8 = 2 


AUJ14 


I 


L;0yiM2 


Mdi8B2 


AUJ14 


I 


t-0yKi 



orpeh 

PiN 



n^8=2 AUJi4 
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t^All , J 






1 


HNuWKH,V^ 


BAY » 


Q URAW RV PG 


Y X £ 


HuN NjAMt. 




A/P 


PiN 


QRDEH 














NAMt 


1-01 


K07s2 


1 


M6B-2 


AUJlP 




L 


d03Ml 


1-02 


KY = 2 


2 


^*18 = 2 


AUJ13 




L 


U0yFl 


1-03 


K09s2 


1 


^:<:iy=2 


AUJlt? 




L 


L0VM2 


1-04 


K05 = 2 




'^^Q^2 


AUJ15 








1 






fSk^8 = 2 


B JATA 


13 


U 


b0^U2 


i-01 


Kll«2 


2 


M^8 = 2 


B JATA 


15 


I 


L09U1 


1-02 


K07-2 


1 


^^'8 = 2 


B JATA 


ID 






1-03 


KY = 2 


2 












1-04 


K09s2 


1 


K K^ 8 a 2 


CA-<HY 


li? 


U 


b0^5V2 


1-01? 


K05 = 2 




^k:i8 = 2 


CA-^HY 


1!? 


I 


t-0yH2 


1 






M<y8»2 


CM-^HY 


li> 






1-01 


Kll-2 


1 


Mc^8 = 2 


Oitja 




H 


U0ir2 


1-02 


K08 = 2 




^iti8 = 2 


Dl5b 




H 


U0/T2 


1 






^^8'2 


Ukib 




H 


Ul^Nl 








Ki^8 = 2 


D0b 




H 


H«iH2 


1-01 


Klls2 


1 


Mc)8 = 2 


Okib 




H 


H 0Vi^2 


1-02 


K07a2 


2 


^^8^2 


L)k5b 








1-03 


K08a2 














1 






A^Q^2 


LJkJV 




H 


U01P2 








i\i;8 = 2 


Dki9 




H 


U0/U2 


1-01 


K07 = 2 


1 


Mi:j8-2 


D0y 




H 


Ul«iMl 


1-02 


K08-2 




^1^8 = 2 


Jkiy 




H 


t0yj2 


1 






Ki<j8»'2 
f^ 1^8 = 2 


U0V 
D09 




H 


t-l^iUl 


1-01 


K07 = 2 


1 












1-02 


K08 = 2 




f^kiJ8-2 


01^ 




H 


U0iM2 


1 






^«y8s2 


JIU 




H 


U0/V1 








t^w8 = 2 


uiy 




H 


Dl^iL2 


1-01 


K07s2 


1 


Miy8=»2 


Qia 




H 


I-12V2 


1-02 


K08s2 




i\iy8 = 2 


oiu 




H 


I-0VN1 


1 






KaJ8 = 2 


oiy 








1-01 


K07s2 


1 


1^108 = 2 


^11 




H 


i;0lN2 


1-02 


K08s2 




Ki6i8s2 


Dll 




H 


U0/N2 


1 






Ki68 = 2 


Dll 




H 


U12K1 








Mfl8 = 2 


Dll 




H 


H2P1 


1-01 


K07*2 


1 


^^8 = 2 


Dll 




H 


K0yHi 


1-02 


K0852 




fs^b^Z 


Oil 








1 






(\i6)8-2 


Dlk! 




H 


U0iF2 


1-01 


K07e2 


1 


t\i68 = 2 


D12 




H 


u0/«2 


1-02 


K08s2 




^!e38 = 2 


012 
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t-iirti 


L 


U04^2 

U0ddi 


L 


1.04H2 
K04M 
l'0«Al 



1/04K2 



H 
H 
H 
H 


U0aui 

U04U1 

t0^T2 
^11^2 


L 


U0OR2 
U04£2 
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^All,L 


J 


BAY » 


Q DRAW RV PG Y 


X 2 


RUN NAML 


ORDER 










1-01 


KM = 2 


2 


M0-2 


JSR 


1-02 


K10S2 


1 


M0 = 2 


JSR 


1-03 


K0955 




M0-2 


jbR 


1 






M0-2 


JSR 


1-01 


K10 = 2 


1 


M0 = 2 


JbR 


i-02 


K06 = 3 




Kx0 = 2 


JSR 


1 






»S10 = 2 

M0-2 


JSR 
JSR 


1-01 


K10e2'4 


1 


M0 = 2 


JSR 


1-02 


K06s2'3 


2 


M0 = 2 


JSR 


1-03 
1 


K10B4 




M0"2 


JSR 






M0-2 


MUV 


1-01 


K10s2 


2 


M0''2 


f^QV 


1-02 


K13s3 


1 


Ki0-2 


MQV 


1-03 
1 


K04s2»3 




M0-2 
t^i0-2 


ROT/SHF 
RUT/SHF 


1-01 


K10B2 


1 


M0''2 


RQT/3HF 


1-02 

1 


K06s2 




M0-2 
M0-2 


ROT/SHF 
ROr/SHF 


1-01 


Kl0s2«4 


1 


M0-2 


ROT/SHF 


1-02 
1-03 
1 


K10«2 
K06=2'3 


2 


M0-2 
M0»2 


ROT/SHF 
ROT/SHF 



HNUWRh',V04 6/4//0 
A/P PIN ORDER 
NAML P J N 



K10b2 



i-01 


K06e3 


1-02 


Kl0c2 


1-03 


K0154 


1-04 


K04s2'3 


1 




1-01 


K06?;2 


1-02 


K10S2 


1 





L Oia4f^i 

L U04r2 

L K0OJ2 



1-01 
1-02 
1 



Kl0e2 

K10B2 
K06 = 3 



I. 
L 
L. 

R 
R 

M0»2 ROT/SHF R 

M0«2 SbC 
KX0-2 SbC 
M0'»2 SbC 

M032 SUB 
M0='2 SUB 
M0«2 SUB 

K10 = 3 AU'^b BIT 1 
M0-3 ADRb BIT 1 
M0»3 AUrS bit 1 

M0"3 APRS BYTE OP 
M0-3 APRS BYTE OP 
M0-3 AURb BYTE OP 



H 
H 


i;04ui 

H0Odl 


H 


K03N2 


U 
L 
U 
L 


U04C1 
U0«iM2 
U11P2 
L11M2 
K0OF1 
t'04R2 


U 

U 


U04U1 

t0aLi 




(;04L1 
L0BU2 


H 
H 


U0OL2 
L04F2 


H 
H 


O0BK1 
U04H2 


L 


U04C1 
K0«K2 




U04M2 

L0agi 


H 
H 


U04b2 
L0bT2 


H 
H 


L04P1 

L0av2 
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bAY = 
ORDER 


Q DRAW RV PG Y 


X Z 


1-01 
1-02 
1-03 
1 


K10^2 
K13 = 2 
K01 = 4 


1 
2 


1-01 
1-02 
1-03 
1-04 
1-05 
1-06 
1 


K10 = 2 

K02»2 

K1252 

K04s2'3 

K06 = 3M 

K01s4 


2 
1 
2 
1 
2 


1-01 
1-02 


K10 = 2 
K06 = 4 


1 


1 






1-01 
1-02 
1 


K10s2 
K06»3 


1 


1-01 

1-02 

1 


K06s3 
Kl0a2t4 


1 


1-01 
1-02 
1 


K06 = 3 
K10s4f 2 


1 


1-01 
1-02 
1 


K10-2 
K0653 


1 


1-01 
1-02 
1 


K10«2 
K06s3 


1 


1-01 
1-02 

1 


K10«3 
K06b5 


1 


1-01 
1-02 
1 


K10a3 
K|<36b5'3 


1 



5-37 



K U iN N A M t. 



M0^3 Ag-<b U3NE: 

M0-3 AURb uaiNE 

M0-3 AU"<b U3iME 

M0«3 AU'<b UONE 

M0-3 AU^b U3NE 



HiMuWRK,V^4 6/4//k! 
A/P PiN ORUEH BAY * 

NAMt PIN ORDER 



1-01 

1-02 
1-03 
1-04 



M0-3 AU-^b 
iM0*=3 AU-<b 



MJ(3 + i)*6*7) 
M0( 3*i>*e>*7) 
MQ(3*i)*6*7) 



M0-3 AU-<b nOUE U*5) 

M0«3 AU-<b MO0E (4*S>3 

M0 = 3 AU-^b MOUE (4*5) 

M0=3 AU-^b M3UE (6*7} 

M0»3 AP'<b MQUE (6*7} 

M0'-3 AU^b M3UE (6*7} 

'^10 = 3 AU-<S hOUE (6*7) 

M0-3 AU-<i> hOUE 2 

M0»3 Ayib MOUE 2 

M0-3 AURb MOUE 2 

M0='3 AURb MOUE 4 

M0-3 AURb MOUE 4 

M0»3 ApRb MOUE 4 

nx0-3 AURb MOUE t) 

M0<=3 AM (4*?)»REG6 

Ki.ia = 3 AM l4*5}»RtGb 

M0 = 3 AM (4*5}»KEG6 

M0 = 3 tiyTL U3 

M0 = 3 tJYTk. UP 

^x0«'3 BYTt. QP 

M0 = 3 BYTt. UP 

KJ.0»3 BYTL UP 

t^l0»3 CC UP 

Ki0 = 3 ChANGk. UDUES 

iM0 = 3 CHANGt. UOUES 

M0-3 CHANGt UOUES 



L 


U0BJ2 
U0Gi\il 
U0:iBl 
U04H1 


H 
H 


U04(/2 

U0ab2 


H 
H 


U04J2 

i'0Ot2 


H 
H 
H 


U04F1 

t.0op2 
t'liT2 


I 
I 


U0OP2 
u0^bl 


L 


U0«5a2 

U04A1 



U04U1 



H 
H 


UllPl 
I'04H1 


H 
H 
H 
H 


b0^Rl 
U0OU2 

t.04Vl 



1-04^1 

t.0/K2 
l'04Pi 



1-01 
1-02 



1-kil 
1-02 



1-01 
1-02 
1-03 
1 

1-01 
i-02 
3 

1-01 

1-02 
1 



1-01 

1-02 



Q URAW RV PG Y 



K06=52'4 
K13 = 3 

K02 = 2 
K10S3 



K10s3 
K06 = 4 



K10 = 3 
K06s3 



K10S3 
K06 = 3 
K04=2'3 



K13s3 
K10s3 



K13-3 
K10 = 3 



K10 = 3 



1-01 


K12 = 2 


1-02 
1 


Kl0 = 3 


1-01 


Kll = 2 


1-02 


K06-4 


1-03 


Kl3s2 


1-04 


K1053 


1 





K1053 

K09a5 
K10B3 
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X Z 



I^All.U 
KUN NAML 



ni0«3 OtbT MOUE 

M0 = 3 UtbT MOUE 

^10-3 OEbT MOUE 

Ki0-3 DtbT MOUE 

^i0=3 DtbT MOUE 

f^i0 = 3 UtbT MOUE 

M0 = 3 DtiT hOUE 





M0 = 3 HA^l 


1 


M0«3 JM* 




Ki0=3 JM^ 




^x0=3 JM^ 




^4.0 = 3 JMH 


1 




2 


M0-3 OUJ 



Ki0 = 3 GUJ AURb t-RR 

1^10-3 OUU AURb LRR 

M0 = 3 OUJ AURb LRR 

M0-3 OUJ AURb LRR 

M0=.3 RLiib 



HIMUWRK,V04 


6/4//0 
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A/P PIN 


ORUER 


BAY « 


Q URAW RV 


PG Y 


X Z 


NAML 


PIN 


ORDER 








L U04L2 




1-01 


K10«2'3 




2 


L U06P1 




i-02 


K13 = 3 




1 


L U03U2 




1-03 


K01s4 




2 


U U02K1 




1-B4 


K02-2'3 




1 


U L04N1 




1-05 


Kl0a3M 




2 


I, LllUl 




1-06 
1 


K04i=3 







t'04Fl 

L0^R2 
l'0Obl 
t'llJ2 



UllBl 
U0OJ1 
U0^N1 
I- 04P2 



t'04F2 



1 


M0 = 3 
fti0=3 
(^10 = 3 
M0-3 


RLbLT 
RLbLT 
RLbLT 
RLbLT 




U 

U 
L 


L04N2 
P02gi 
l'0bHl 


1 


M0 = 3 
K10 = 3 
rSl0 = 3 


RTI 

RTi 
RTi 




L 
L 


U0«iN2 
l'04K2 


1 

2 

1 


M0»3 
M0-3 
M0 = 3 
M0 = 3 
i^i0«'3 


RTi 

RTb 
RTS 
RTb 

RTb 




H 
H 
H 
H 


U0eu2 
U02V2 
L04R1 

tllT2 




M0-3 


(JlP*sJ5K) 


L 


I'04C1 


1 


M0 = 3 
M0 = 3 


(REbET' 
(REbET- 


*HALT) 
*HALT) 


H 
H 


UllAl 
K04E1 



1-01 
1-02 
1 



Kl0s3 



1-01 


K10-3 


1-02 


K01s4 


1-03 


K04s2 


1 




1-01 


K12-3 


1-02 


K13s3 


1-03 


K02s2'3 


1-04 


K10s3 


1 





K10s3 



1-01 


K10=?3 


1-02 


U02s3 


1-03 


K13 = 2 


1 




1-01 


K02 = 3 


1-02 


K10s3 


1 




1-01 


K06s5 


1-02 


K02»2 


1-03 


Kl0s3 


1-04 


K0453 


1 





K10 = 3 

K12»2'3 
Kl0s3 



5-38 



^Aii.i. 


J 






HNUWRH.Vi 


HON Nt^ 


i*^.t 




A/P 


PIN 
NAMt 


^i.l2='3 


(U+b+H/S) 




I 


UgOLl 


^i0 = 5 


(U+b+H/b) 




I. 


U0Oi>2 


fSi0 = 3 


(U*b*K/S) 




L 


tixsi 


M0 = 3 


(U*B+K/S) 




L 


fc.04gi 


Ki0 = 5 


(U*b*K/S) 








K10-3 


iiJ + H/h) 




H 


t04S2 


1^10-3 


(U+K/S) 




H 


t'0.5T2 


^i0-3 


(U+K/bJ 








(M0 = 3 


sOsiKct mpus: 


V) 


I 


U0OS1 


l^i0''3 


SUJKCt. MOUE 





I 


U04^1 


M0 = 3 


SQJKCt. MOUE 





I 


t0s>Vi 


t^x0-3 


SUJKCL MOUE 





I 


H1H2 


^i^^S 


SOJKCL MOUE 









M0,3 


SWAb 




H 


b0«5Sl 


1^4.0 = 3 


SWAti 




H 


(;0av2 


^i0-3 


S^^Ad 




H 


t04P2 


(^10-^3 


SWAb 








ni0-3 


WAIT 




U 


b04iNH 


^Xd^Z 


WAIT 




I, 


L02di 


M0-3 


WAIT 




I 


F04fS2 


M0'^3 


WAIT 








M0-4 


A FM UEST/INSTH 


H 


U04y2 


M0-4 


A FM UEST/lNtJTK 


H 


U0ogi 


M0-4 


A Fn PEST/iN^TK 






M0o4 


C JATA 




H 


b0-5M 


M0-4 


C JATA 




H 


t04t32 


M0»4 


C JATA 




H 


F0/H2 


Ki0-4 


C JATA 








M0«4 


CA-^KY INSTH 




H 


U04V1 


M0»4 


CA^KY INSTH 




H 


f-B^ua 


Ki0»4 


CA-^KY INSTK 








M0''4 


CLf^ C 




H 


t04c;i 


(M0-'4 


Cl^ c 




H 


F0/F2 


M0e4 


cu^ c 








M0-4 


CL.r^ N'E'V 




H 


E04H2 


Ki0«4 


CUf< N'i'V 




H 


F0/A1 



ORQER BAY •? 
PIN ORUER 

1-01 
1-02 
1-03 
1-04 



i-01 
1-02 
1 

1-01 

1-02 
1-03 
1-04 
1 

1^01 
1-02 
1-03 

1 

1-01 
1-02 
1-03 

1 

1-01 
1-02 
1 

1-01 

1-02 
1-03 



1-01 
1-02 
1 

1-01 
1-02 
1 

1-01 
1-02 
1 



Q URAW RV PG Y 



K13 = 3 
K06s3 
K04e3 
K10B3 



Kl0«3 
K0154 



K13a3 
Kl0s3 
K01a4 
K04=2'3 



Klls2 
K06s3 

Kl0s3 



Kl5i?2 

K0253»2 

K10c3 



Kl0s4 
K06s3'4 



Kll«2 
K1054 
K09s5 



K10s4 
K06s5 



K10c4 
K095;5 



K10B4 
K09s4 
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X i 



^All.U 
RUN NAME 



^10»4 OL'^ T 
^j.0»4 CL.'^ T 
r\10-4 CU^ T 

^i0-4 GATE b/ISK0 
M0-4 GATE B/ISH0 
Ki0-4 GATE b/iSK0 

M0-4 GATE B/ISHl 
f^i0 = 4 GATE B/lSRl 
Ki0-4 GATE B/ISRl 

M0-4 GATE g 

Kj.0-4 GATE KOT/SHF 
IM0 = 4 GATE HQT/SHF 
Ki0-4 GATE ROT/bHF 

K10-4 GATE ST FM 

I^i0»4 GATE ST FM Q 

M0-4 GATE ST FM 

fS4.0»4 GATE ST FM 

^X0-4 GATE V 
i^J.0«4 GATE V 
M0»4 GATE V 

rSl0-4 INST^ STPM02 
M0«4 IHSIH STPM02 
rsi0«4 IHSIH STPM02 

M0«4 INSTS STPM03 
K10«4 INSTR 3TPM03 
M0»4 INsTr STPM03 

K10''4 INSTR STPM04 
M0«4 INSTR 3TPM04 
M0-4 INSTR STPM04 

fSJL0-4 UEFT PATA 00 
IM0 = 4 LEFT PATA 00 
K10-4 LEFT PATA 00 

M0«4 RIGHT DATA 07 
IS10«4 RIGHT OATA 07 
Ki0-4 RIGHT DATA 07 



HiNUWRH,V04 6/4//0 
A/P PIN ORPER 

NAMt PIN 



t04Kl 
t0/P2 



U0«P1 
tW4Al 



U04U2 
U0bF2 



t04M2 



H 
H 


b0vJM2 
E041.2 


H 
H 
H 


b0OEl 

U0viL2 
E04B1 


H 
H 


b0>SAl 
F04N1 


H 
H 


UliPl 
^04V2 


H 
H 


WllEl 
F04S1 


H 
H 


CliN2 
F04y2 


L 
L 


U0yJ2 
l'04Pl 


L 
L 


t;0VEi 

F04g2 
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BAY f 
ORDER 


Q URAW RV PG Y 


X i 


1-01 

1-02 
1 


K10,4 
K09s4«3'5 


1 


1-01 

1-02 
1 


K06 = 4 
K10s4 


1 


1~«1 

1-02 
1 


Kl0 = 4 
K06-4 


1 



K10B4 



i-01 

1-02 
1 


Ml = 2 

K10»4 


1-01 
1-02 
1-03 
1 


Klla2 

K0153 
K10S4 


1-01 
1-02 

1 


Klls2 
K10s4 


1-01 
1-02 
1 


K12s3 
K10S4 


i-01 
1-02 
1 


K12i53 
K10s4 


1-01 
1-02 
1 


K12 = 3 
K10a4 


1-01 
1-02 
1 


K07«2 

K1034 


1-01 
1-02 

1 


K07s2 
K10s4 



5-39 



(SAll.U 



^10=»4 KiiiHT DATA i1> 
M0-4 RliiHT JATA 1S» 
M0-4 RIUhT DATA li> 

M0-4 RUT/SHF C UATA 
M0 = 4 RUT/SHf C UATA 
Ki0=4 RUT/SHF C UATA 

^i0=4 RTi 

i\i0'-4 RTI 

M0 = 4 RTi 

Ki0'-4 RTI 

M0-4 SVC Fn iNbTR 
KX0«4 SVu FM IMbTR 
M0 = 4 SVC FM INbTR 

M0''4 TLbT 
t\i0 = 4 TLST 
M0 = 4 TtbT 

^i0 = 4 TRAP HbTK 
iM0'-4 TRAP J^STK 
M0 = 4 TRAP i^STR 

Ml"2 AtJ"<JSb UATA 
Ml»2 AU-^USb UATA 
Ml = 2 AURUSb UATA 

Ml-2 CA^RY .Q_ATA 
Ml = 2 CARRY QATA 
Ml»2 CARRY DATA 

Ml-2 GATL CC FM BYTt 

Kil-2 GATL CC FM WURU 

Ml = 2 HIGH C UATA 
Ml-2 HiJM C UATA 
1^11 = 2 HjGri C UATA 

Ml«2 N JATA 
Ml-2 N iJATA 
Ml«»2 N UATA 



Hi^UWRH',V04 6/4//0 
A/P PIN ORUeR t^AY - 
iNjAMt PIN ORUER 



1-01 

i-02 



1-01 

1-02 
1 

1-01 

i-02 
1-03 



l-0l 
1-02 

1 

1-01 
1-02 
1 

1-01 
1-02 
1 

1-01 
1-02 
1 

1-01 
1-02 

1 



L 


t0Vti 


L, 


(• 046.2 


H 


d0v3Ll 


H 


t:04J2 


H 


t0OF2 


H 


I'11P2 


H 


>- 0462 


H 


CgtiNl 


H 


I'04V1 


H 


U0'*U1 


H 


tllCl 


H 


UllVl 


H 


I'04R1 


U 


b0JR2 


L 


► 04H2 


U 


0^02 


I 


L04|^2 


H 


b04Fl 


H 


b03Pl 


U 


b03p2 


I 


t04Ml 


L 


b0v3bl 


L 


K0/t2 



1-01 

1-02 
1 

1-01 
1-02 
1 



URAW RV PG Y 
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X 2 


K08s2 
K10S4 


1 


Klls2 
K10 = 4 


1 


K06s5 


1 


K04s2 
K10 = 4 


2 


K02s2 
K10s4 


1 


K10 = 4 
K04s3 


1 


K12s=3 
K10s4 


1 


Kll = 2 

K10 = 4 


1 


KHs2 
K1034 


1 



Kll = 2 

Klls2 

K1152 
K10 = 4 



Kll = 2 
K09s5M 



i^Ali.U 
HUN NAMt 



Ml-2 V UATA 

Ml-2 V UATA 

IM1''2 V UATA 

1^11-2 i JATA 

lMl-2 2 JATA 

Ml-2 2 JATA 

M2-2 dLRRF (0) 

f^l2-2 HALTF (1) 

•^12-2 HALFF (1) 

M2»2 HALTF (1) 

M2-2 HALTF (1) 

fSl2-2 OVFUF (1) 

M2-2 OVFLF (1) 

r^l2-2 OVFUF (1) 

M2-2 SVC CL,^ OVFLF 

t^i2-2 SVC CL^ OVFUF 

M2 = 2 SVC CLR OVFUF 

IM2-3 BdbYF (0) 

M2-3 BbbYF (0) 

M2«3 adSYF (0) 

f^l2-3 BtibYF (1) 

«12"3 BbSYF (1) 

Ma»3 BBSYF (II 

tM2-'3 BB5YF (1) 

M2 = 3 CUNS GRANT (0) 

t^i2"3 CONb GRANT (0) 

fSi2='3 CONS GRANT (0? 

r^l2=3 CONS GRANT (1) 

tSi2-3 CONS Grant (1) 

M2 = 3 CONb GRANT (1) 

M2-3 CONS GRANT (1? 

'M2'3 INTRF (0) 

K12=3 INTRF (0) 

M2 = 3 INTRF (0) 

(^12-3 INTRF (0J 



HiNUWf<P,V04 6/4//0 
A/P PIN ORUt-R BAY « 
NAMt PIN ORUER 



1-01 
1-02 
1 



L 


B0«5£2 


U 


t0/Vl 


H 


B03U1 


H 


L07U1 



UllJl 



H 
H 
H 


UllRl 
U0aHi 
t0<!Vl 


H 
H 


UliiKl 

uiiui 


H 
H 


CliJT2 
OllSl 


H 
H 


tllKl 
E0&F1 


H 
H 
H 


ClXb2 
C0/U2 
taO-Ul 


H 
H 


CllSl 
F06J2 


H 
H 

H 


t;iiui 

U0«>S1 
i;0^Al 


H 
H 
H 


B04P1 
ClXNl 
fe.0«iM2 



1-01 

1-02 
1 



1-01 
1-02 
1-03 
1 

1-01 
1-02 

1 

1-01 
1-02 
1 

1-01 
1-02 
1 

1-01 
1-02 
1-03 
1 

1-01 
1-02 
1 

1-01 
1-02 
1-03 

1 

1-01 
1-02 
1-03 
1 



URAW RV PG Y 
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X 2 


Kll = 2 
K09=5« 


4 


1 


Kll = 2 
K09s5' 


4 


1 


K12»2? 


3 




K12s2 
K0634 
K02=>2' 


3 


2 
1 


K03a3 

K12a2 




1 


K03s3 
012 = 3 




1 


K1253 
K13 = 4 




1 


Kl2s3 
K09 = 2 
Kl3s3 




2 

1 


Kl2s3 
K13 = 4 




1 


Kl2i=3 
Kl3a4 




2 

1 



K15b2 
K12-3 
K02«3 



5-40 



KUN NAMt. 



I^i2«3 INTKF a) 

iSi2 = 3 INTHF (1) 

M2 = 3 INTHF (1) 

M2-3 MP^ EINTKY 

Ki2-3 HFH ENTRY 

iM2»3 ^iP"{ ENTKY 

IM2«'3 (S£KVICt»ISRW) 

Ki2»3 (S£HVlCL«iSRI^) 

^i2»3 SL^V 

^x2=3 SLHV 

KX2«'3 St^V 

IM2«3 STPM02 

f^l2«3 ST^ri02 

^12-3 STPM02 

M2 = 3 STPf103 

K12'=3 STPMi93 

f^l2 = 3 STPM03 

^IZ^Z STPM04 

M2-3 STPM04 

M2-3 STPH04 

t^l2'»3 TRACF U) 



HiNOWRP,V04 6/4//0 
A/P PIN ORUEK BAY ^ 
NAMt PIN ORDER 



1-01 
1-02 

1 



H 
H 


gupi 

K0iP2 


H 
H 


U0^L)2 
Ulli>2 


H 


U11J2 


L 


1^11U2 




UllLl 
U0«M1 


H 
H 


U0VF2 
UliF2 


H 
H 


^liHl 
U0VE1 


H 
H 


U0yu2 
UIIJI 



C11K2 



1-01 
1-02 

1 



1-01 
1-02 

1 

1-01 
1-02 
1 

1-01 
1-02 
1 

1-01 
1-02 
1 





PAGE 59 
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X 2 


K12»3 


1 


K02s3 




K02 = 2 


1 


K12s3 




K12;=3 




K12-3 




K12 = 3 


1 


K0654 




K07=;2 


1 


K12«3 




K12 = 3 


1 


K07«2 




K07s2 


1 


K12»3 





K12s3 



K12-3 


TRAPS 


H 


tiQ'dQl 


1-01 


KM-2 


'^12-3 


TRAPS 


H 


B04M1 


1-02 


Kl5c2 


'^12«'3 


TRAPS 


H 


UHB2 


1-03 


Kl2s3 


M2=3 


TRAPS 


H 


^0^U1 


1-04 


K0154 


«12=3 


TRAPS 






1 




f^a,2-3 


TRAPS 


I 


^iin 


1-01 


K1253 


l^i2«'3 


TRAPS 


I 


U0ttUl 


1-02 


K06s4 


Ki2<=3 


TRAPS 


U 


t02y2 


1-03 


K02=2 


^12-3 


TRAPS 






1 




1^13 = 2 


8 AQ lO 


H 


U12R1 


1-01 


K03s2 


K13"2 


B AC 1,0 


H 


K06f12 


1-02 


Kl3s2 


Ki3-2 


B AQ L,Q 






1 





HUN NAME 



K13-2 B AU LO 
IM3''2 B AU LO 
f^l3«2 B AU LO 

M3«2 BUk) U) 

M3"2 BCl (1) 

tSi3„2 LJATI3 
M3«"2 DATi? 
M3"2 DATiP 

^i3-2 PATU ENTRY 
M3»2 OATU ENTRY 
M3-2 DATO ENTRY 
fS13 = 2 DATU ENTRY 

Kl3=2 UATU ENTRY 

M3-2 OATU ENTRY 

M3'2 OATU ENTRY 

M3-2 OATU ENTRY 

M3 = 2 GATL bJS Fm SR 

|^13»2 GATE bJS KM SR 

f^l3«»2 GATE BUS FM SiR 

M3»2 GATE BUS FM SJR 

'^13=2 GATE BUS I'M SR 

M3'2 GATE BJS FM SR 



HNQWRP|Vi^4 6/4//0 
A/P PJN ORDER BAY « 
NAMt PIN ORDER 





tM3=2 


INIT 


1 


M3«2 


INIT 


2 


^i3 = 2 


iNiT 


1 


M3"2 


INIT 




M3 = 2 


INIT 




I^13»2 


INIT 


2 


Kl3s»2 


INIT 


1 


M3«2 


INIT 




Ki3-2 


INIT 




M3e2 


INIT 



M3«2 NO SACK (0) 
iSi3='2 NO SACK (0) 
^13 = 2 NO biAg>^ C0) 



B04N2 
t'05L2 



t.0C>Vi 

F0&P2 

i;HE2 
K0OF1 



G0«iH2 
U0Gyi 

F0bU2 



B04^2 
t06Jl 



(;01J1 
U01S1 
t.01Nl 
L06S2 
t0/R2 



t;0vJb2 
UlijJFl 
F0ON2 



b04Cx 

(;0«3S2 

U0/H2 
011E2 
F06gi 



f'01iM2 
K06P1 



1-01 
1-02 

1 



1-01 
1-02 

1 

1-01 
1-02 
1-03 

1 

1-01 

1-02 
1-03 

1 

1-01 
1-02 
1-03 
1-04 
1-05 



1-01 
1-02 
1-03 
1 

1-01 
1-02 
1-03 
1-04 
1-05 
1 

1-01 
1-02 

1 
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Kl5s2 
Kl3s2 


1 


K13s2 




K13 = 2 




K12a3 

Kl3a2 


1 


K02s3 
K13s2 
K06s5M 


2 
1 


K15-2 
K13s2 
K06b2 


1 
2 


KY«=3 
KY«3 
KY»3 
Kl3a2 
K09 = 2 


2 
1 
2 
1 


K13 = 2 
K0352 
K13 = 2 


2 
1 


Kl5a2 

K0152 

K09s2i4 

K1292 

Kl3i52 


2 
1 
2 
1 


K02=3 
K1352 


1 



5-41 






l\i3-2 P '^t.START 
IM3-2 P HLSTART 
^13=2 p KLSTAHT 

IS13»2 P TiML OUT 

K13-2 P TiMt OUT 

M3 = 2 P TiMt. QJT 

Ki3-2 P TIMt OUT 

M3^2 PW-^ UP 
KX3«2 PW.-« UP 
M3«2 PWH UP 

f^l3 = 2 Ti^lk. OUT (0) 

^i3=2 Tilt OUT (0) 

^i3«2 TMt OUT (0) 

IM3 = 2 Ti>1t. OUT (0) 

IM3-2 TIML OUT (0) 

'M3"2 THt- UUT U) 

tM3»2 TMt OUT (1) 

M3-2 TIML OUT U) 

t\X3-2 Tl^t OUT U) 

M3 = 2 Tl^t OUT (1) 

rM3 = 2 TPl 

KX3«3 AO"<S UDNE 

^i3»3 AU^b MDUE 2 
M3-'3 ApHS MDUE 2 
^i3 = 3 AU*<S MOUE 2 

M3-3 ApKb MOUE 4 
1^X3-3 AU-ib MOOE 4 
IS13"3 AUHii MOUE 4 

^i3-3 B iNTH 

^i3-3 B INTK 

IM3-3 B iNTH 

ISJL3"3 8 iiNTH 

M3''3 B INTH 

1^X3-3 B MSYN 

KX3-3 B MbYINI 

^X3«'3 B ^SYN 

l\X3''3 B ^SYN 



HNOWRH,V04 6/4//0 
A/P PIN ORDER BAY • 
NAMt PIN ORDER 



1-01 
1-02 

1 

1-01 
1-02 
1-03 

1 

1-01 
1-02 

1 

1-01 
1-02 
1-03 
1-04 
1 

1-01 

1-02 
1-03 
1-04 
1 



I 


B04i,l 
H06K1 


u 


U04H1 
U0ttN2 
^06^2 


H 

H 


ui<;g2 

t.0GUl 


H 
H 
H 
H 


UllVl 
t0^K2 

F0;dyi 

f- 0bMl 


H 
H 
H 
H 


b0*;b2 

U02H2 
UllHl 
F0bNl 


L 


^0bUl 


H 


C;0bMl 


H 
H 


g06iN2 
U#bH2 


H 
H 


U0GF1 

l'0bBl 


H 
H 
H 
H 


UllMl 
U06U2 
l:-0bCl 
K0;iPll 


H 
H 
H 


U0GO1 
B0«ir2 
1-0^^02 



Q DRAW RV PG Y 



Kl5s2 
K13s2 
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X 2 



K06s2 
K13 = 2 



K03 = 3 
K1352 



K1233 
K02s3 
K02s2 
Kl3 = 2 



Km = 2 
K02s2 
K12b2 
K1352 



K13 = 2 



K1353 



1-01 




K13 = 3 




i>02 




K06s5 




1 








1-01 




K13 = 3 




1-02 




K06b3 




1 








1-Cl 


» 




Rl 


1-02 


* 




Rl 


1-03 


« 




Rl 


1-04 


* 




I 


1 








1-01 




K13»3 




1-02 




KM = 2 




1-03 




K02 = 3 




1 









nAXl.L 


j 




HUN NAMfc 




M3-3 


B 


SbYN 


1^X3-3 


B 


SSYN 


M3-3 


B 


SbYN 


^X3»3 


8 


bbYN 


^X3=3 


B 


SbYN 


1^X3-3 


B 


bbYN 


1^X3-3 


B 


SSYN 


(SX3"3 


B 


SbYN 


M3-3 


B 


SbYN 



KX3-3 BINARY 
M3-3 BINARY 
KX3-3 BINARY 
i\X3 = 3 BiNARY 
^X3''3 BINARY 

KX3-3 C^f^ BAR 

^X3 = 3 CL,f^ BAR 

KX3»3 CUi^ BAR 

KX3"3 CU^ BAR 

M3=3 DLST MOUE kj 
ftX3=3 OLbT MOUE 
KX3-3 DLST MOUE 
^X3"3 OLST MOUE 

^X3,3 GATtP 8 INTR 
KX3-3 GATtO 8 JNTR 
^X3-3 GATtO B INTR 

M3-3 MbYN (1) 

M3-3 ODD AURS t-RR 
^X3''3 OUO AURS tRR 
M3-3 OUO AURS tHR 

^X3"3 (U*B*R/S) 

KX3''3 (g*B*R/S) 

M3-3 (U*B*R/S) 

^i3"3 (U*B*K/S) 

f^X3,3 SOUHCt MOUE 

ISX3 = 3 SOUHCfe. MODE 

KX3-3 SOUHCt MOUE 

M3-3 SOUHCt MOUE 



HNUWRH,V04 6/4//0 
A/P PIN ORDER BAY = 
NAMt PIN ORDER 



1-01 

1-02 
1-03 
1-04 
1-05 
1 

1-01 

1-02 
1 

1-01 
1-02 
1-03 
1-04 

1-01 
1-02 
1-03 
1 

1-01 
1-02 
1-03 



1-01 
1-02 

1 



1-01 
1-02 

1 

l-0l 
1-02 

1-03 

1 

1-01 
1-02 
1-03 

1 



H 
H 
H 
H 
H 


B0<^U2 
00082 
O0OU2 
K0OL1 
I-02H2 


L 
L. 


O0>5B1 
O06T2 


H 


O0bH2 


H 
H 
H 


U0«iy2 
t04T2 
K04S2 


H 
H 
H 


U0/M1 
UixU2 
t0bH2 


H 
H 
H 


O0BT2 
U0t>M2 
K0«5H1 




005611 
t0aKl 



t0bN2 

O0bHi 
UllFl 



H OgbKl 
H t04g2 
H t0<:Ki 



H O0OR1 
H 00201 
H F0^O2 
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URAW RV PG Y 


X 2 


KM„2 
K06=»2 
K13 = 3 
K13 = 2 
K02i=3 


1 
2 
1 
2 


K01s2 
K13s3 


1 


K13 = 3 
K02-2 
K10s3 
K01s4 


2 
1 
2 


K09=2'4 

Kl2s2 

Kl3s3 


1 
2 


K065=3 
K13a3 
K01 = 4 


2 
1 


K13b3 
K06s2 


1 



K13 = 3 

Kl3s3 
K12 = 2 



K13 = 3 
K1054 
K02s2 



K13a3 
K02 = 2 
K01 = 4 



5-42 



f^All.U 
KUN NAME. 



M3-3 


SSYIM U) 


H 


U0OT2 


M3-3 


SSYN il) 


H 


U0/F2 


M3='3 


SSYN (1) 






M3-4 


AUJKESS d 


H 


U0&iNl 


Ki3-4 


AUJHESS 


H 


f'01V2 


M3 = 4 


AUJKESS d 






Kl3«4 


AUJKESS 1 


H 


U06M1 


M3'-4 


AUJKESS 1 


H 


► 0112 


^i3 = 4 


AUJKESS i 






M3ff4 


BUS INQICATOK 


H 


t06di 


M3 = 4 


BUS JNaiCATOK 


H 


I-KIPI 


M3*4 


tigs INOiCATOH 






M3-4 


CONS BR 


H 


Ul^Jl 


Ki3-4 


CUAJS UR 


H 


U06N2 


Kxo = 4 


CONS tiR 






Ki3-4 


CONS N'R 


H 


U1^S2 


Ki3s:4 


CONS NPR 


H 


U0e)J2 


Mo = 4 


CUNS HPH 






M3-4 


CUNSF (0) 


H 


t.0&^2 


M5»4 


CUNSF (0) 


H 


l'0<:V2 


K13 = 4 


CQNSF (&) 






M3=4 


CQMSF (1) 


H 


b04H2 


^3*4 


CONSF (1) 


H 


U11R2 


M3 = 4 


CUMSF (1) 


H 


Ul^Hl 


M3'4 


CONSF U) 


H 


U02S1 


M3 = 4 


COMSF (1) 


H 


K0OT2 


M3<=4 


CUNSF (1) 


H 


HiUS 


M3-4 


CUNSF (1) 






M3=?4 


CS'^ 0k3 


H 


t04g2 


K13'4 


CSK 0fc 


H 


t06^2 


M3 = 4 


CSK 00 


H 


tllN2 


M3«4 


CS^ 00 






M3«4 


CS^ |(jfc3 U) 


H 


t0&t2 


K13-4 


CS-* 00 (1? 


H 


tHJ2 



K13-4 CSK 00 (1) 



HIND^JRP,V04 6/4//0 
A/P PIN ORULR BAY « 

NAMt. PIN URDER 



1-01 

1-02 
1^ 

1-01 
1-02 
1 

1--01 
1-02 

1 

1-01 
1-02 

1 

1-01 
1-02 
1 

1-01 
1-02 

1 

1-01 
1-02 

1 

1-01 
1-02 
1-03 
1-04 
1-05 
1-06 
1 

1-01 
1-02 
1-03 
1 

1-01 
1-02 
1 



Q URAW RV PG Y 



K13b3 
K09s2 
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X i 



Kl3s4 
KY«2 



Kl3 = 4 
KY = 2 



Kl3''4 
KY-2 



K035:2 

K13s4 



K03s2 
K13 = 4 



K13«4 
U02s3 



Kl5a2 
K12 = 3 
K03b2 
K02»2 
K13s4 
K0453 



K10B4 
Kl3s4 
K04b3 



K13s4 
K04s3 



f\All,U 
HUN NAML 



M3=4 CS-< dl 

M3'-4 CS-« yi 

M3'-4 CS-^ tJl 

1^x3-4 CS'^ ill 

M3-4 CS-^ ^2 

M3-4 CS-^ 02 

M3-4 CS^ ^2 

M3«4 Cbri ^2 



HNDWRP,v^4 6/4//0 
A/P PIN ORDER 
NAML PIN 

H U0aN2 
H tllU2 
H t^bSl 



H L-0tSH2 

H b.05Ml 

U t0bF2 





M3-4 


CS"< tJvS 


H 


t.05Kl 


1 


M3-4 
Ki3-4 


CS^ i33 
CS^ 03 


H 


HlMl 




M3-4 


DL-^ 




H 


t0^Ul 


1 


M3-4 


Dt^ 




H 


L0t>Ul 




K13-4 


DE^ 




H 


t:llS2 




^i3-4 


OLP 




H 


l'0bNl 




M3^4 


Dt^ 








1 














M3-4 


EXAM 




H 


U0bBl 




Ki3*4 


EXAM 




H 


U0OF1 




K13-4 


EXAM 








1 


M3-4 


INwI- 




L 


U0bCl 




M3«4 


INCK 




L 


U05S2 




M3 = 4 


INCp 








2 












1 


M3-4 


UOAU 


AQRS 


H 


U0OH1 


2 


M3-4 


LOAU 


APRS 


H 


U0OP2 


1 


M3 = 4 


UQAU 


APRS 






2 


M3-4 


UOAU 


APRS 


U 


UBbJl 




Ki3-4 


tUAU 


APRS 


L 


tllFl 




Ki3-4 


UOAU 


APRS 






2 
1 


M3-4 


P CU.NSF (1) 


H 


U12R2 


«!• 


M3 = 4 


P CUNSF (1) 


H 


L06U2 




Ki3s4 


P CUNSF (1) 






1 


M3-4 


PRQC 


CNTU 


H 


B04d2 




»M3«4 


PRQC 


CNTU 


H 


ugaAi 




M3 = 4 


PKJC 


CNTU 


H 


U0/B2 




M3-4 


PKJU 


CNTl 


H 


U0/U1 




tM3 = 4 


PKQC 


CNTU 


H 


t06Ll 



BAY « 
ORDER 


Q DRAW RV 


PG Y 
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1-01 
1-02 
1-03 

1 


K06 = 2 
K04-2 
K13s=4 




2 
1 


i-0l 
1-02 
1 


K06s2»4 
K13 = 4 




1 



K13-4 



M3«4 PROU CNTU 



1-01 


K13 = 4 


1-02 


K04s2M 


1 




1-01 


K10»4 


1-02 


K1334 


1-03 


K04s3 


1-04 


K06a2 


1 




1-01 


K06s5 


1-02 


K13i54 


1 




1-01 


K06S5 


1-02 


K13s4 


1 




1-81 


K1354 


1-02 


K06s2 


1 




1-01 


K13s4 


1-02 


K04 = 2 


1 




1-01 


K03s2 


1-02 


K1384 


1 




1-01 


Kl5s2 


1-02 


K0652 


1-03 


K1532 


1-04 


K09s2 


1-05 


K13 = 4 


1 





5-43 



INAll.U 

KUN NAML 



M3-4 Pi GSK 
M3-4 PI USH 
M3»4 Pi USK 

M3«4 Pi USK 
M3-4 Pi GSK 
K13=4 PI CSK 

M3 = 4 Pi USK 00 
IM3-4 PI USK fe)0 
M3"4 oi CSK k)0 

IM3-4 P2 USK 
M3»4 P2 USK 
M3^4 P2 G5K 

M3-4 P2 USK 
M3-4 P2 USK 
M3-4 P2 CSK 

M3*4 P3 U5K 

Ki3-4 P3 USK 
M3-4 P3 USK 
M3-4 P3 CSK 

^i3-4 STAKT 

ISj.3»4 STaKT 

M3 = 4 START 

M3-4 STAKT 

M3r.4 STAKTF {D 

M3 = 4 TP^ 

M4-2 LTC 
^i4=.2 LTC 
^*4»2 |_TC 

Mb^2 BS-<14'SVC»1SK0 
Kl^=2 BS^14+SVC*iSK0 
^x^-2 tib-ii4*SVC*lSK0 

^i5-2 CL^ PUMf- 
^*& = 2 CU^ ^UNI- 
M5-2 CL^ PUMK 



HNui^RH,Vi<34 6/4//kJ 
A/P PiN QRUEH bJAY - 

NAMb. PIN QRDEK 
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X 2 



H 


L0bdl 


H 


I-06U1 


L 


C0v5H2 


L 


LQbiZ 


H 


C0iMl 


H 


L0t)M2 


H 


U0t)Ul 


H 


U0OV1 


I 


C0^K1 


U 


L0OA1 



U05R2 



I 


U0V5F2 


L 


U0C)V2 


H 


C0OF2 


H 


U0OA1 


H 


t-llJl 


H 


L0t>b2 


H 


tBC)P2 


L 


Aiv3P2 


L 


bl^Rl 


U 


b0^H2 


L 


Cllvi2 


H 


b0<tAi 


H 


Cl«iU2 



1-01 

1-02 
1 


K06 = 2 
K13^4 


1-01 
1-02 
1 


K01 = 2 
K13»4 


1-01 
1-02 

1 


K13-4 


1-01 
1-02 
1 


Kl3 = 4 
K06 = 2 


1-in 
1-02 
1 


K13f^4 




K13 = 4 


1-01 


K13 = 4 


1 
J. 




1-01 

1-02 
1-03 
1 


K06 = 4 
Kl3s4 
K04 = 2 




M3 = 4 




K13 = 4 


1-01 

1-02 


K14-2 
KW = 2 


1-01 

1-02 


K15s2 
K12 = 3 


JL 




1-551 
1-02 


Ki5-2 
K03s3 



KAll.U 

KUN NA^lt. 



Mb-2 rtrcH FM SVC 

M^-2 FLTCH FM SVC 

Mt>-2 FLTCH Fh bVC 

iMuj«2 GATLO P RLSTART 

M5a2 GATLJ = RtSTAKT 

Kl'3-2 GATLJ P RLSTAKT 

Ml?-2 NP-< EPMbUt 

Mi)-2 iNlP^ ENAbUL 

»M:i>-2 NP-< EiMAbLL 

Mt)a2 PKJC CNTL 

IM^ = 2 PKJC CNTL 

M;? = 2 PKJC CMTL 

Kib-2 (l5Klii»-INTRF) 

M^ = 2 ( iSKl2»"-INTRF) 

Mb = 2 ( iSKl^»»IiNTRF) 

M5^2 (S£;KViCL»lSR0) 

Mi? = 2 (bt.KVlCL»ISR0) 

M'?w2 (s^KViCL»iSR0) 

Mlp=»2 (StKViCE*|SR0) 

Ki!?«2 (S£KV1CL»1SR0) 

Mb = 2 (WA1T*-TRAPS) 

Mi3»2 (^Ai T»-TRAPS) 

M!3«2 (^^AiT«-TRAPSJ 

iMt3^2 St-^V 

f^it)-2 SL-«V 

^ll?-2 SL'^V ii/ 

M5 = 2 SL-^V 

lMi) = 2 ^AIT ClK 
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Digital Equipment Corporation maintains a continuous effort to improve the quality and usefulness of its 
publications. To do this effectively we need user feedback — your critical evaluation of this manual. 



Please comment on this manual's completeness, accuracy, organization, usability, and readability. 



Did you find errors in this manual? 



How can this manual be improved? 



DEC also strives to keep its customers informed of current DEC software and publications. Thus, the fol- 
lowing periodically distributed publications are available upon request. Please check the appropriate boxes 
for a current issue of the publication(s) desired. 

|~| Software Manual Update, a quarterly collection of revisions to current software manuals. 

r] User's Bookshelf, a bibliography of current software manuals. 

ri Program Library Price List, a list of currently available software programs and manuals. 



Please describe your position. 



Name Organization 

Street Department 



City State Zip or Country 
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